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* * * 1st Change * * * *

5
Namespaces

The CallDirection interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/call_direction/v4_2
The CallNotification interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/call_notification/v4_2
The data types are defined in the namespace:

http://www.csapi.org/schema/parlayx/call_notification/v4_2
The CallNotificationManager interface uses the namespace:


http://www.csapi.org/wsdl/parlayx/call_notification/notification_manager/v4_2
The CallDirectionNotificationManager interface uses the namespace:


http://www.csapi.org/wsdl/parlayx/call_direction/notification_manager/v4_2
The 'xsd' namespace is used in the present document to refer to the XML Schema data types defined in XML Schema [5]. The use of the name 'xsd' is not semantically significant.
* * * 2nd Change * * * *

7
XML Schema data type definition
7.4
EventDescription structure

The EventDescription data type is a structure containing the following parameters.

	Element name
	Element type
	Optional
	Description

	CallEvent
	CallEvents
	No
	Indicates the call event as described above

	Description
	xsd:string
	Yes
	Optional description to give details about the callEvents (for instance the name of the Participant in case of disconnection) or details about the CallEvent when the callEvent subscribed is service specific.


* * * 3rd Change * * * *

8.2 Interface: CallNotification

When call events occur in the network, the application may be notified of these events. The application does not have the ability to influence the call, as call processing continues.

Notifications are provided for call attempt, busy, not reachable, answer and no answer events. A generic operation "notifyCallEvent” provides for notifications for new call events. Thus, the operations specific to call attempt, busy, not reachable, answer and no answer are no longer necessary and they could be deprecated in future versions.
* * * 4th Change * * * *

Annex A (normative):
WSDL for call notification

The document/literal WSDL representation of this interface specification is compliant to 3GPP TS 29.199-1 [6] and is contained in text files:

· parlayx_call_direction_interface_4_2.wsdl
· parlayx_call_direction_service_4_2.wsdl
· parlayx_call_direction_manager_interface_4_2.wsdl

· parlayx_call_direction_manager_service_4_2.wsdl

· parlayx_call_notification_interface_4_2.wsdl

· parlayx_call_notification_service_4_1.wsdl

· parlayx_call_notification_manager_interface_4_2.wsdl

· parlayx_call_notification_manager_service_4_2.wsdl

· parlayx_call_notification_types_4_2.xsd
which accompany the present document.

The WSDL files have been verified using the following files:

· 3_wsdl2Java_axis-1_4.bat

· 3_wsdl2Java_axis2-1_4_1.bat

which accompany the present document.

* * * End of Changes * * * *
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