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1 Reason for Change

This CR aims to close the following consistency review comments:
	D010
	2010.09.14
	E/T
	8. 3.1
	Source: Huawei

Form: INP

Comment: Change the second sentence as below.

Proposed Change: 
The SNMP interface is pre-configured between the SNMP Manager and the managed device.
	Status: CLOSED by this CR


	D011
	2010.09.15
	T
	8.3.1
	Source: Huawei

Form: INP

Comment: Add the following paragraph to 8.3.1.

Proposed Change: 
In some cases, the KPIinOMA-enabled Instance does not support the SNMP protocol. In the network, a Unified Agent may be deployed to receive and analyze the SNMP request message from the SNMP Manager. The Unified Agent determines the managed device corresponding to the SNMP request message, and transforms the SNMP request message into simplified extensible protocol request message, and sends it to determined managed equipment. After that, the Unified Agent receives the simplified extensible protocol response message from the managed equipment, transforms it into SNMP response message and sends back to SNMP Manager.
	Status: CLOSED by this CR


	D012
	2010.09.15
	E/T
	8. 3.3
	Source: Huawei

Form: INP

Comment: Remove sentence below.

Proposed Change: 
The Performance Measurement items are mapped to the table information within a MIB. .
	Status: CLOSED by this CR


	D013
	2010.09.15
	T
	8. 3.4
	Source: Huawei

Form: INP

Comment: Remove sentence below.

Proposed Change: 
The configuration parameters are mapped to the table data within a MIB. Different attributes of the configuration parameters are mapped as the different columns in the MIB table, in order to ensure that different configuration parameters are mapped as different rows in the MIB table. The attributes include attribute name and attribute value. 
	Status: CLOSED by this CR


	D014
	2010.09.15
	T
	8. 3.5
	Source: Huawei

Form: INP

Comment: Remove sentence below.

Proposed Change: 
Each column of the MIB table is identified by the Object Identifier, and the attributes of the configuration parameters can be modified through the MIB interface related to Object Identifier. 
	Status: CLOSED by this CR



2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to discuss the contribution and agree with the changes proposed to be included in the TS.
6 Detailed Change Proposal
Change 1:  Section 8.3 Improvements
8.3    SNMP Binding
8.3.1    General
SNMP Agents are programmed to watch for certain system events and problems on the managed equipment, and to send in Traps to the SNMP Manager when they occur. The SNMP interface is pre-configured between the SNMP Manager and the managed equipment. Through the interface, a SNMP Manager sets the query conditions and sends the query conditions to a SNMP Agent to retrieve specific configuration information or state information of the managed equipment.  SNMP Agents operates with the managed equipment. Managed equipment interprets the query condition according to the pre-configured interface, and executes the corresponding query operation according to the interpretation result.
In some cases, the KPIinOMA-enabled Instance does not support the SNMP protocol. In the network, a Unified Agent may be deployed to receive and analyze the SNMP request message from the SNMP Manager. The Unified Agent determines the managed device corresponding to the SNMP request message, and transforms the SNMP request message into simplified extensible protocol request message, and sends it to determined managed equipment. After that, the Unified Agent receives the simplified extensible protocol response message from the managed equipment, transforms it into SNMP response message and sends back to SNMP Manager.
When using SNMP binding for the KPIinOMA interface KPI-1, the KPI, Performance Measurement and configuration parameter information will be defined as MIB (Management Information Base).  

The Operational Environment acts as the SNMP Manager. The KPIinOMA-enabled Instance acts as the SNMP Agent, and it is also the managed equipment which is managed by the SNMP Manager. 
8.3.2    Performance Measurement Report
The KPIinOMA-enabled Instance reports the Performance Measurement to the Operational Environment using the SNMP Trap Only Method.

The reporting condition can be configured on the KPIinOMA-enabled Instance, and the reporting operation is launched when the condition occurs.

8.3.3    Performance Measurement Query 
The Operational Environment queries the Performance Measurement from the KPIinOMA-enabled Instance using the SNMP Polling Only method.


8.3.4    Configuration Query
The Operational Environment queries the configuration information from the KPIinOMA-enabled Instance using the SNMP Get method.


8.3.5    Configure Command
The Operational Environment sends the configuration information to the KPIinOMA-enabled Instance using the SNMP Set method.
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