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 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Robert Törnkvist, Ericsson

	Replaces:
	n/a


1 Reason for Change

The changes are made to have the AVP tables consistent with the mapping table as well as with referenced specifications.
2 Impact on Backward Compatibility

Without these changes there will be mismatches within the document as well as with the referenced specifications.
3 Impact on Other Specifications

No impact known.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree the changes.
6 Detailed Change Proposal

8.2.3 Summary of AVPs Used
The following table lists the Diameter AVPs specifically re-used by OMA for the Offline Charging interface (CH-1).

The table contains the following information:

· AVP Name: The name used in Diameter.

· AVP Code: The AVP Code used in the Diameter AVP Header.

· Used in ACR: Indicates if it is mandatory, optional or not used in the ACR command.

· Used in ACA: Indicates if it is mandatory, optional or not used in the ACA command.

· Used in SGI: Indicates if it is mandatory, optional or not used in the Service Generic Information parameter.

· AVP Defined: A reference to where this AVP is defined.

· Value Type: The Diameter format of the AVP data as defined in Basic or Derived AVP Data Format.

· AVP Flag Rules: The rules for how the AVP Flags in the AVP Header may be set.

· May Encr.: Indicates if the AVP may be encrypted or not.

	AVP Name
	AVP Vendor Id
	AVP
Code
	Used in
	AVP
Defined
	Value
Type
	AVP Flag Rules
	May Encr.

	
	
	
	ACR
	ACA
	SGI
	
	
	Must
	May
	Should
Not
	Must
Not
	

	Access-Network-Charging-Identifier-Value
	10415
	503
	-
	-
	O
	[TS29.214]
	OctetString
	V,M
	P
	-
	-
	Y

	Accounting-Input-Octets
	0
	363
	-
	-
	O
	[RFC4005]
	Unsigned64
	M
	P
	-
	V
	Y

	Accounting-Output-Octets
	0
	364
	-
	-
	O
	[RFC4005]
	Unsigned64
	M
	P
	-
	V
	Y

	Accounting-Record-Number
	0
	485
	M
	M
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	Y

	Accounting-Record-Type
	0
	480
	M
	M
	-
	[RFC3588]
	Enumerated
	M
	P
	-
	V
	Y

	Acct-Application-Id
	0
	259
	O
	O
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Acct-Interim-Interval
	0
	85
	O
	O
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	Y

	Acct-Session-Time
	0
	46
	-
	-
	O
	[RFC4005]
	Unsigned32
	M
	P
	-
	V
	Y

	Application-Server-Id
	10415
	2101
	-
	-
	O
	[Section 6.2.4]
	UTF8String
	V,M
	P
	-
	-
	N

	Application-Service-Type
	10415
	2102
	-
	-
	O
	[Section 6.2.3]
	Enumerated
	V,M
	P
	-
	-
	N

	Application-Session-Id
	10415
	2103
	-
	-
	O
	[Section 6.2.5]
	Unsigned32
	V,M
	P
	-
	-
	N

	Billing-Information
	10415
	1115
	-
	-
	O
	[TS29.140]
	UTF8String
	V,M
	P
	-
	-
	N

	Called-Party-Address
	10415
	832
	-
	-
	O
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Calling-Party-Address
	10415
	831
	-
	-
	O
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Cause-Code
	10415
	861
	-
	-
	O
	[TS32.299]
	Integer32
	V,M
	P
	-
	-
	N

	CC-Money
	0
	413
	-
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	CC-Service-Specific-Units
	0
	417
	-
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	Content-Length
	10415
	827
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Content-Type
	10415
	826
	-
	-
	O
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Currency-Code
	0
	425
	-
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Delivery-Status
	10415
	2104
	-
	-
	O
	[Section 6.2.20]
	UTF8String
	V,M
	P
	-
	-
	N

	Destination-Realm
	0
	283
	M
	-
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Event-Timestamp
	0
	55
	O
	O
	-
	[RFC3588]
	Time
	M
	P
	-
	V
	N

	Expires
	10415
	888
	O
	-
	-
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Exponent
	0
	429
	O
	-
	O
	[RFC4006]
	Integer32
	M
	P
	-
	V
	Y

	IM-Information
	10415
	2110
	O
	-
	-
	[Section 6.2.29]
	Grouped
	V,M
	P
	-
	-
	N

	IMS-Charging-Identifier
	10415
	841
	O
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Inter-Operator-Identifier
	10415
	838
	O
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Message-Body
	10415
	889
	O
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Number-Of-Messages-Successfully-Exploded
	10415
	2111
	O
	-
	-
	[Section 6.2.36]
	Unsigned32
	V,M
	P
	-
	-
	N

	Number-Of-Messages-Successfully-Sent
	10415
	2112
	O
	-
	-
	[Section 6.2.37]
	Unsigned32
	V,M
	P
	-
	-
	N

	Number-of-Participants
	10415
	885
	O
	-
	-
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Origin-Host
	0
	264
	M
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-Realm
	0
	296
	M
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-State-Id
	0
	278
	O
	O
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Participant-Group
	10415
	1260
	O
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	PoC-Group-Name
	10415
	859
	O
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	
	
	
	
	
	
	
	
	
	
	
	
	

	PoC-User-Role
	10415
	1252
	O
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	
	
	
	
	
	
	
	
	
	
	
	
	

	Proxy-Host
	0
	280
	M
	M
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Proxy-Info
	0
	284
	O
	O
	-
	[RFC3588]
	Grouped
	M
	-
	-
	P,V
	N

	Proxy-State
	0
	33
	M
	M
	-
	[RFC3588]
	OctetString
	M
	-
	-
	P,V
	N

	Result-Code
	0
	268
	-
	M
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Role-of-Node
	10415
	829
	O
	-
	O
	[TS32.299]
	Enumerated
	V,M
	P
	-
	-
	N

	Route-Record
	0
	282
	O
	-
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Service-Context-Id
	0
	461
	O
	-
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Service-Generic-Information
	10415
	1256
	O
	-
	-
	[Section 6.2.61]
	Grouped
	V,M
	P
	-
	-
	N

	Service-Identifier
	0
	439
	-
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Service-Information
	10415
	873
	O
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Service-Key
	10415
	1114
	-
	-
	O
	[TS29.140]
	UTF8String
	V,M
	-
	-
	-
	N

	Session-Id
	0
	263
	M
	M
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	SIP-Method
	10415
	824
	O
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	SIP-Request-Timestamp
	10415
	834
	O
	-
	-
	[TS32.299]
	Time
	V,M
	P
	-
	-
	N

	SIP-Response-Timestamp
	10415
	835
	O
	-
	-
	[TS32.299]
	Time
	V,M
	P
	-
	-
	N

	Subscription-Id
	0
	443
	O
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Subscription-Id-Data
	0
	444
	O
	-
	M
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Subscription-Id-Type
	0
	450
	O
	-
	M
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Total-Number-Of-Messages-Exploded
	10415
	2113
	O
	-
	-
	[Section 6.2.76]
	Unsigned32
	V,M
	P
	-
	-
	N

	Total-Number-Of-Messages-Sent
	10415
	2114
	O
	-
	-
	[Section 6.2.77]
	Unsigned32
	V,M
	P
	-
	-
	N

	Unit-Value
	0
	445
	-
	-
	M
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	User-Equipment-Info
	0
	458
	-
	-
	O
	[RFC4006]
	Grouped
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Type
	0
	459
	-
	-
	M
	[RFC4006]
	Enumerated
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Value
	0
	460
	-
	-
	M
	[RFC4006]
	OctetString
	-
	P,M
	-
	V
	Y

	User-Name
	0
	1
	O
	O
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	Value-Digits
	0
	447
	-
	-
	M
	[RFC4006]
	Integer64
	M
	P
	-
	V
	Y


Table 11: Summary of AVPs used on CH-1
Change 1:  Another change

8.2.3 Summary of AVPs Used
The following table lists the Diameter AVPs specifically re-used by OMA for the Online Charging interface (CH-2).
The table contains the following information:

· AVP Name: The name used in Diameter.
· AVP Code: The AVP Code used in the Diameter AVP Header.
· Used in CCR: Indicates if it is mandatory, optional or not used in the CCR command.
· Used in MSCC CCR: Indicates if it is mandatory, optional or not used in the Multiple Services Credit Control parameter in the CCR command.
· Used in CCA: Indicates if it is mandatory, optional or not used in the CCA command.
· Used in MSCC CCA: Indicates if it is mandatory, optional or not used in the Multiple Services Credit Control parameter in the CCA command.
· AVP Defined: A reference to where this AVP is defined.
· Value Type: The Diameter format of the AVP data as defined in Basic or Derived AVP Data Format.
· AVP Flag Rules: The rules for how the AVP Flags in the AVP Header may be set.
· May Encr.: Indicates if the AVP may be encrypted or not.
	AVP Name
	AVP Vendor Id
	AVP Code
	Used in
	AVP defined
	Value Type
	AVP Flag rules
	May Encr.

	
	
	
	CCR
	CCR
MSCC
	CCA
	CCA
MSCC
	
	
	Must
	May
	Should
not
	Must
not
	

	Access-Network-Charging-Identifier-Value
	10415
	503
	O
	-
	-
	-
	[TS29.214]
	OctetString
	V,M
	P
	-
	-
	Y

	Application-Server-Id
	10415
	2101
	O
	-
	-
	-
	[Section 6.2.4]
	UTF8String
	V,M
	P
	-
	-
	Y

	Application-Service-Type
	10415
	2102
	O
	-
	-
	-
	[Section 6.2.3]
	Enumerated
	V,M
	P
	-
	-
	Y

	Application-Session-Id
	10415
	2103
	O
	-
	-
	-
	[Section 6.2.5]
	Unsigned32
	V,M
	P
	-
	-
	Y

	Auth-Application-Id
	0
	258
	M
	-
	M
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Billing-Information
	10415
	1115
	O
	-
	-
	-
	[TS29.140]
	UTF8String
	V,M
	-
	-
	-
	Y

	Called-Party-Address
	10415
	832
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Calling-Party-Address
	10415
	831
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Cause-Code
	10415
	861
	O
	-
	-
	-
	[TS32.299]
	Integer32
	V,M
	P
	-
	-
	N

	CC-Input-Octets
	0
	412
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Money
	0
	413
	-
	O
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	CC-Output-Octets 
	0
	414
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Request-Number
	0
	415
	M
	-
	M
	-
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	CC-Request-Type
	0
	416
	M
	-
	M
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	CC-Service-Specific-Units
	0
	417
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Session-Failover
	0
	418
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	CC-Time
	0
	420
	-
	O
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	CC-Total-Octets
	0
	421
	-
	O
	-
	O
	[RFC4006]
	Unsigned64
	M
	P
	-
	V
	Y

	CC-Unit-Type
	0
	454
	-
	-
	-
	O
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Check-Balance-Result
	0
	422
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Content-Length
	10415
	827
	O
	-
	-
	-
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Content-Type
	10415
	826
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Cost-Information
	0
	423
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Cost-Unit
	0
	424
	-
	-
	-
	O
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Credit-Control-Failure-Handling
	0
	427
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Currency-Code
	0
	425
	-
	M
	-
	M
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Delivery-Status
	10415
	2104
	O
	-
	-
	-
	[Section 6.2.20]
	UTF8String
	V,M
	P
	
	
	Y

	Destination-Host
	0
	293
	O
	-
	-
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Destination-Realm
	0
	283
	M
	-
	-
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Direct-Debiting-Failure-Handling
	0
	428
	-
	-
	-
	O
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Event-Timestamp
	0
	55
	O
	-
	O
	-
	[RFC3588]
	Time
	M
	P
	-
	V
	N

	Expires
	10415
	888
	O
	-
	-
	-
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Exponent
	0
	429
	-
	O
	-
	O
	[RFC4006]
	Integer32
	M
	P
	-
	V
	Y

	Failed-AVP
	0
	279
	-
	-
	O
	-
	[RFC3588]
	Grouped
	M
	P
	-
	V
	N

	Final-Unit-Action
	0
	449
	-
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Final-Unit-Indication
	0
	430
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Granted-Service-Unit
	0
	431
	-
	-
	-
	O
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	IM-Information
	10415
	2110
	O
	-
	-
	-
	[Section 6.2.29]
	Grouped
	V,M
	P
	-
	-
	Y

	IMS-Charging-Identifier
	10415
	841
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	Inter-Operator-Identifier
	10415
	838
	O
	-
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Low-Balance-Indication
	10415
	1290
	-
	-
	O
	
	[TS32.299]
	Enumerated
	V,M
	P
	-
	-
	N

	Message-Body
	10415
	889
	O
	-
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Multiple-Services-Credit-Control
	0
	456
	O
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Multiple-Services-Indicator
	0
	455
	O
	-
	O
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Number-Of-Messages-Successfully-Exploded
	10415
	2111
	O
	-
	-
	-
	[Section 6.2.36]
	Unsigned32
	V,M
	P
	-
	-
	Y

	Number-Of-Messages-Successfully-Sent
	10415
	2112
	O
	-
	-
	-
	[Section 6.2.37]
	Unsigned32
	V,M
	P
	-
	-
	Y

	Number-of-Participants
	10415
	885
	O
	-
	-
	-
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Origin-Host
	0
	264
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-Realm
	0
	296
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	P
	-
	V
	N

	Origin-State-Id
	0
	278
	O
	-
	-
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	Y

	Participant-Group
	10415
	1260
	O
	-
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	PoC-Group-Name
	10415
	859
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PoC-User-Role
	10415
	1252
	O
	-
	-
	-
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	Y

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Proxy-Host
	0
	280
	M
	-
	M
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Proxy-Info
	0
	284
	O
	-
	O
	-
	[RFC3588]
	Grouped
	M
	-
	-
	P,V
	N

	Proxy-State
	0
	33
	M
	-
	M
	-
	[RFC3588]
	OctetString
	M
	-
	-
	P,V
	N

	Quota-Consumption-Time
	10415
	881
	-
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Quota-Holding-Time
	10415
	871
	-
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Rating-Group 
	0
	432
	O
	O
	O
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Redirect-Address-Type
	0
	433
	M
	-
	M
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Redirect-Host
	0
	292
	-
	-
	O
	-
	[RFC3588]
	DiamURI
	M
	P
	-
	V
	N

	Redirect-Host-Usage
	0
	261
	-
	-
	O
	-
	[RFC3588]
	Enumerated
	M
	P
	-
	V
	N

	Redirect-Max-Cache-Time
	0
	262
	-
	-
	O
	-
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Redirect-Server
	0
	434
	-
	-
	O
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Redirect-Server-Address
	0
	435
	-
	-
	M
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Reporting-Reason
	10415
	872
	-
	O
	-
	-
	[TS32.299] 
	Enumerated
	V,M
	P
	-
	-
	N

	Requested-Action
	0
	436
	O
	-
	-
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	Requested-Service-Unit
	0
	437
	-
	O
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Result-Code
	0
	268
	-
	-
	M
	O
	[RFC3588]
	Unsigned32
	M
	P
	-
	V
	N

	Role-of-Node
	10415
	829
	-
	-
	-
	O
	[TS32.299]
	Enumerated
	V,M
	P
	-
	-
	N

	Route-Record
	0
	282
	O
	-
	O
	-
	[RFC3588]
	DiamIdent
	M
	-
	-
	P,V
	N

	Service-Context-Id
	0
	461
	M
	-
	-
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Service-Generic-Information
	10415
	1256
	O
	-
	-
	-
	[Section 6.2.61]
	Grouped
	V,M
	P
	-
	-
	Y

	Service-Identifier
	0
	439
	-
	O
	-
	O
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Service-Information
	10415
	873
	O
	-
	O
	-
	[TS32.299] 
	Grouped
	V,M
	P
	-
	-
	N

	Service-Key
	10415
	1114
	O
	-
	-
	-
	[TS29.140]
	UTF8String
	V,M
	-
	-
	-
	Y

	Session-Id
	0
	263
	M
	-
	M
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	SIP-Method
	10415
	824
	O
	-
	-
	-
	[TS32.299]
	UTF8String
	V,M
	P
	-
	-
	N

	SIP-Request-Timestamp
	10415
	834
	O
	-
	-
	-
	[TS32.299]
	Time
	V,M
	P
	-
	-
	N

	SIP-Response-Timestamp
	10415
	835
	O
	-
	-
	-
	[TS32.299]
	Time
	V,M
	P
	-
	-
	N

	Subscription-Id
	0
	443
	O
	-
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Subscription-Id-Data
	0
	444
	M
	-
	-
	-
	[RFC4006]
	UTF8String
	M
	P
	-
	V
	Y

	Subscription-Id-Type
	0
	450
	M
	-
	-
	-
	[RFC4006]
	Enumerated
	M
	P
	-
	V
	Y

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Tariff-Time-Change
	0
	451
	-
	-
	O
	-
	[RFC4006]
	Time
	M
	P
	-
	V
	Y

	Termination-Cause
	0
	295
	O
	-
	-
	-
	[RFC3588]
	Enumerated
	M
	P
	-
	V
	N

	Time-Quota-Threshold
	10415
	868
	-
	-
	-
	O
	[TS32.299] 
	Unsigned64
	V,M
	P
	-
	-
	N

	Total-Number-Of-Messages-Exploded
	10415
	2113
	O
	-
	-
	-
	[Section 6.2.76]
	Unsigned32
	V,M
	P
	-
	-
	Y

	Total-Number-Of-Messages-Sent
	10415
	2114
	O
	-
	-
	-
	[Section 6.2.77]
	Unsigned32
	V,M
	P
	-
	-
	Y

	Trigger
	10415
	1264
	
	O
	
	O
	[TS32.299]
	Grouped
	V,M
	P
	-
	-
	N

	Trigger-Type
	10415
	870
	-
	O
	-
	O
	[TS32.299] 
	Enumerated
	V,M
	P
	-
	-
	N

	Unit-Quota-Threshold
	10415
	1226
	-
	-
	-
	O
	[TS32.299]
	Unsigned32
	V,M
	P
	-
	-
	N

	Unit-Value
	0
	445
	-
	M
	-
	M
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	Used-Service-Unit
	0
	446
	-
	O
	-
	-
	[RFC4006]
	Grouped
	M
	P
	-
	V
	Y

	User-Equipment-Info
	0
	458
	O
	-
	-
	-
	[RFC4006]
	Grouped
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Type
	0
	459
	M
	-
	-
	-
	[RFC4006]
	Enumerated
	-
	P,M
	-
	V
	Y

	User-Equipment-Info-Value
	0
	460
	M
	-
	-
	-
	[RFC4006]
	OctetString
	-
	P,M
	-
	V
	Y

	User-Name
	0
	1
	O
	-
	-
	-
	[RFC3588]
	UTF8String
	M
	P
	-
	V
	Y

	Validity-Time
	0
	448
	-
	-
	-
	O
	[RFC4006]
	Unsigned32
	M
	P
	-
	V
	Y

	Value-Digits
	0
	447
	-
	M
	-
	M
	[RFC4006]
	Integer64
	M
	P
	-
	V
	Y

	Volume-Quota-Threshold
	10415
	869
	-
	-
	-
	O
	[TS32.299] 
	Unsigned64
	V,M
	P
	-
	-
	N


Table 13: Summary of AVPs used on CH-2
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