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1 Reason for Change

This contribution provides the input for section 1 to 4 for the technical specification OMA-TS-NGSI Data Configuration and Management-200910xx-D describing the interfaces NGSI-1, and NGSI-2.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree to integrate the consolidated version into the TS.
6 Detailed Change Proposal

Change 1:  Add section 1 to 4
1. Scope


This document is the Technical Specification for the interfaces for Data Configuration and Management. According to the NGSI AD [NGSI-AD] the Data Configuration and Management component exposes the interfaces NGSI-1 and NGSI-2. 
2. References













2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[NGSI-RD]
	“NGSI Requirements”, Open Mobile Alliance™, OMA-RD-NGSI-V1_0,
URL:http://www.openmobilealliance.org/ 

	[NGSI-AD]
	“NGSI Architecture Document”, Open Mobile Alliance™, OMA-AD-NGSI-V1_0,
URL:http://www.openmobilealliance.org/ 

	[3GPP TS 29.199-1]
	“Open Service Access (OSA) Parlay X web services; Part 1”, URL:http://www.3gpp.org/

	[3GPP TS 29.199-13]
	“Open Service Access (OSA) Parlay X web services; Part 13”, URL:http://www.3gpp.org/

	
	

	


2.2 Informative References

Check the version of the Dictionary you are using and update the reference below.  Delete the [OMADICT] entry if the dictionary is not used.  In general, use the latest available version unless seeking alignment with an existing set of specifications.

DELETE THIS COMMENT

	[OMADICT]
	“Dictionary for OMA Specifications”, Version 2.7, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7, URL:http://www.openmobilealliance.org/

	
	

	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

 The definitions of the OMA Dictionary [OMADICT] are valid for this document unless otherwise stated below. Additionally the definitions given in [3GPP TS.199-1] apply.






	Communication Service
	see [NGSI-RD]

	Converged Address Book
	See [NGSI-RD]

	Group Identifier
	See [NGSI-RD]

	Personal Contact Card
	See [NGSI-RD]

	Service Recommendation
	See [NGSI-RD]

	-


3.3
Abbreviations

<< Add abbreviations as needed to the following table.  No special notation should be made regarding terms copied from the Dictionary.  This table should be maintained in alphabetic order.

DELETE THIS COMMENT >>

	NGSI
	Next Generation Service Interfaces

	OMA
	Open Mobile Alliance

	OSA
	Open Service Access

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	<< Add/Remove abbreviation rows to this table as needed - DELETE This Row>>


4. Introduction

<< 





The Data Configuration and Management component supports the following functions:

· management (e.g. create, read, update, delete) of data stored in XML documents,

· subscribe /unsubscribe to receive notifications regarding updates to data stored in XML documents 

 These functions are exposed by the interfaces NGSI-1 and NGSI-2 as defined in [NGSI-AD] and summarized in the subsection 4.1. This TS specification is part of the TS specifications for the NGSI enabler,
4.1 Version 1.0



The NGSI TS Data Configuration and Management document specifies the following interface functions [NGSI-AD}:

· NGSI-1: supports the management functions (e.g. create, read, update, delete) of data stored in XML documents such as:

· contact information 

· service recommendations metadata 

· 
· preferences stored for a given Identity.

· Group information

· NGSI-2: supports subscribe /unsubscribe to receive notifications regarding updates to data stored in XML documents, such as Group information.

4.1.0 Backward Compatibility to the Parlay Specifications
NGSI-1: None.
NGSI-2:

The Group handling functions of the NGSI-2 interface provides an extension to the service API provided by OSA/Parlay [3GPP 29.199-13]. This interface uses the data types as defined in the respective [3GPP 29.199-13] and [3GPP 29.199-1]. The name space definition given in the [3GPP 29.199-13] specifications apply unchanged.
4.2 



4.2.0 
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