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1 Reason for Change

To provide ETRs for Call Control. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC-NGSI is kindly asked to review and to agree the CR.
6 Detailed Change Proposal

Change 1:  Add these as a sub-sections to the section “mandatory test requirements” 
5.2.1.1 Mandatory Test Requirements – NGSI-S Call Control 

	
	Feature Key
	Feature Description
	Feature Test Requirements

	
	NGSI-14-CC-001
	Test MakeCallSession operation
	MakeCallSession sets up a call with two participants as specified in [3GPP 29.199-02].

	
	NGSI-14-CC-001
	Test AddCallParticipant operation
	AddCallParticipantadds a participant to a call as specified in [3GPP 29.199-02].

	Error Flow
	NGSI-14-CC-050
	Handle error cases
	Test standard error scenarios

•
Badly formed requests


Table 1: Applicability Table for Enabler Specific Mandatory Test Requirements - NGSI-S Call Control 
Change 2:  Add this as a sub-section to the section “optional test requirements”
5.2.1.2 Optional Test Requirements – NGSI-S Call Control 

	
	Feature Key
	Feature Description
	Feature Test Requirements

	
	NGSI-14-CC-100
	Handle Recording at call session set-up time
	MakeCallSession accepts the parameter “RecordCall” as specified in [NGSI Call_Control_and_Configuration], and starts recording the call from the beginning.

	
	NGSI-14-CC-101
	Set AddressPresentation at call session set-up time
	MakeCallSession accepts the parameter “AddressPresentation” as specified in [NGSI Call_Control_and_Configuration], and does or does not signal the address of the caller, depending on the value of that parameter.

	
	NGSI-14-CC-102
	Set RingbackMedia and AlertingMedia at call session set-up time
	MakeCallSession accepts the parameters “RingbackMedia” and “AlertingMedia“ as specified in [NGSI Call_Control_and_Configuration], and accordingly sets the ringtone and/or ring-back tone.

	
	NGSI-14-CC-103
	Set CallParticipantsToBeForwarded at call session set-up time
	MakeCallSession accepts the parameter “CallParticipantsToBeForwarded“ as specified in [NGSI Call_Control_and_Configuration], and accordingly forwards the call.

	
	NGSI-14-CC-104
	Set AlertingMedia when adding a call session participant
	AddCallParticipant accepts the parameters “AlertingMedia“ as specified in [NGSI Call_Control_and_Configuration], and accordingly sets the ringtone.

	
	NGSI-14-CC-105
	Retrieve call session recording status
	GetCallSessionRecordingStatus returns the current recording status as specified in [NGSI Call_Control_and_Configuration], and accordingly sets the ringtone.

	
	NGSI-14-CC-106
	Start/stop call session recording 
	RecordCallSession starts or stops the recording of an ongoing call session depending on the value of the passed parameter, as specified in [NGSI Call_Control_and_Configuration], and accordingly sets the ringtone.

	
	NGSI-14-CC-107
	Retrieve recorded call session media
	RetrieveRecordedCallSessionMedia returns a link to the recorded media assets, as specified in [NGSI Call_Control_and_Configuration], and accordingly sets the ringtone.

	Error Flow
	NGSI-14-CC-050
	Handle error cases
	Test standard error scenarios

•
Badly formed requests


Table 1: Applicability Table for Enabler Specific Optional Test Requirements - NGSI-S Call Control 
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