Appendix A. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

A.1 SCR for ParlayREST.DevCap Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-SUPPORT-S-001-M
	Support for the SMS REST Enabler
	5
	

	PARLAYREST-DEVCAP-SUPPORT-S-002-M
	Support for the XML request & response format
	5
	

	PARLAYREST-DEVCAP-SUPPORT-S-003-M
	Support for the JSON request & response format
	5
	

	PARLAYREST-DEVCAP-SUPPORT-S-004-O
	Support for the application/form-urlencoded format
	Appendix C
	


A.1.1 SCR for ParlayREST.DevCap.AccCap Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-ACCCAP-S-001-M
	Support access to device(s) capabilities 
	5.4
	

	PARLAYREST-DEVCAP-ACCCAP-S-002-M
	Read device(s) capabilities - GET
	5.4.3
C.1
	


A.1.2 SCR for ParlayREST.DevCap.List.Subscr Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-SUBSCR-S-001-M
	Support subscriptions for capability change notifications 
	5.5
	PARLAYREST-DEVCAP-SUBSCR-S-002-O

	PARLAYREST-DEVCAP-SUBSCR-S-002-O
	Read list of subscriptions - GET
	5.5.3
	

	PARLAYREST-DEVCAP-SUBSCR-S-003-M
	Create subscription for capability change notifications - POST
	5.7.5

C.2
	


A.1.3 SCR for ParlayREST.DevCap.Individual.Subscr Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-IND-SUBSCR-S-001-M
	Support for control and read access to individual subscription for capability change notifications
	5.6
	PARLAYREST-DEVCAP-IND-SUBSCR-S-002-O

	PARLAYREST-DEVCAP-IND-SUBSCR-S-002-O
	Read individual subscription for capability change notifications - GET
	5.6.3
C.3
	

	PARLAYREST-DEVCAP-IND-SUBSCR-S-003-M
	Delete individual subscription for capability change notifications - DELETE
	5.6.6

C.4
	


A.1.4 SCR for ParlayREST.DevCap.Notif Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-NOTIF-S-001-M
	Support for notifying application about device capability changes 
	5.7
	

	PARLAYREST-DEVCAP-NOTIF-S-002-M
	Notify application about device capability changes - POST 
	5.7.5

C.5
	


A.1.5 SCR for ParlayREST.DevCap.AccConfig Server

	Item
	Function
	Reference
	Requirement

	PARLAYREST-DEVCAP-ACCCONFIG-S-001-O
	Support for access to device(s) configurations 
	5.8
5.9

5.10

C.6

C.7

C.8
	PARLAYREST-DEVCAP-MANAGECONFIG-S-002-O AND/OR PARLAYREST-DEVCAP-MANAGECONFIG-S-003-O AND/OR PARLAYREST-DEVCAP-MANAGECONFIG-S-004-O

	PARLAYREST-DEVCAP-ACCCONFIG-S-002-O
	Push configuration to a device - POST
	5.8.5
C.6
	

	PARLAYREST-DEVCAP-ACCCONFIG-S-003-O
	Read available configurations for device(s) - GET 
	5.9.3
C.7

	

	PARLAYREST-DEVCAP-ACCCONFIG-S-004-O
	Read configuration history for device(s) - GET 
	5.10.3
C.8

	


