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1 Reason for Change

This addresses the following CONRR comment:

	I006
	2010.10.22
	T
	5.2.6
	Source: Ericsson

Form: Ericsson R&A comments

Comment: From the description for “configurationId” it’s not clear how “configurationId” is defined; by client or server.

Proposed Change: Add in the description how “configurationId” is defined.
	Status: OPEN 


The detailed proposal illustrates the changed as proposed by the resolution.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is requested to agree the changes. 
6 Detailed Change Proposal

5.2.6 Type: DeviceConfiguration

Device configuration for query or pushing

	Element
	Type 
	Optional
	Description 

	configurationId 
	xsd:string 
	No
	A unique identifier for the configuration, defined by the Server. 

	name 
	xsd:string 
	No
	The name of the configuration. 

	description 
	xsd:string 
	No
	The description of the configuration 

	link
	common:Link[0..unbounded]
	Yes
	Provided by the server and points to other resources that are in relationship with the current resource (e.g. references to configuration profile, etc). A link to a ConfigurationProfileReference MUST be provided by the server, in a response to a GET request for available configurations from the application.

In this release, there is no support for an application to provide to the server a link to a ConfigurationProfileReference, in a POST request to push a device configuration.


A root element named deviceConfiguration of type DeviceConfiguration is allowed in request and/or response bodies.


















































































































