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1 Reason for Change

When using GBA, the SET provides B-TID to the NAF (H-SLP) and the NAF provides this B-TID to the Bootstrapping Server Function (BSF) to request key material. The BSF internally maps the B-TID to the SET user identity (some examples are IMPI or IMSI, MSISDN). The BSF has user security settings (USSs) associated with the NAF that determine what information may be sent to the NAF. If the NAF is authorized, then the BSF passes key material back to the NAF. If requested by the NAF, the BSF passes the USS to the NAF. This USS can include the SET user identity.
In SUPL 2.0, the H-SLP currently only requests key material (from the BSF) and not the USS. Consequently, the H-SLP would never determine the permanent user identity associated with the secure session. That is, the user/SET identity is never verified by the H-SLP.

To correct this, we specify that the H-SLP requests a USS including a SET user identity along with the key material.
2 Impact on Backward Compatibility

No Impact
3 Impact on Other Specifications

No Impact

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt and forward CR to OMA-LOC.
6 Detailed Change Proposal

6.1.1.3 Supported SET-SLC Mutual-Authentication Methods by Entity

Table 1 and Table 2 indicate those methods that are mandatory and those methods that are optional to implement in the  Home-SLC, Emergency-SLC, SET handset and SET (R-)UIM/ SIM/USIM for SUPL 2.0; Table 1 applies for GSM/UMTS systems and Table 2 applies for CDMA systems. Table 3 lists the required protocols for the H-SLC, SET Handset and SET (R-)UIM/ SIM/USIM for supporting each the various authentication methods.

	Entity
	Requirement Status for SUPL Authentication Method in GSM and UMTS systems

	
	PSK-based methods
	Server-Certificate Based Methods

	
	GBA-based
	ACA-based
	SLC-only

(E-SLC only)

	Home-SLC
	Mandatory to support one of these two methods.
	Not supported

	Emergency-SLC
	Optional
	Optional
	Mandatory

	SET Handset
	Optional
	Mandatory
	Mandatory

	SET SIM/USIM
	SIM/USIM is involved in this method, but it already supports the necessary algorithm
	This entity is not involved in this method
	This entity is not involved in this method


Table 1: Requirement status (mandatory or optional) of the various authentication methods for the H-SLC, Emergency- SLC, SET handset and SET SIM/USIM for GSM and UMTS systems.
	Entity
	Requirement Status for SUPL  Authentication Method in CDMA systems

	
	PSK-based methods
	Server-Certificate Based Methods

	
	GBA-based
	OMA-CIBA-based
	ACA-based
	SLC-only

(E-SLC only)

	Home-SLC
	Mandatory to support one of these three methods
	Not supported

	Emergency-SLC
	Optional
	Optional if E-SLC is also H-SLC, otherwise not applicable
	Optional
	Mandatory

	SET Handset
	Optional
	Optional
	Mandatory
	Mandatory

	SET (R-)UIM
	(R-)UIM is involved in this method, but it already supports the necessary algorithms
	Optional
	This entity is not involved in this method
	This entity is not involved in this method


Table 2: Requirement status (mandatory or optional) of the various authentication methods for the H-SLC, Emergency- SLC, SET handset and SET (R-)UIM for CDMA systems.
Note: SET Handset support for the ACA-based method and the SLC-only method are required for emergency cases.

Note: OMA-CIBA is an interim solution that is intended to be used only until CDMA GBA is deployed. CDMA H-SLCs that support the OMA-CIBA-based method SHOULD transition to the GBA-based method when GBA is deployed in the associated CDMA system. CDMA SETs that support the OMA-CIBA-based method MUST also support the GBA-based method. This requirement ensures that, when a H-SLC transitions from the OMA-CIBA-based method to the GBA-based method, then those SETs that were authenticated using OMA-CIBA can now be authenticated by GBA.
Where the GBA-based method is supported, the BSF stores user security settings (USS) associated with the H-SLP applications. When the H-SLP requests the USS, the BSF must include a SET user identity (e.g. IMPI, IMSI or MSISDN) in the USS.

6.1.2.1 Deployments Supporting GBA or OMA-CIBA
In the case of deployments supporting GBA [3GPP 33.220] or OMA-CIBA [OMA-CIBA], the shared keys are established as follows:

· When the SLP requests key material form the BSF (for securing IP communication and for protecting SUPL INIT), the SLP MUST also request the USS (User security settings). The USS MUST include a permanent user identity (e.g. IMPI, IMSI or MSISDN). 

· For securing IP communication between the SET and SLP, the SET and the SLP MUST derive a shared secret key and operate according to GBA [3GPP 33.220] or OMA-CIBA [OMA-CIBA].  The SLP MUST have well defined domain name SLP_Address_FQDN designating the SLP, e.g., slp.operator.com. The SLP MUST confirm that the permanent user identity provided by the BSF corresponds to the SET identity in SUPL messages received by the SLP over the corresponding secured connection.
· The key management for non-proxy communication between the SET and an authorized SPC is outlined in Section 6.1.2.3.

· For MAC protection of SUPL INIT, keys are derived according to GBA [3GPP 33.220] or OMA-CIBA [OMA-CIBA].  The NAF performing this operation MUST have a secondary FQDN with the word “mac” prefixed to the well defined domain name, e.g., slp.operator.com as FQDN and mac.slp.operator.com as the secondary SLP address.  Implementations MUST ensure that both FQDNs (well defined and prefixed) point to the same SLP.  The keyIdentifier of the basicMAC included in the SUPL INIT message MUST be the B-TID of the Ks from which the Ks_NAF is generated. Note: the H-SLP request for SUPL INIT protection keys from the BSF would typically occur simultaneously with the H-SLP request for the keys securing IP communication.
· The SET MUST ensure that it is always provisioned with a valid Ks.  If no valid Ks is present then the SET MUST initiate the GBA Bootstrapping procedure or OMA-CIBA bootstrapping procedure to provision Ks.  A new Ks MUST be established each time a new UICC (USIM/SIM/R-UIM) is detected by the SET.  Additionally, the SET MUST establish new shared keys when the Ks_NAFs lifetime (set by the Home Network operator) expires.
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