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1 Reason for Change

0065 based on 0064 with SUPM Interim edits

This CR aims to close the following comments as follows:
A0070:.
A0073: Proposed change is in section 6 of this CR.

A0074: SUPM CR#52 covers already part of this comment, whether the rest should be considered we leave up to group decision.

	A0070
	2010.02.14
	T
	3.2
	Source: OMA-ARC-SUPM-2010-0031, TMO

Form: INP

Comment:  Definition of Service User Profile includes User Context. User Context is defined in the RD as:

A set of information which describes the current status of the User (e.g. location, presence, current device capabilities, body temperature, blood pressure, weather).

Proposed Change: this definition needs improvement! E.g. the user is cloudy would fit this definition,…
	Status: Closed, no action needed.


	A0073
	2010.02.14
	T
	5.2
	Source: OMA-ARC-SUPM-2010-0031, TMO

Form: INP

Comment:  SUPM enabler is composed of a single component. The role of this component is to:

· be the single contact point for data consumer requests to access and manage Users related data

· process all requests including potential transformation and/or consolidation of data from different data sources

NOTE: In some deployment scenario, several instances of this component may exist.

Proposed Change: remove this text here. If something is missing in the component description (5.3.1), add it there
	Status: Closed by this CR 


	A0074
	2010.02.14
	T
	5.3.1
1st paragraph
	Source: OMA-ARC-SUPM-2010-0031, TMO
Form: INP

Comment:  

This component allows provides the following features:

· A data consumer to read, update, create, or delete Service User Profile data. If needed, this component may perform some 
· data transformation (for data to be presented in a given way), as well as some
· data consolidation (grouping of data).

Proposed Change: 
Change as proposed in comment (may need further improvement)
	Status: 
CLOSED by CR #0049



2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC is kindly requested to review and agree the proposed resolution of our ADRR comment and the changes detailed in section 6 below.
6 Detailed Change Proposal

Change 1:  Remove the unnecessary text in section 5.2, and move the relevant information under 5.3.1 
5.1 Architectural Diagram

The following figure represents the SUPM architecture, showing the SUPM interface and the SUPM component.
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Figure 1 – SUPM Enabler Architectural Diagram

SUPM enabler is composed of a single component. 
· 
· 

5.3 Functional Components and Interfaces definition

5.3.1 SUPM Component Description
The role of this component is to be the single contact point for data consumer requests to access and manage User related data. 
This component allows a data consumer to read, update, create, or delete Service User Profile data for a specific user.  If needed, this component may perform some data transformation (for data to be presented in a given way), as well as some data consolidation (grouping of data).
The read operation requests the SUPM Component to return a single value for each data element indicated in the request.
To perform its role, the SUPM component executes the following features:

· Analysis and validation of the request: decodes the request in terms of which data elements are to be accessed, and what operation is to be performed on those data elements
· For each data element, determine where the data is stored, performs the requested operation, and captures any resulting information to be returned to the data consumer.  The format of the data may have to be changed between the incoming request, where it is actually stored, and the outgoing response.
Note that sometimes it is needed to collect some data element before determining where and how to access other data elements.
Note that in the implementation, SUPM Component could cache the Service User Profile data retrieved from different data sources. The cached Service User Profile data should be kept consistent and how to achieve this is out of scope of SUPM enabler.

Note that in the implementation, the user identifier used in the SUPM-1 interface may need to be mapped by the SUPM component to the various identifiers used across the different data sources (e.g. map MSISDN to SIP URI).
Note that in some deployment scenario, several instances of this component may exist.
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