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1 Reason for Change

This contribution proposes to add the next level of detail description for the MEM enabler in the OGSA V1.1.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

ARC to review and agree the proposed changes for the OGSA V1.1.

6 Detailed Change Proposal

Change 1:  Add new Section 6.1.3.2
6.1.3.2  MEM Enabler V1_0

The OGSA View for MEM is based on the following specific document [OMA-MEM-AD].

The Mobile Email (MEM) Enabler supports efficient access to email from a mobile device. Email may be personal email provided by an email service provider or corporate email.
The MEM enabler consists of the following three functional entities: 
· The MEM Client component, responsible for implementing the mobile email client-side functionality
· The MEM Server component, responsible for implementing the server-side functionality of the OMA MEM Enabler

· The Outband Notification Function component implements the Out-Band Notification functionality of the OMA MEM Enabler.
6.1.3.2.1 MEM OGSA View (Normative)

Figure x below gives a graphical overview of the functional entities of the MEM Enabler and the interfaces, which expose MEM functionality followed by a description in Table x. 
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Figure x: MEM OGSA View

	Functional entities
	Functionality provided
	Via interface
	Protocol used

	MEM Client 
	Client interface to interact with the MEM Server 
	MEM-1
	MEM

	
	Out-band Notification interface for the MEM Client to receive server to client notifications
	MEM-4
	

	MEM Server
	Interface is used by the CMR Management Client to send service management requests initiated by a CMR Subscriber to the CMR Server and receive the responses from the CMR Server.  The supported functionalities of this Interface include:

· Personal Resource Library management e.g.  purchase/copy(including on-line and off-line copy)/delete of the CMR Resources related to a specific CMR Subscriber

· Preference management e.g. query/create/modify/delete the Preference Settings related to a specific CMR Subscriber


	MEM-2
	

	
	Interface is used to:
· Send the call/session requests, the requests may contain CMR Client’s media capabilities, filtering information and other information

· Receive the responses from the CMR Server, optionally containing the URI of CMR Resource

· Send CMR presentation control (e.g. stop) requests and receive the responses

· Send on-line copy requests and receive the responses 


	MEM-5
	

	Outband Notification Function
	Out-band Notification interface for the MEM Server to generate server to client notifications
	MEM-3
	


Table x: Interfaces exposing MEM functionality
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