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1 Reason for Change

IANA registration request has been made. The registration process contains an expert review, during which the following was observed:
 
I think the URI syntax given in appendix H.1 may violate a MUST requirement of RFC4395, viz "The scheme name meets the syntactic requirements of Section 2.8." which in turn says " Section 3.1 of RFC 3986 defines the syntax of a URI scheme name. New scheme registrations MUST comply."

The problem I see is that the syntax at appendix H1. appears to allow an un-escaped '#' as part of the URI - RFC3986 reserves this character to separate the dereferencable part of a URI from its fragment part. This doesn't appear to be the usage defined for acr:. This could be corrected by removing '#' as an alternative in the definition of 'param-unreserved' (and would then included in the URI as 'pct-encoded' if needed).
This CR fixes the issue above.
Note to DSO: Please include a PDF version of the TS in the archive that will be stored in the permdoc area. The IANA-appointed reviewer prefers to have a PDF version available for review, rather than a Word document. 

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification. This obligation does not imply an obligation on Members to conduct IPR searches. This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn. Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
5 Recommendation

ARC is requested to agree the CR.
6 Detailed Change Proposal
Change 1:  Update Annex H
H.1  “acr” URI syntax    
An “acr” URI conforms to the general URI syntax as defined in [RFC3986]. An “acr” URI is identified by the scheme “acr”. The “authority”, “query” and “fragment” components defined by [RFC3986] are empty. The scheme part “acr” is separated from the rest of the URI by a colon “:” character as defined by [RFC3986]. The “:” character is only significant as a separating character at the leftmost position. The “path” component according to [RFC3986] consists only of a single segment: an anonymous-customer-identifier and optional parameters. This means that an “acr” URI is not a hierarchical URI, i.e. URI parsers SHALL treat the “path” as an opaque string. The parameters are separated from the identifier and from each other by the reserved character “;”, and a parameter name is separated from its value by the reserved character “=”, as indicated to be common practice for segments by [RFC3986]. These two characters MUST be percent encoded if they appear in "acr" URI parameter values.

The “acr” URI is defined using ABNF (Augmented Backus-Naur Form) as described in [RFC5234] and uses elements from the core definitions (appendix B of [RFC5234]). 

Note: This specification uses the definition of the ABNF syntax in [RFC5234], whereas [RFC3986] references an earlier version [RFC2234]. The elements relevant for this specification are however identical in both versions.

The acr URI has the following syntax:
acr-uri
= "acr:" anonymous-customer-identifier *par 
anonymous-customer-identifier
= 1* paramchar
par             
= parameter / network-code / acr-type / domainname                  
network-code    
= ";ncc=" 1*paramchar 
acr-type        
= ";type=" 1*( "DYNA" / "STAT" )                                        
domainname      
= ";domain=" *( domainlabel "." ) toplabel [ "." ]       
domainlabel     
= ALPHA / ALPHA *( alphanum / "-" ) alphanum          
toplabel
= ALPHA / ALPHA *( alphanum / "-" ) alphanum             
parameter
= ";" pname [ "=" pvalue ]                               
pname
= 1*( alphanum / "-" / "_" / "." )                                   
pvalue
= 1*paramchar                                            
paramchar
= param-unreserved / unreserved / pct-encoded            
param-unreserved
= "[" / "]" / "/" / ":" / "&" / "+" / "$" / "!" / "*" / 
  "'" / "(" / ")" / "?" / "@" / ","                
alphanum        
= ALPHA / DIGIT                                          
The following elements used in the rules above are imported from other specifications as listed below.

ALPHA
as defined by [RFC5234] and referenced by [RFC3986]("A"-"Z", "a"-"z")

DIGIT
as defined by [RFC5234] and referenced by [RFC3986]( "0"-"9")

HEXDIG
as defined by [RFC5234] and referenced by [RFC3986](hexadecimal digits)            

pct-encoded
as defined by [RFC3986] ("%" HEXDIG HEXDIG)

unreserved
as defined by [RFC3986] (ALPHA / DIGIT / "-" / "." / "_" / "~")
The anonymous-customer-identifier can be created from some suitable user or customer data such as phone number, and validation date. In order to provide anonymization, this data MUST not be included unchanged within the ACR. Rather it MUST be encrypted, hashed, represented by a look-up reference or otherwise obfuscated. The issuing provider is responsible for dereferencing the ACR to the user or resource. It may be necessary to convert the value of the anonymous-customer-identifier that results from the above-mentioned creation process into a format that is compatible with the allowed character set defined in the ABNF above, e.g. by using the “base64url” encoding [RFC4648]. 
If it is necessary to know who issued the anonymous-customer-identifier, the network code (ncc) or domain name MUST be included, for cross-operator identification and to ensure it is known which entity can deference the ACR. The "network code" (ncc) for public mobile land networks is a concatenation of "mobile country code" (MCC) and "mobile network code" (MNC) as defined in [ITU-T E.212]. An example ncc of “23415” consists of the concatenation of MCC=“234” and MNC=“15”. The current version of this specification makes no assumption about the structure of the “ncc” parameter for networks other than public mobile land networks.
The “acr-type” indicates if the ACR is a static type or a dynamic type. An ACR of static type uniquely maps a persistent customer identifier (such as an MSISDN number) to an anonymous-customer-identifier value without expiry time, whereas an ACR of dynamic type allows reuse of the anonymous-customer-identifier value after a time period defined by service provider policies. 
Additional parameters can be defined as extensions.
The anonymous-customer-identifier value “auth” MUST NOT be assigned as an ACR to a particular user. It is reserved for use cases that determine the identity of the user by side information, such as an authorization token or particular network-based identification mechanisms, as specified in [REST_NetAPI_Common].
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