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5.2.1.1 Type: ZoneStatusNotification
A type containing zone status notification.
	Element
	Type
	Optional
	Description

	callbackData
	xsd:string
	Yes
	CallbackData if passed by the application during the associated ZoneStatusSubscription operation.

See [REST_NetAPI_Common].

	zoneId
	xsd:string
	No
	Identifier of zone (e.g. zone001).

	accessPointId
	xsd:string
	Yes
	Identifier of an access point (e.g. ap01). Must be included when numberOfUsersInAP or operationStatus element is included.

	numberOfUsersInZone
	xsd:int
	Yes
	This element shall be present when ZoneStatusSubscription includes numberOfUsersZoneThreshold element and the number of users in a zone exceeds the threshold defined in this subscription.

	numberOfUsersInAP
	xsd:int
	Yes
	This element shall be present when ZoneStatusSubscription includes numberOfUsersAPThreshold element and the number of users in an access point exceeds the threshold defined in the subscription.

	operationStatus
	OperationStatus
	Yes
	This element shall be present when ZoneStatusSubscription includes operationStatus element and the operation status value of an access point meets Serviceable or Unserviceable or Unknown defined in the subscription.

	timestamp
	xsd:dateTime
	No
	Indicates the time of day for zone status notification.

	link
	common:Link

[0..unbounded]
	Yes
	Link to other resources that are in relationship with this notification.
The server SHOULD include a link to the related subscription. No other links are required or suggested by this specification.


A root element named zoneStatusNotification of type ZoneStatusNotification is allowed in notification request bodies.
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