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1 Reason for Change

· Interaction channels are used to denote the path by which service interaction is enabled on a one-to-one basis between a terminal and the service or application provider. However unicast, point-to-point or interaction bearers are used for purposes other than service interaction. A specific example – file repair is typically done over a point-to-point bearer. Currently the protocol stack figure has an interaction channel but does not show the possibility of using an interaction bearer for other purposes.
· The order of file types and files/objects should be reversed as the file-format denotes the contents of files generated by the files/objects layer.  

2 Impact on Backward Compatibility

There is no impact on backward compatibility.

3 Impact on Other Specifications

N/A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

A revision of the figure in the next section is presented for agreement and inclusion into the BCAST AD document. The update includes:
- Order of files/objects and media types is reversed.

- And interaction bearer is introduced and used for interaction channel as well as IP-based file repair.

6 Detailed Change Proposal

7.1 System and Subsystem Descriptions
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Figure X: Architecture of BCAST Functions and Protocol Stack
The green boxes at the left side illustrate the currently identified OMA BCAST Functions. These Functions might be defined within OMA BCAST, or making use of (referring to) other OMA Enablers or other existing standards. 

The right side of the diagram shows the protocol stack of OMA BCAST, OMA BCAST Functions may make use of, or interact with, or enhance on, or define, some protocols that are related to OMA BCAST as shown in the yellow boxes. 

The bottom layers include one-way and two-way directional bearers; hence the green box functions might behave differently for different types of bearers.

 (Editor’s note: To which protocols BCAST Functions will interact with, is not defined yet. This will become clearer along the way of standardization. 

For example, Service Protection might exist in IP layer (IPSec), or UDP/RTP layer (ISMACryp, SRTP, MBMS Download Protection), etc;

Stream Distribution might be over RTP/SRTP, or MPEG-4 systems over IP.)
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