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1 Reason for Change

This document describes the proposed service/content protection architecture for OMA –BCAST.

2 Impact on Backward Compatibility

The intention is to define the broadcast extensions to OMA DRM 2.0 in a way that builds on the key concepts and mechanisms that have been carefully crafted.

Especially, it shall be possible to implement DRM agents in the terminal that can be used for broadcast and non-broadcast content and services at the same time.

3 Impact on Other Specifications

There is an impact on the BCAST service guide specification, e.g. related to discovery of the “key stream”, and related to identification of services. Other BCAST specifications may also be impacted.

The broadcast extensions build on the OMA DRM 2.0 enabler specifications. There is no impact on the OMA DRM 2.0 specifications as such. The idea is that the broadcast extensions can be integrated into OMA DRM as part of one of the upcoming releases.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

6 Detailed Change Proposal

Include the change proposals in the latest version of OMA-TS-BCAST_SvcCntProtection
(structuring of the individual extensions into the document structure would be left to the editor).

1.1 General description of the system

This specification describes a service/content protection system for OMA BCAST services. It enables the restriction of access to services to authorised users.

The solution can operate on either:

· The Internet Protocol (IP) level, based on the IPsec security standard, in which case it is transparent to IP based receiver applications like video players; or

· The transport layer, using SRTP. This allows direct storage of the content in encrypted form.

Additional application specific content protection mechanisms may be freely combined with this solution, if desired, on top of the IP layer.

OMA DRM v2 is used as the default framework for rights management. In its most common form, OMA DRM manages the rights to use files stored in a device; this solution extends that to the case of receiving streaming content over OMA BCAST. It also provides a means of performing rights management over an OMA BCAST channel.
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Figure 1: System Overview

Figure 1 shows the architectural position of the service protection system. IPsec allows the solution to be completely independent of the content format, while SRTP provides an alternative for protecting content at the transport layer.

.

1.1.1 Selected Technologies

These are the main standards on which the solution is based:
· Advanced Encryption Standard (AES, see [AES]) in the Cipher Block Chaining mode with 128 bit keys, for actual content encryption.  Furthermore, OMA DRM uses AES-WRAP in its Rights Objects and optionally AES CBC-MAC.

· Secure Internet Protocol (IPsec, see [RFC2406]) using the Encapsulating Security Payload (ESP) protocol, for implementing service encryption and decryption as a function of the IP stack. Only transport mode is used.

· Secure Real Time Protocol (SRTP, see [RFC3711]) for alternatively implementing service protection at the transport layer. SRTP uses AES-CM (counter mode).

· Traffic key protocol and management specification is specified in this document.

· Open Mobile Alliance (OMA) Digital Rights Management version 2.0 (OMA DRM 2.0]) for managing rights to services, the associated service keys, and the cryptographic protection of those keys themselves. This specification makes some adaptations to OMA DRMv2 for OMA BCAST.

· DRM rights object delivery and device registration over the OMA BCAST channel, without using an interaction channel, are also new specifications.  They are described in this document.

The reasons for choosing these particular technologies as the basis of the solution include the following:

· AES is an efficient symmetric encryption method and an open standard which has hardware implementations too.  AES has many existing applications.

· IPsec/ESP is the standard way of keeping service decryption at receiving devices within the IP stack, invisible to the receiving applications, which thus remain independent of service protection and the carriers of the IP packet streams (of which IPDC may be only one). IPsec/ESP has many existing applications.

· SRTP is a standard way of performing service decryption at receiving devices within the transport layer. It can be used to carry all common forms of streaming content, which can be stored by a device for later decryption, if required.

· The traffic key (i.e. actual content encryption key) management framework and protocol are specified in this document. The efficiency and robustness of the solution is achieved by a new delivery protocol and management scheme for the frequently changing traffic keys.

· Among the various rights management alternatives, OMA DRM 2.0 is the one which makes OMA BCAST a part of the same value chains which will be used for selling content and services in the cellular world, and which thus will be implemented by many devices in any case. OMA DRM, too, has existing applications, although currently version 1.0 is being used.

· OMA DRM 2.0 however uses interaction over a two-way communication channel for device registration and guaranteed rights delivery. To adapt receive only devices without an interaction channel, and to optimise the use of the broadcast channel, some new standardisation is proposed.

1.1.2
Overview of Operation
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Figure 2: Service protection via four layer model

As illustrated in Figure 2, the solution is based on a four-layer cryptographic architecture, with an optional optimisation to provide both secure subscription and pay-per-view purchase options for a single service. The top layer security is guaranteed by OMA DRM 2.0 and its secure implementation in devices.

Actual service encryption is carried out according to AES using 128 bit symmetric traffic keys.

Traffic keys are applied as part of standard IPsec security associations (SAs), or as an SRTP master key, from which the session key is derived as per the SRTP specification. These are used by the IPsec or SRTP layers to perform decryption automatically before passing the packets to the receiving application.

The traffic keys are themselves broadcast encrypted, but not on the IPsec level;  instead, from the IP stack point of view the traffic keys are in plaintext, but each encrypted by a service or program key on the DRM level above the IP socket interface. These broadcast messages carrying traffic keys are called traffic key messages. Thus traffic key messages are sent to another IP address in plaintext (from the IP stack point of view).

Within the key stream messages, the traffic keys are encrypted by service or program keys and cannot as such be used for decrypting the service.

Traffic key messages may contain two levels of encryption. Separate program and service keys have different lifetimes and can be used to provide, for a single service, different granularities of purchase periods to different customers. This allows for the efficient implementation of both subscription and pay-per-view business models for the same service. Pay-per-view customers are provided with a program key which is only valid for a single program while subscribers would be provided with a service key, valid for reception of the service for some longer period. Within the Traffic key message, the traffic key is encrypted with a program key, and the program key is also carried, encrypted with the service key. Thus, pay-per-view subscribers can directly decrypt the traffic key, while subscribers can decrypt the program key using the service key, which can then be used to decrypt the traffic key.

Traffic key messages contain content IDs for the program and/or service. Devices use this ID to identify which Rights Object contains the keys to use for traffic key message decryption.
Where the two-layer service and program functionality is not required, the traffic key may be directly encrypted with either the service or program key and the service-key-encrypted program key omitted.

The service or program key(s) are transmitted to each receiving device within OMA DRM 2.0 rights objects (ROs). Such transmission of ROs can be done in two different ways, depending on whether the receiving device can make use of a separate interactivity channel:

· via broadcast over OMA BCAST broadcast channel, or

· by using the separate interactivity channel.

In both cases the ROs can be utilised by the customer device only, since the service key part of them is protected according to the OMA DRM 2.0 standard.

When delivering Rights Objects over the OMA BCAST broadcast channel, bandwidth is a major constraint. This specification addresses this problem in two complimentary ways. Firstly, a new binary form of an OMA Rights Object, called a Broadcast Rights Object (BCRO), is defined. Secondly, a method is described for securely delivering BCROs to groups of devices at the same time. Valuable portions of Rights Objects are protected by group or unit keys, and when necessary, Zero Message Broadcast encryption can be used to allow messages to be decrypted only by arbitrary sets of devices within a larger group.

Group, unit and broadcast encryption keys are delivered to devices during a device registration process, protected using the public key of the individual device. When an interactivity channel is available, the registration process is according to standard OMA DRM v2. In addition, this specification defines an efficient and user friendly process for the registration of devices which do not have an interactivity channel.

The service key protection thus is based, according to OMA DRM 2.0, on a public key cryptosystem where the public key of the customer device is registered at each rights issuer and the corresponding private key is kept by a DRM Agent in the customer device.  The DRM Agent never reveals the private key to the rest of the customer device software, let alone other systems.  The management of the ROs is also a function of the standard DRM Agent.
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