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1 Reason for Change

Based on discussions in Madrid interim meeting, we propose to use Service/Content Type to specify the auxiliary service/content.  
The following auxiliary data functions have been identified as auxiliary service/content type: 
· Intro:  a service/content item containing media that is presented before an associated main service/content item.

· Outro:  a service/content item containing media that is presented after an associated service/content item.

· Advertisement:  a service/content item containing media that is presented at specified times during an associated main service/content item.

· Barker:  a service/content item containing media that is presented in place of a main/content service Item to users who have not subscribed to the Purchase Item.
· Ads Trigger Stream:  a service/content item that provides a “digital program insertion” signal, distinct from main content, for selecting cached Ads and synchronizing them with streaming content.  
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed changes and update the BCAST Service Guide TS accordingly.
6 Detailed Change Proposal

Given the above introduction, the remainder of this CR represents proposed normative text for the Service Guide TS.
5.2 Service Guide Data Model

5.2.1.1 Service

A service fragment contains the part of the metadata about the Digital Mobile Broadcast service.

	Name
	T
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e
	C
a
t
e
g
o
r
y
	C
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y
	Description
	Data Type

	Service
	E
	O
	0..N
	Service fragment

Contains the following attributes:


id

version

validFrom

validTo
             Weight

ServiceProtection

ServiceBaseCID


Contains the following sub-elements:

              type

              ExtensionURL

             GlobalServiceID


Name


Description


ParentalRating


TargetUserProfile 

Genre


UserRating


ServiceIDRef 

PreviewDataIDRef 

broadcast_area
	

	id
	A
	M
	1
	ID of the service fragment, globally unique
	anyURI

	version
	A
	M
	1
	Version of this fragment. The newer version overrides the older one as soon as it has been received.
	unsignedInt (32 bits)

	validFrom
	A
	O
	0..1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past
	Integer (32 bits)
expressed as NTP time

	validTo
	A
	O
	0..1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future.
	Integer (32 bits)
expressed as NTP time

	
	
	
	
	




	

	Weight
	A
	NO/TM
	1
	Intended order of display of this service relative to other services as seen by the end user.  The order of display is by increasing Weight value (i.e., service with lowest Weight is displayed first).

User preference, if available, SHALL over-write the Weight.
	unsignedInt

(32 bits)

	ServiceProtection
	A
	O
	0..1
	Specifies if the service is encrypted (false) or not (true)
	Boolean

	ServiceBaseCID
	A
	O
	0..1
	Part of the Content identifier. Used as linkage between the rights object and Service.
	String

	Type 
	E1
	M
	1
	Type of the service:
0 – Main Service
1- Auxiliary Service

Contains the following sub-elements:

              ServiceType
	Boolean

	ServiceType
	E2
	M
	1
	If Type is set to 0, allowed values are:
0 - Unspecified
1 - Basic TV, non-interactive
2 - Basic TV, interactive
3 - Clipcast
4 - Mixed Basic TV and Clipcast non-interactive
5 - Mixed Basic TV and Clipcast, with interaction
6 - Basic Radio, non-interactive
7 - Basic Radio, interactive
8 - File download services
9 - Software management services

10 – Notification services

11 - 200  reserved for future use

201-255 reserved for proprietary use
If Type is set to 1, allowed values are:

0 - Unspecified

1 - Intro

2 - Outro

3 - Barker

4 – Advertisement
5 – Advertisement Trigger Stream

6-200: reserved for future use

201-255 reserved for proprietary use
	Interger

	ExtensionURL
	E1
	O
	0..N
	URL containing additional information related to this fragment in a web page. The terminal can fetch further information by accessing this URL.
	AnyURI

	GlobalServiceID
	E1
	NO/TM
	0..1
	The globally unique identifier identifying the service this Service fragment describes.
	AnyURI

	Name
	E1
	M
	1..N
	Name of the Service, possibly in multiple languages.The language is expressed using built-in XML attribute xml:lang with this element.
	String


	Description
	E1
	NO/TM
	0..N
	Description, possibly in multiple languages.The language is expressed using built-in XML attribute xml:lang with this element.
	String



	ParentalRating
	E1
	O
	0..N
	The rating level defining criteria parents may use to determine whether the associated item is suitable for access by children, defined according to the regulatory requirements of the service area.
	String

	TargetUserProfile
	E1
	O
	0..1
	Profile of the users who the service or content is targeting at. For example, age, gender, occupation, etc. Details of the sub-elements TBD.
	

	Genre
	E1
	O
	0..N
	Classification of service associated with characteristic form (e.g. comedy, drama)
	String

	UserRating
	E1
	O
	0..N
	Rating information collected from users (e.g. favourism, or recommended age limit)
	Integer

	ServiceDataIDRef
	E1
	O
	0..N
	Reference to another Service fragment which specifies the auxiliary services that the main service is associated with.

NOTE: This element is only required if Type is set to main service (Type value of 0).
	anyURI

	PreviewDataIDRef
	E1
	O
	0..N
	Reference to the PreviewData fragment which specifies an icon, pictogramme, animation or audio. Attribute:

usage 
	anyURI

	usage
	A
	M
	1
	Possible values: background, icon (e.g.)
	Integer 
(8 bits)

	broadcast_area
	E1
	O
	0..1
	Broadcast area to include location information for BCAST contents
Sub-elements:

target_area
hor_acc


	

	target_area
	E2
	O
	0..N
	The target area to distribute contents (as specified in the [OMA MLP] with modifications)

Sub-elements:
Shape
cc 
name_area 
zip_code
Cell_ID

Cell_Group_ID
	

	shape
	E3
	O
	0..1
	Shapes used to represent a geographic area that describes (as specified in the [OMA MLP])
	See 
[OMA MLP]

	cc
	E3
	O
	0..1
	Country code, 1-3 digits e.g. 355 for Albania (as specified in the [OMA MLP])
	See 
[OMA MLP]

	name_area
	E3
	O
	0..1
	Geopolitical name of area such as ‘Seoul’ (as specified in the [OMA MLP])
	See 
[OMA MLP]

	zip_code
	E3
	O
	0..1
	Zip code
	Integer

	Cell_ID
	E3
	NO/TO
	0..N
	The BDS specific minimal transmit area  (e.g. Cell ID) as defined in relevant BDS specification (e.g. 3GPP, 3GPP2, DVB-H)

NOTE: the concept is defined in BDS adaptation specification
	See the BDS adaptation specifications

	Cell_Group_ID
	E3
	NO/TO
	0..N
	The BDS specific agregate transmit area  (e.g. Cell Group ID) as defined in relevant BDS specification 

NOTE: the concept is defined in BDS adaptation specification
	See the BDS adaptation specifications

	hor_acc
	E2
	O
	0..N
	Horizontal accuracy in meters (as specified in the [OMA MLP])
	See 
[OMA MLP]

	<proprietary elements/attirbutes >
	E1 or lower
	O
	0..N
	Any number of proprietary or application-specific elements or attribtues that are not defined in this specification.
	


Legend: Type: E=Element A=Attribute E1=sub-element, E2=sub-element’s sub-element
Category=(O)ptionality/(M)andatority

5.2.2.3 Content 

Content fragment describes a content or programme that is a part of a service that the content refers to.

	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
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y
	Description
	Data Type

	Content
	E
	O
	0..N
	Content fragment

Contains the following attributes:


id

version

validFrom

validTo

serviceIDRef

ContentType


Contains the following sub-elements:


Auxiliary Content Type


ContentDataIDRef


ExtensionURL


Name


Description


ParentalRating


TargetUserProfile


Genre


UserRating


PreviewDataIDRef 

broadcast_area

            FileDescription
	

	id
	A
	M
	1
	ID of the content fragment, globally unique
	anyURI

	version
	A
	M
	1
	Version of this fragment. The newer version overrides the older one as soon as it has been received.
	unsignedInt (32 bits)

	validFrom
	A
	O
	0..1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past
	Integer (32 bits)
expressed as NTP time

	validTo
	A
	O
	0..1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future.
	Integer (32 bits)
expressed as NTP time

	ServiceIDRef
	A
	M
	1
	Reference to the service fragment to which the Content fragment belongs.
	anyURI

	ContentType
	A
	M
	1
	Type of the media content, .defined by MIME media types [RFC2046]
	String

	ContentUsage
	A
	M
	1
	ContentUsage value:

0. Main Content, eg. PPV movie program
1. Auxilary Content, eg. intro, outro, barker, ads etc.
Note, If ContentUsage = 1, the presentation schedule of the auxiliary content item referenced by this Content fragment shall not be presented to the user. 
	Integer

	Auxiliary Content Type 
	E1
	O
	0..N
	This element is only required if ContentUsage is set to 1. 

Auxiliary Content Type values:

0 - Unspecified

1 - Intro

2 - Outro

3 - Barker

4 – Advertisement
5 – Advertisement Trigger Stream

6-200: reserved for future use

201-255 reserved for proprietary use
	Integer

	ContentDataIDRef
	E1
	O
	0..N
	Reference to another Content fragment which specifies the auxiliary content items that the main content is associated with.

NOTE: This element is only required if ContentUsage is set to Main Content (ContentUsage value of 0).
	anyURI

	ExtensionURL
	E1
	O
	0..N
	URL containing additional information related to this fragment in a web page. The terminal can fetch further information by accessing this URL.
	AnyURI

	Name
	E1
	M
	1..N
	Name of the Content fragment, possibly in multiple languages. The language is expressed using built-in XML attribute xml:lang with this element.
	String

	Description
	E1
	NO/TM
	0..N
	Description, possibly in multiple languages.
The language is expressed using built-in XML attribute xml:lang with this element.
	String

	ParentalRating
	E1
	O
	0..N
	The rating level defining criteria parents may use to determine whether the associated item is suitable for access by children, defined according to the regulatory requirements of the service area The recommended age limit.

This age limit rating level overrides the rating level age limit defined for the service during the validity of the Schedule fragment.

If there are two overlapping schedule fragments with a different parental rating, then the one with most restrictive parental rating defined for the schedule fragment overrides the other. 
	Integer

	TargetUserProfile
	E1
	O
	0..1
	Profile of the users who the service or content is targeting at. For example, age, gender, occupation, etc. Details of the sub-elements TBD.
	

	Genre
	E1
	O
	0..N
	Classification of content associated with characteristic form (e.g. comedy, drama) 
	String

	UserRating
	E1
	O
	0..1
	Rating information collected from users (e.g. favourism, or recommended age limit)
	Integer

	PreviewDataIDRef
	E1
	O
	0..N
	Reference to the PreviewData fragment which specifies an icon, pictogramme, animation or audio.
Attribute:

usage 
	anyURI

	usage
	A
	M
	1
	Possible values: background, icon (e.g.)
	Integer 
(8 bits)

	broadcast_area
	E1
	O
	0..1
	Broadcast area to include location information for BCAST contents
Sub-elements:

target_area
hor_acc


	

	target_area
	E2
	O
	0..N
	The target area to distribute contents (as specified in the [OMA MLP] with modifications)

Sub-elements:
Shape
cc 
name_area 
zip_code
Cell_ID

Cell_Group_ID
	

	shape
	E3
	O
	0..1
	Shapes used to represent a geographic area that describes (as specified in the [OMA MLP])
	See 
[OMA MLP]

	cc
	E3
	O
	0..1
	Country code, 1-3 digits e.g. 355 for Albania (as specified in the [OMA MLP])
	See 
[OMA MLP]

	name_area
	E3
	O
	0..1
	Geopolitical name of area such as ‘Seoul’ (as specified in the [OMA MLP])
	See 
[OMA MLP]

	zip_code
	E3
	O
	0..1
	Zip code
	Integer

	Cell_ID
	E3
	NO/TO
	0..N
	The BDS specific minimal transmit area  (e.g. Cell ID) as defined in relevant BDS specification (e.g. 3GPP, 3GPP2, DVB-H)

NOTE: the concept is defined in BDS adaptation specification
	See the BDS adaptation specifications

	Cell_Group_ID
	E3
	NO/TO
	0..N
	The BDS specific agregate transmit area  (e.g. Cell Group ID) as defined in relevant BDS specification 

NOTE: the concept is defined in BDS adaptation specification
	See the BDS adaptation specifications

	hor_acc
	E2
	O
	0..N
	Horizontal accuracy in meters (as specified in the [OMA MLP])
	See 
[OMA MLP]

	FileDescription
	E1
	O
	0..1
	Description of a file or files related to this content.

Attributes:

Content-Length

Transfer-Length

Content-Type

Content-Encoding

Content-MD5

FEC-OTI-FEC-Instance-ID

FEC-OTI-Maximum-Source-Block-Length

FEC-OTI-Encoding-Symbol-Length

FEC-OTI-Max-Number-of-Encoding-Symbols

Sub-elements:

File
	

	Content-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong 

	Transfer-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	Content-Type
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	String

	Content-Encoding
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	String

	Content-MD5
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	base64Binary

	FEC-OTI-FEC-Instance-ID
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Maximum-Source-Block-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Encoding-Symbol-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Max-Number-of-Encoding-Symbols
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	File
	E2
	M
	1..N
	Parameters of a file

Attributes:

Content-Location

TOI

Content-Length

Transfer-Length

Content-Type

Content-Encoding

Content-MD5

FEC-OTI-FEC-Instance-ID

FEC-OTI-Maximum-Source-Block-Length

FEC-OTI-Encoding-Symbol-Length

FEC-OTI-Max-Number-of-Encoding-Symbols
	

	Content-Location
	A
	M
	1
	See RFC 3926, section 3.4.2
	AnyURI

	TOI
	A
	M
	1
	See RFC 3926, section 3.4.2
	positiveInteger

	Content-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong 

	Transfer-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	Content-Type
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	String

	Content-Encoding
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	String

	Content-MD5
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	base64Binary

	FEC-OTI-FEC-Instance-ID
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Maximum-Source-Block-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Encoding-Symbol-Length
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	FEC-OTI-Max-Number-of-Encoding-Symbols
	A
	O
	0..1
	See RFC 3926, section 3.4.2
	unsignedLong

	<proprietary elements/attributes>
	E1 or lower
	O
	0..N
	Any number of proprietary or application-specific elements or attributes that are not defined in this specification.
	


Legend: Type: E=Element A=Attribute E1=sub-element, E2=sub-element’s sub-element
Category=(O)ptionality/(M)andatority
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