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1 Reason for Change

Please refer to Input Contribution OMA-BCAST-2006-0xxx for reason for change.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR is presented to BCAST for agreement.

6 Detailed Change Proposal

5.3.6.1.2 MediaObjectSet definition for some interactivity technologies

A media object set conveying a MMS Message Template conforming to [MMSTEMP] SHALL consist of the following:

· one GZIP archive file containing all the media objects (Message Template Definition, MMS presentation part, fixed/replaceable media objects).

· one <MediaObjectSet>, with Content-Type attribute set to “application/x-gzip”, and containing :

· one “MTD” <Object>, with Content-Type attribute set to “application/vnd.omammsg-mtd+xml", and Start attribute set to “true”.

· zero or one “MMS presentation part” <Object>, with Content-Type attribute set to “application/smil".

· one <Object> per other bundled file, if any (fixed/replaceable media objects). 

Note: If the end user decides to interact as triggered by Media Object Set of type MMS Message Template, it implies that the Terminal SHALL execute any interaction over the Interactive Channel by sending the MMS (the filled-in MMS Template).

A media object set conveying an XHTML MP bundle conforming to [XHTMLMP11] SHALL consist of the following:

· one GZIP archive file containing all the media objects (XHTML MP page(s), external ECMAScript MP files, external WAP CSS stylesheets, audio/visual media objects…).

· one <MediaObjectSet>, with Content-Type attribute set to “application/x-gzip”, and containing :

· one “XHTML MP” <Object>, with Content-Type attribute set to “application/vnd.wap.xhtml+xml" and Start attribute set to “true”.

· one <Object> per other bundled file, if any (that may be additional XHTML MP pages).

Note: If the end user decides to interact as triggered by Media Object Set of type XHTML MP bundle, it implies that the Terminal SHALL be able to execute any interaction over the Interactive Channel by executing HTTP requests (following the hyperlinks present in XHTML). Further, if the Terminal supports SMS-based messaging, the Terminal SHALL be able to support “sms:”-URI scheme as defined in section 5.3.6.1.x.and consequently be able to perform SMS-based interaction over the Interactive Channel.

A media object set conveying a 3GPP PSS SMIL bundle conforming for the presentation part to [3GPP 26.246R6]) SHALL consist of the following:

· one GZIP archive file containing all the media objects (SMIL presentation, audio/visual media objects…).

· one <MediaObjectSet>, with Content-Type attribute set to “application/x-gzip”, and containing :

· one “3GPP PSS SMIL” <Object>, with Content-Type attribute set to “application/smil" and Start attribute set to “true”.

· one <Object> per other bundled file, if any.

Note: If the end user decides to interact as triggered by Media Object Set of type 3GPP PSS SMIL bundle, it implies that Terminal SHALL be able to execute any interaction over the Interactive Channel by executing HTTP requests (following the hyperlinks present in SMIL). Further, if the Terminal supports SMS-based messaging, the Terminal SHALL be able to support “sms:”-URI scheme as defined in section 5.3.6.1.x.and consequently be able to perform SMS-based interaction over the Interactive Channel.
See Appendix C for some informative examples of <MediaObjectSet> elements.

5.3.6.1.3 Using URI scheme “sms:” from within XHTML documents

The Terminals that support SMS-based messaging SHALL support the “sms:” URI scheme as specified in [SMS-URI] within the “<a href>” element of XHTML-based documents. The following restrictions apply:

· [TBD, if needed]
Change 1:  Adding [SMS-URI] as a reference

2.1 Normative References

	[BCAST FSD]
	“OMA BCAST File Distribution and Stream Distribution Specification for Mobile Broadcast Services”

[Note: should we have references to other BCAST Technical Specs, or do we assume the reference exist by context?]

	[BCAST SG]
	“Service Guide for Mobile Broadcast Services”, Version 1.0, Open Mobile Alliance™

	[BCAST SPCP]
	“Service and Content Protection for Mobile Broadcast Services”, Version 1.0, Open Mobile Alliance™

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[OMA DM]
	“Enabler Release Definition for OMA Device Management v1.2”, OMA-ERELD-DM-V1_2_0

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[SMS-URI]
	“URI Scheme for GSM Short Message Service”, E. Wilde, A. Vaha-Sipila, August 2005, Internet-Draft, Work in Progress, http://www.ietf.org/internet-drafts/draft-wilde-sms-uri-10.txt
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