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1 Reason for Change

When Terminal request to deliver Service Guide Fragments related to the Price Info to the BSM as stated on the TS-Service, BSM should have the latest information of Service Guide.  In current TS-SG regarding backend interface, there is a mechanism only to request Source information for generating Service Guide.  Therefore, it is needed that BSM request the latest version of Service Guide or BSD/A deliver the latest version of Service Guide to the BSM after generation.
This CR proposes the associated request/response message to share the service guide betweem each entities.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

If this CR is agreed, the latest version of service guide will be changed as proposed.
6 Detailed Change Proposal

5.6 Service Guide Backend Interfaces

5.6.3 Service Guide Request and Delivery
5.6.3.2 Service Guide Request
5.6.3.2.1 Service Guide Request Message

The following is the request message from SGSS to SG-G.  GlobalServiceId, GlobalContentId, or PurchaseItemId can be used to request the delivery of the associated fragments.  HTTP Request SHOULD be used for request Service Guide.
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGRequest
	
	
	
	Specifies the message to request the generated Service Guide or its Fragments.  If the specific fragments associated with either Service or Content or PurchaseItem is needed, GlobalServiceID or GlobalContentID or PurchaseItemId should be included in this Request Message.  If not given any sub element, it means all the generated Service Guide or its Fragments are requested.

Contains the Following attributes:

SGRequestId
EntityAddress
Contains the following elements:
GlobalServiceId

GlobalContentId

PurchaseItemId
	

	SGRequestId
	A
	O
	1
	Identifier of SGRequest
	unsignedInt (32bits)

	EntityAddress
	A
	O
	1
	Network Entity Address to receive the response of this request.  BSMAddress should be used in this field.
	anyURI

	GlobalServiceId
	E1
	O
	0..N
	Globally Unique Service Identifier
	AnyURI

	GlobalContentId
	E1
	O
	0..N
	Globally Unique Content Identifier
	AnyURI

	PurchaseItemId
	E1
	O
	0..N
	ID of PurchaseItem 
	AnyURI


5.6.3.2.2 Response Message for Service Guide Request
The following is the response message of Service Guide Request.  Response Messages MAY be immediately sent as a part of “200 OK” HTTP RESPONSE message to the original request identified with SGRequestId. If Response Message cannot be sent immediately, it MAY be sent using HTTP POST message to the original request identified with SGRequestId.
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGResponse
	E
	
	
	Specifies the Response message for SGRequest.

Contains the following elements:

SGRequestId
	

	SGRequestId
	E1
	M
	0..N
	Identifier of SGDelivery 
Contains the following attributes:

Response
	unsignedInt (32bits)

	Response
	A
	M
	1
	Specifies the Status Code of SGDelivery.
	unsignedByte

	SGFragments
	E2
	O
	0..1
	Contains Service Guide Fragments. The Service Guide Data Model (as specified in Section 5.2) and its XML Schema definition (as specified in Appendix C) SHALL be used as generic interchange format.  If GlobalServiceId or GlobalContentId or PurchaseItem is included in the SGRequest message, all the associated fragments should be included in this field.
	String


5.6.4.2 Service Guide Delivery
5.6.4.2.1 Service Guide Delivery Message

The following is the delivery message from SG-G to SGSS.  HTTP POST SHOULD be used for Service Guide Delievery.
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGDelivery
	
	
	
	Specifies the message to deliver the generated Service Guide or its Fragments.
Contains the Following attributes:

SGDeliveryId
BSDAAddress

Contains the following elements:
SGFragments
	

	SGDeliveryId
	A
	O
	1
	Identifier of SGDelivery which is the message for SG-G to delivery Service Guide
	unsignedInt (32bits)

	BSDAAddress
	A
	O
	1
	BSDA Address to receive the response of this request.
	anyURI

	SGFragments
	E1
	O
	0..1
	Contains Service Guide Fragments. The Service Guide Data Model (as specified in Section 5.2) and its XML Schema definition (as specified in Appendix C) SHALL be used as generic interchange format.
	String


5.6.4.2.2 Response Message for Service Guide Delivery
The following is the response message of Service Guide Delivery.  Response Messages MAY be immediately sent as a part of “200 OK” HTTP RESPONSE message to the original request identified with SGDeliveryId. If Response Message cannot be sent immediately, it MAY be sent using HTTP POST message to the original request identified with SGDeliveryId.
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGDeliveryRes
	E
	
	
	Specifies the Response message for SGDelivery.

Contains the following elements:

SGDeliveryId
	

	SGDeliveryId
	E1
	M
	0..N
	Identifier of SGDelivery 
Contains the following attributes:

Response
	unsignedInt (32bits)

	Response
	A
	M
	1
	Specifies the Status Code of SGDelivery.
	unsignedByte
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