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1 Reason for Change

This CR proposes changes to the session creation and stream insertion and stream removal. The summary of corrections are as follows:
· transferDelay, delayVariation, lossRatio, errorRatio are minimum requirements that the SD cannot fulfil for all receivers. Those parameters should be removed.
· Specification of the requested FEC protection rate for the streaming service is missing. For DVB-H, this is mapped to the usage of MPE-FEC code and for MBMS it is mapped to the usage of Raptor code. A code rate of 1 is equivalent to no FEC code. 

· Stream session deletion contains the value tsi which is not used in streaming sessions but only in file delivery sessions. However, a stream session identifier is necessary for referring to the correct session when performing stream file insertion and deletion.
· A stream file consists of multiple media streams (usually an audio stream and a video stream) and those have different (ipAddress, portNumber) values. However, the stream insertion function does only allow for specifying a single (ipAddress, portNumber) value.

· (ipAddress,portNumber) is useless when specified at the session creation message.
· Identifier of a stream file is the unique way to identify a certain stream file in a streaming session as the IP address and port number are not unique

R02 corrects the following bugs:
· fecRate is "O" so cardinality corrected. Also many other “O” corrected to be 0..1 (several places)
· StreamInfo corrected to be "E1" (not "E")
R03 adds signalling of SDPs as discussed in the BCAST CC on 4 Apr 2007.
Impact on Backward Compatibility

None.
2 Impact on Other Specifications

None.
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

This CR is presented for BCAST agreement.
5 Detailed Change Proposal

6.6.1.2.2
Stream Session Creation

Stream session creation will be used for requesting the creation of session for stream file delivery.   The parameters of the session can be assigned by either the network entity requesting session creation or the network entity being requested to create a session. While requesting the creation of a session, CC or SA SHALL use the following ‘StreamSessionCreation’ XML message in the HTTP payload
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	Description
	Data Type

	StreamSessionCreation
	E
	
	
	Specifies the Session Creation Message

Contains the following attributes:



   startTime

   endTime

 



  datarate

   fecRate
Contains the following element:

   SDP
	

	
	
	
	
	
	

	
	
	
	
	
	

	startTime
	A
	M
	1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	
	
	
	
	

	

	
	
	
	
	

	

	
	
	
	
	

	

	
	
	
	
	

	

	datarate
	A
	M
	1
	Required datarate

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	fecRate
	A
	O
	0..1
	Required FEC code rate expressed as a decimal number between 0 and 1
	decimal

	SDP
	E1
	M
	1
	A session description in SDP (IETF session description protocol) format 
	string



Table 10: Request Message for Stream Session Creation

Upon successful processing of the ‘StreamSessionCreation’ request, the SA or SD SHALL use the following ‘StreamSessionCreationRes’  message in HTTP payload of  the response.
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	Description
	Data Type

	StreamSessionCreationRes
	E
	
	
	Specifies the Response message for Session Creation Request. If an error occurs, then at least one Parameter element SHALL be present in the response.
Contains the following attributes:

sessionID

Contains the following elements:

SessionInfo

Parameter


	

	sessionID
	A
	M
	1
	The assigned session identifier
	unsignedInt

	SessionInfo
	E1
	M
	1
	Specifies the created session information

Contains the following attributes:



   startTime

   endTime

   fecRate



   datarate
Contains the following element:

  SDP
	

	
	
	
	
	
	

	
	
	
	
	
	

	startTime
	A
	O
	0..1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	O
	0..1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	
	
	
	
	

	

	
	
	
	
	

	

	
	
	
	
	

	

	
	
	
	
	

	

	datarate
	A
	M
	1
	Required datarate

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	fecRate
	A
	O
	0..1
	Assigned FEC code rate
	decimal

	SDP
	E2
	O
	0..1
	A session description in SDP (IETF session description protocol) format. If this element is present, it signals that the SDP as signaled in the request message was modified and this element contains the modified SDP.
	string


	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error w.r.t. to a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	0..1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	0..1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For Instance, if the value is set to “17 – Information Element non-existent”, it signals that FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that  while parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 11: Response Message for Stream Session Creation

6.6.1.2.3
Session Deletion 

Session Deletion will be used for request to delete session for stream delivery from CC to SA or from SA to SD.

While requesting a deletion of a session, clients of the SA or SD SHALL use the following XML message in the HTTP payload.
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	Description
	Data Type

	StreamSessionDeletion
	E
	
	
	Specifies the Session Deletion Message

Contains the following attributes:

   

sessionID
   endTime
	

	sessionID
	A
	M
	1
	Session identifier
	unsignedInt

	
	
	
	
	
	

	
	
	
	
	
	

	endTime
	A
	M
	1
	The moment of the Session to be deleted. If the value is zero, the transmission is to be ended immediately. This field expressed as the most significant 32 bits of NTP time format.
	


Table 12: Reqeust Message for Stream Session Deletion

Upon successful processing of the ‘SessionDeletion’ request, the FA or FD SHALL use the following ‘SessionDeletionRes’  message in the HTTP payload of  the response.
.
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	Description
	Data Type

	StreamSessionDeletionRes
	E
	
	
	Specifies the response message for Session Deletion

If error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following attribute
     sessionID
Contains the following elements:

   Parameter
	

	sessionID
	A
	M
	1
	Session identifier
	unsignedInt

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error w.r.t. to a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	0..1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	String

	reason


	A
	O
	0..1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For Instance, if the value is set to “17 – Information Element non-existent”, it signals that FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that  while parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 13: Response Message for Stream Session Deletion

6.6.1.2.4
Stream Insertion 

While requesting an insertion of a stream file into a stream delivery session, the SA or SD SHALL use the following as the payload of the corresponding HTTP message; first the XML message  'StreamInsertion' described below immediately followed by the payload of the file itself. 
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	Description
	Data Type


	StreamInsertion
	E
	
	
	Specifies the Stream Insertion Message

Contains the following attributes:


   sessionID

   startTime

   endTime

Contains the following element:   

StreamInfo

SDP
	

	sessionID
	A
	M
	1
	Session identifier, to which the stream file is to be inserted
	unsignedInt

	
	
	
	
	
	

	
	
	
	
	
	

	startTime
	A
	M
	1
	The first moment of the File to be transmitted. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the File to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “File Insertion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	StreamInfo
	E1
	M
	1..n
	Specifies the parameters of a single media stream

Contains the following attributes

    ipAddress

   portNumber
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	String

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	SDP
	E1
	M
	1
	A session description in SDP (IETF session description protocol) format 
	String



Table 14: Request Message for Stream Insertion

Upon successful processing of the ‘StreamInsertion’ request, the FA or FD SHALL use the following ‘StreamInsertionRes’  message in the HTTP payload of  the response.
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	Description
	Data Type

	StreamInsertionRes
	E
	
	
	Specifies the response message for Stream Insertion

If error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following attributes
   sessionID

  streamID
Contains the following elements:

   StreamInformation
   SDP
   Parameters

	

	sessionID
	A
	M
	1
	Session identifier
	unsignedInt

	streamID
	A
	M
	1
	Stream identifier unique in the scope of the session
	unsignedInt

	StreamInformation
	E1
	M
	1..n
	Contains the Stream Information

Contains the following attributes:

   ipAddress

   portNumber

   startTime

   endTime

Contains the following element:   

SDP
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	String

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	startTime
	A
	M
	1
	The first moment of the File to be transmitted. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the File to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “File Insertion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	SDP
	E1
	O
	0..1
	A session description in SDP (IETF session description protocol) format. If this element is present, it signals that the SDP as signaled in the request message was modified and this element contains the modified SDP.
	String


	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error w.r.t. to a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	0..1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	String

	reason


	A
	O
	0..1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For Instance, if the value is set to “17 – Information Element non-existent”, it signals that FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that  while parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 15: Response Message for Stream Intertion

6.6.1.2.5
Stream Removal

The SA or SD may request removal of stream files from stream delivery sessions. While requesting a removal of a stream file from a stream delivery session, the SA or SD SHALL use the following ‘StreamRemoval’ message as the payload of the corresponding HTTP message.
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	Description
	Data Type

	StreamRemoval
	E
	
	
	Specifies the Stream Removal Message

Contains the following attributes:

    sessionID
   streamID
   endTime
	

	
	
	
	
	
	

	
	
	
	
	
	

	sessionID
	A
	M
	1
	Session identifier
	unsignedInt

	streamID
	A
	M
	1
	Stream identifier unique in the scope of the session
	unsignedInt

	endTime
	A
	M
	1
	The moment of the File to be removed. If the value is zero, the transmission is to be ended immediately. This field expressed as the most significant 32 bits of NTP time format.
	


Table 16: Request Message for Stream Removal

Upon successful processing of the ‘StreamRemoval’ request, the SA or SD SHALL use the following ‘StreamRemovalRes’  message in the HTTP payload of  the response.
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	Description
	Data Type

	StreamRemovalRes
	E
	
	
	Specifies the response message for Stream Removal

If error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   Parameter
	

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error w.r.t. to a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	0..1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	0..1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For Instance, if the value is set to “17 – Information Element non-existent”, it signals that FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that  while parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 17: Response Message for Stream Removal
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