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1 Reason for Change

This change request is to fill the IPDC over DVB-H Adaptation section of the BCAST 1.0 ETR.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is kindly request to agree the proposed change.
6 Detailed Change Proposal

Change 1:  Changes to section 5.1.2: IPDC over DVB-H Adaptation specification
5.1.2 DVB IPDC Adaptation Specification

In BCAST 1.0, the Broadcast Distribution System (BDS) Adaptation specifications further narrow down or elaborate the functionality specified in the main technical specifications. That is, the role of adaptation specification is to be more specific or restrictive with regards of the use of normative statements compared to the main specifications. This section lists the resulting test requirements for such BDS-specific elaborations when the BDS in use is “IPDC over DVB-H”. Note that only those requirements that are different than those in the sections 5.1.1 are listed. For the rest of the requirements, the ETR defined in sections 5.1.1 apply also to the case of “IPDC over DVB-H” adaptation. If there are competing requirements in this section and the section 5.1.1, the requirements defined in this section are considered to take priority.
5.1.2.1 Generic Adaptation

5.1.2.1.1 Mandatory Test Requirements

5.1.2.1.1.1. Mandatory terminal test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	TP-00X
	Support for the <IPDC> node
	Required to test whether the terminal properly supports the <X>/BDSEntryPoint/<X>/IPDC node and sub nodes (except for the /Tuning sub node).

	
	SD-00X
	Support of SessionDescription parameters
	Required to test whether the terminal correctly supports the additional SDP parameters “sender IP address”, “List of media components in the session”, and “Initial buffering delay”

	
	SD-00X
	Proper handling of SessionDescription parameters that can be ignored
	Required to test whether the terminal properly handle SDP parameters it may ignore, i.e. “FEC configuration and related parameters” and “mode of MBMS bearer per media”.

	
	FD-00X
	Proper handling of SessionDescription parameters that can be ignored
	Required to test whether the terminal properly handle the SDP parameter it may ignore (MBMS bearer per media)

	
	
	
	

	
	SG-00X
	Service Guide discovery over DVB-IPDC bootstrap session
	Required to test whether the terminal can correctly discover, and bootstrap from, a Service Guide Announcement Carrousel declared by an IPDC bootstrap session

	
	FD-00X
	Source packet construction and reception component of Raptor FEC
	Required to test whether terminals correctly support interpretation of source packets constructed according to the source packet construction and reception component of the Raptor FEC Scheme for the case where there is a single sub-block

	
	SD-00X
	Buffer control
	Required to test whether terminal correctly support the Hypthetical Receiver Buffering Model and its associated SDP parameters.

	
	CODEC-00X
	Mandatory media codecs
	Required to test whether H.264 and AACv2 are properly supported by the terminal.

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 9: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.1.1.2. Mandatory BSD/A test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SG-00X
	SG Announcement using IPDC bootstrap session
	Required to test whether the server correctly signals a Service Guide Announcement Channel in an IPDC bootstrap session using the ESGProviderDiscovery Descriptor and the ESGAccessDescriptor

	
	SD-00X
	Hypthetical Receiver Bufering Model signaling
	Required to test whether the server support the Hypthetical Receiver Buffering Model and correctly signal its associated SDP parameters.

	
	SD-00X
	Support of SessionDescription parameters
	Required to test whether the server correctly signals the additional SDP parameters “sender IP address”, “List of media components in the session”, and “Initial buffering delay”

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 10: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.1.1.3. Mandatory BSM test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 11: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.1.1.4. Mandatory BSA test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SG-002
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 12: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.1.2 Optional Test Requirements

5.1.2.1.2.1. Optional terminal test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	TP-00X
	Support for the <IPDC/Tuning> node
	Required to test whether the terminal properly supports the <X>/BDSEntryPoint/<X>/IPDC/Tunign node.

	
	SG-00X
	Support for Genre definition
	Required to test whether the terminal supports the TV-Anytime classification scheme and classify content accordingly

	
	FD-00X
	Repair packet construction of Raptor FEC
	Required to test whether terminals correctly support the Repair packet construction and Raptor FEC decoding component of the Raptor FEC Scheme

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 13: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.1.2.2. Optional BSD/A test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 14: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.1.2.3. Optional BSM test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	TP-00X
	Signaling of the <IPDC> node
	Required to test whether the server properly delivers the <X>/BDSEntryPoint/<X>/IPDC node and sub nodes

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 15: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.1.2.4. Optional BSA test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 16: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.2 BDS specific Adaptation

5.1.2.2.1 Mandatory Test Requirements

5.1.2.2.1.1. Mandatory terminal test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SCPD-00X
	Encryption protocols
	Required to test whether the terminal effectively supports IPSec, SRTP and ISMACryp encryption protocols for the DRM Profile.

	
	SCPS-00X
	Encryption protocols
	Required to test whether the terminal effectively supports IPSec, SRTP and ISMACryp encryption protocols for the Smartcard Profile.

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 17: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.2.1.2. Mandatory BSD/A test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	FD-00X
	Associated Delivery Procedure XML schemas for filde distribution
	Required to test whether the server correctly instantiates an Associated Delivery Procedure description holding a ‘serverURI’ element.

	
	SD-00X
	RTCP sender reports
	Required to test whether the server sends RTCP sender reports along with stream distribution

	
	FD-00X
	FLUTE FDT
	Required to test whether the server provides FLUTE FDT for which:

· Content-Type is included either in the <FDT-Instance>, the <File> element or both

· Content-Length is included in each <File> element

· Type of <FDT Instance> element is ’FDT-InstanceType-BdsDvb’ or ’FDT-InstanceType-BdsMbmsDvb’ from BCAST FDT namespace

Type of <File> element type is ’FileType-BdsMbmsDvb’ from BCAST FDT namespace.

	
	SCP-00X
	Master Salt with SRTP
	Required to test whether the server effectively uses a NULL Master Salt with SRTP

	
	SCPS-00X
	MKI field length with Smartcard Profile for Content Encryption
	Required to test that the server effectively uses a MKI of length 2 bytes when SRTP is used in conjunction with the Smartcard Profile. More generally required to test whether the values in table of section 7.4.1.1 in [BCAST10–DVB-H- IPDC–Adaptation] are effectively used.

	Error Flow
	SCPD-00X
	Key Management with DRM Profile
	Required to test whether the server provides STKM and LTKM formatted according to the constraints of section 7.4.2.1 in [BCAST10–DVB-H- IPDC–Adaptation].

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 18: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.2.1.3. Mandatory BSM test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SG-002
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 19: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.2.1.4. Mandatory BSA test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
· 
· 
· 
· 

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 20: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2.2.2 Optional Test Requirements

5.1.2.2.2.1. Optional terminal test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	SCPD-00X
	DRM Profile in unconnected mode
	Required to test whether terminals supporting the DRM Profile without interaction channel are compliant to the provisions of the mode of opration without an interaction channel.

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 21: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.2.2.2. Optional BSD/A test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 22: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.2.2.3. Optional BSM test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 23: Applicability Table for Enabler Specific Optional Test Requirements

5.1.2.2.2.4. Optional BSA test requirement

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 24: Applicability Table for Enabler Specific Optional Test Requirements
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