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1 Reason for Change

In the DRM Profile, each STKM is encapsulated in exactly 1 UDP packet. However, nothing is mentioned in the Smartcard Profile. For consistency of the operation of layer 3 inside a terminal, we propose the following change.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

BCAST is asked to accept the proposed changes in BCAST 1.0.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change
6.7  Layer 3: Short Term Key Message - STKM

The table below shows the MIKEY message format used for STKMs in the Smartcard Profile. The message structure SHALL be identical to the MIKEY message used by MBMS to deliver the MBMS Traffic Key (MTK), as defined by [3GPP TS 33.246 v7], with the addition of the EXT BCAST payload.  The EXT BCAST payload is described in Section ‎6.6.3.
Table 20: Logical Structure of the MIKEY Message Used
	Common HDR

	EXT MBMS

	EXT BCAST

	TS

	KEMAC


The EXT MBMS payload, depicted in Table 21, is defined in section 6.4.4 of [3GPP TS 33.246 v7] and reproduced below for convenience.
Table 21:  EXT MBMS Used within the MBMS MTK Message

	Key Domain ID sub-payload

	Key Type ID sub-payload (MSKID)

	Key Type ID sub-payload (MTK ID)


All fields within the STKM SHALL be populated as defined in [3GPP TS 33.246 v7] for the MBMS MTK message, with the exception of the EXT BCAST payload. Mappings are as described in Section ‎6.2, i.e. SEK/PEK ID is mapped to MSK ID and SEK/PEK is mapped to MSK, TEK ID is mapped MTK ID and TEK is mapped to MTK.
Each STKM stream MUST only be secured using a single SEK/PEK. In some cases multiple STKM streams can deliver the same TEKs secured by different SEKs/PEKs. The Terminal MUST use the Service Guide (SG) to locate the relevant STKM stream for the encrypted traffic stream it needs to decrypt.
Each STKM SHALL be encapsulated in exactly 1 UDP packet.
The EXT BCAST payload SHALL be populated as defined in Section ‎6.7.2.
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