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1 Reason for Change

Different broadcast networks usually provide different services (e.g. different TV programs), which results in different service guide information. When one interaction network serve different broadcast networks for service guide delivery (e.g. one interaction network operator cooperates with different broadcast network operators), SG-Sources in different Broadcast Networks deliver the information to SG-G/D/A. And SG-G/D/A generates different service guides. But it is difficult for the SG-G/D/A to decide which service guide to send back when it receives SG request from user. The following figure is about this condition.
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It is suggested that a parameter to identify the broadcast network can be involved in the service guide request, which is used by SG-G/D/A to decide which service guide to send back.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This Change Request is presented to BCAST for agreement.
6 Detailed Change Proposal

5.4.3.4  Requests for specific Service Guide Delivery Descriptors

If the terminal supports requests for specific Service Guide Delivery Descriptors, the terminal SHALL request specific Service Guide Delivery Descriptors over the Interaction Channel as follows:

· When terminal requests individual Service Guide Delivery Descriptors by their identifiers, the ‘message-body’ of HTTP/1.1 request message SHALL contain one or several key-value pairs, using "sgddID" as the key and the attribute ‘id’ of the requested SGDD as the value .

· When terminal requests Service Guide Delivery Descriptors with criteria other than SGDD identifier, the ‘message-body’ of HTTP/1.1 request message SHALL contain one or several key-value pairs, using <key> as the key representing the criteria and the <value> as the value from the domain of the criteria. If several key-value pairs are given, they are combined as follows

· key-value pairs having the same key are combined using OR logic, i.e. the expected reply are Service Guide Delivery Descriptors that satisfy at least one of the given criteria. The group of OR-combined keys is in the next step below treated as one entity.

· Key-value pairs (or groups of pairs having the same key) having different keys are combined using AND logic, i.e. the expected reply are Service Guide Delivery Descriptors that satisfy all given criteria. 

· Furthermore, terminal SHALL support the following assignments for the <key> and <value> fields:

· <key>
: 
“tgc-start” 
<value>
: 
Attribute ‘startTime’ associated with element ‘TimeGroupingCriteria’ used within SGDD
Meaning
: 
Terminal requests SGDD grouped with ‘TimeGroupingCriteria’, whose ‘startTime’ equals 

to <value>.
Note
:
This <key> SHALL be used if and only if <key> “tgc-end” is used.


If this <key> is present, only one instance of this <key> SHALL be present.

· <key>
: 
“tgc-end” 
<value>
: 
Attribute ‘endTime’ associated with element ‘TimeGroupingCriteria’ used within SGDD
Meaning
: 
Terminal requests SGDD grouped with ‘TimeGroupingCriteria’, whose ‘endTime’ equals 

to <value>.
Note
:
This <key> SHALL be used if and only if <key> “tgc-start” is used.


If this <key> is present, only one instance of this <key> SHALL be present.

· <key>
: 
“ggc” 
<value>
: 
Value of element ‘GenreGroupingCriteria’ used within SGDD.
Meaning
: 
Terminal requests SGDD grouped with ‘GenreGroupingCriteria’, whose value equals 

to <value>.

· <key>
: 
“srvc” 
<value>
: 
Value of element ‘ServiceCriteria’ used within SGDD.
Meaning
: 
Terminal requests SGDD grouped with ‘ServiceCriteria’, whose value equals to <value>.

· <key>
: 
“bsms” 
<value>
: 
Value of element ‘BSMSelector’ used within SGDD. The value is given as the following 

structure:



If ‘type’ equals “1”: 


“1+”<mobileCountryCode>”+”< mobileNetworkCode>”+”<networkSubsetCode>”+”


<networkSubsetCodeRangeStart>”+”< networkSubsetCodeRangeEnd >”+”


<serviceProviderCode>”+”<corporateCode>”



If ‘type’ equals “2”: 


“2+”<nonSmartCardCode> 

Meaning
: 
Terminal requests SGDD grouped with ‘BSMSelector’, whose value equals to <value>.

          Note
: 
This <key> SHOULD always be used when requesting SGDD(s) with a key other than “sgddID”.

· <key>
: 
“complete” 
<value>
: 
“true”
Meaning
: 
Terminal requests a complete set of SGDDs. 

Note
: 
This key SHOULD NOT be combined with criteria i.e. keys, restricting the set of SGDDs.

· <key>
: 
“user” 
<value>
: 
User id. 
Meaning
: 
Terminal requests a set of SGDDs personalized to the user associated with user 


identification of <value>.
· <key>
: 
“BDS” 
<value>
: 
BDS id. 
Meaning
: 
Terminal requests a set of SGDDs specific to the BDS associated with BDS 


identification of <value>.

· The ‘Request-URI’ of HTTP POST request SHALL be set to the Service Guide entry point address (URL).

· The response of the request MAY contain Service Guide Delivery Descriptors, Service Guide fragments or both.
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