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1 Reason for Change

The Transport element in SGDD provides information about the SG delivery session.
When BCAST is adapted to MBMS, the information included in Transport is not enough because terminal also need TMGI to find the exact SG delivery session.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

If this CR is agreed, then the XML schema of SG specification may be changed accordingly.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree and incorporate the proposed changes to the Services Guide spec.
6 Detailed Change Proposal
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5.2.1.1.1 Service Guide Delivery Descriptor

The following structure SHALL be used for declaring availability, metadata and grouping of the fragments of Service Guide, and for delivery of the SG to point to the actual delivery channel and the delivery unit where the declared fragments are to be delivered. The terminal SHALL support the Service Guide Delivery Descriptor syntax as defined by XML Schema in [BCAST10-Schema-sg-sgdd]. For delivery, the Service Guide Delivery Descriptor SHALL be instantiated as an XML document. 

The network is provided with means of reducing the size of the SGDDs being delivered to terminals by compressing SGDDs. For the algorithms and their respective signalling there are the following rules and constraints:

· the network MAY compress the SGDDs with the GZIP algorithm,

· terminals SHALL support both plain SGDDs and GZIP compressed SGDDs,

In the case of broadcast delivery of SGDDs, the network SHALL signal GZIP compression of SGDDs by setting the ‘content-encoding’ attribute of the FLUTE FDT instances listing the SGDDs. In the case of interactive delivery of SGDDs and SGDUs using HTTP, the network SHALL signal GZIP compression setting the ‘Content-Encoding’ attribute of the HTTP response.

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	ServiceGuideDeliveryDescriptor
	E
	
	
	The Service Guide Delivery Descriptor

Contains the following attributes:

id

version

Contains the following elements:

NotificationReception

BSMList

DescriptorEntry
	

	id
	A
	NM/TM
	0..1
	Unique identifier of the SGDD within one specific SG
	anyURI

	version
	A
	NM/TM
	0..1
	Version of SGDD. The newer version overrides the older one as soon as it has been received.
	unsignedInt 

	……
	
	
	
	
	

	DescriptorEntry
	E1
	NM/
TM
	1..N
	An entry in the Service Guide Delivery Descriptor.

Contains the following elements:

GroupingCriteria,

Transport,

AlternativeAccessURL,

ServiceGuideDeliveryUnit
	

	GroupingCriteria
	E2
	NM/
TM
	0..1
	Specifies the criteria for grouping Service Guide fragments in this Service Guide DescriptorEntry.

If several criteria for grouping are present at the same time, all those grouping criteria apply to the set of Service Guide fragments in this Service Guide DescriptorEntry.

Please note the same fragment may be declared in multiple DescriptorEntry of the same SGDD in case this fragment can meet multiple grouping criteria.

Contains the following elements:

TimeGroupingCriteria

GenreGroupingCriteria

BSMSelector

ServiceCriteria

The ‘GroupingCriteria’ MAY be present as sub-element of ‘DescriptorEntry’ covering all fragments in this DescriptorEntry. Further, the ‘GroupingCriteria’ MAY be present as sub-element of ‘Fragment’ assigning the criteria to a particular fragment. When the ‘GroupingCriteria’ is present on both of the mentioned levels, the terminal SHALL consider the fragment-level ‘GroupingCriteria’ providing additional (not overriding) grouping criteria for the fragment.
	

	TimeGroupingCriteria
	E3
	NM/
TM
	0..1
	Specifies the period of time this DescriptorEntry describes. (For example: declares a certain subgroup of valid Service Guide fragments for next 2 hours). This field contains the 32bits integer part of an NTP time stamp.

Contains the following attributes:

startTime,

endTime
A fragment matches the TimeGroupingCriteria if it describes information related to content or interactivity that can be distributed, consumed, or activated during a time interval that is not disjoint with the time interval specified by startTime/endTime.
	

	startTime
	A
	NM/
TM
	1
	Start of the time period of TimeGroupingCriteria. This field contains the 32bits integer part of an NTP time stamp.
	unsignedInt



	endTime
	A
	NM/
TM
	1
	End of the time period of TimeGroupingCriteria. This field contains the 32bits integer part of an NTP time stamp.
	unsignedInt



	GenreGroupingCriteria
	E3
	NM/
TM
	0..1
	Specifies the classification of the services/content associated with the fragments in this Service Guide Delivery Unit (e.g. comedy, action, drama).

The OMA BCAST Service Guide allows describing the format of the Genre element in the Service Guide in two ways:

· The first way is to use a free string

· The second way is to use the “href” attributes of the Genre element to convey the information in the form of a controlled vocabulary (classification scheme as defined in [TVA-Metadata] or classification list as defined in [MIGFG]).

The built-in XML attribute xml:lang MAY be used with this element to express the language.

The Network MAY instantiate several different sets of ‘Genre’ element, using it as a free string or with a ‘href’ attribute. The Network SHALL ensure the different sets have equivalent and non-conflicting meaning, and the terminal SHALL select one of the sets to interpret for the end-user.

Contains the following attributes:

type

href
	string

	type
	A
	NO/

TO
	0..1
	This attribute signals the level of this ‘Genre’ element.

The following values are allowed:

“main”

“secondary”

“other”
	string 

	href
	A
	NO/

TO
	0..1
	This attribute signals the controlled vocabulary used for this ‘Genre’ element. 

If this attribute is supported, terminals MAY support the following classification schemes according to [TVA-Metadata]:

· for values of the ‘type’ attribute equal to "main" or "secondary", the terminal MAY support levels 1-4 of the TV Anytime ContentCS classification scheme identified by the classificationSchemeURI urn:tva:metadata:cs:ContentCS:2005 as defined in Annex A.8 of [TVA-Metadata]

· for a value of the ‘type’ attribute equal to "other", the terminal MAY support levels 1-3 of the TV Anytime IntendedAudienceCS classification scheme identified by the classificationSchemeURI urn:tva:metadata:cs:IntendedAudienceCS:2005 as defined in Annex A.11 of [TVA-Metadata]. When the IntendedAudienceCS is provided simultaneously with an instantiation of the ‘TargetUserProfile’, the two SHALL have equivalent meaning.

· The network SHALL use the following URI syntax to signal terms from classification schemes:
<classificationSchemeURI> “:” <termID>

If this attribute is supported, terminals MAY also support the classification from [MIGFG]. In that case:

· This classification SHALL be signalled with  the URI “http://www.loc.gov/rr/mopic/miggen.html”

· The value carried in the ‘Genre’ element SHALL be used to convey the actual value of the classification as given in [MIGFG]

· The Network MAY use values “main” and “secondary” of the ‘type’ attribute so as to provide an ordering of two classification applying to the same Service.

Other Classification Schemes MAY be signalled with the 'href' attribute, however how they are used is out of scope of this specification.

For types 'main' and 'secondary', if this attribute is instantiated, the element ‘Genre’ SHALL be an empty string and the xml:lang attribute SHALL NOT be used. If this attribute is not instantiated, the ‘Genre’ element SHALL be a free string.
	anyURI

	BSMSelector
	E3
	NM/

TM
	0..N
	Specifies the BSM associated with the fragments in this Service Guide Delivery Unit by referencing a BSMSelector structure declared above.

Contains the following attribute:

idRef
	

	idRef
	A
	NM/TM
	1
	Reference to the identifier of the BSMSelector declared within the ‘BSMList’ above.
	anyURI

	ServiceCriteria
	E3
	NM/TM
	0..1
	Allows to group fragments by service. The value of this field is the fragment ID of the ‘Service’ fragment related to that service.
	anyURI

	Transport
	E2
	NM/
TM
	0..1
	The pointer to the transport session delivering the Service Guide fragments within Service Guide Delivery Units announced in this DescriptorEntry.

Contains the following attributes:

ipAddress,

port,

srcIpAddress,

transmissionSessionID,

hasFDT,
TMGI
	

	ipAddress
	A
	NM/
TM
	1
	Destination IP address of the target delivery session
	string

	port
	A
	NM/
TM
	1
	Destination port of target delivery session
	unsignedShort

	srcIpAddress
	A
	NM/
TM
	0..1
	Source IP address of the delivery session
In case source specific multicast scheme is applied in the transmissi‘n, then the ’srcIpAddress' attribute SHALL have as its value the IP address found in the IP-packets belonging to the IP-stream in question.

In case this attribute is omitted, there SHALL only be one source IP address from which the file delivery session originates which is defined by the combination of destination IP address, port and transmission session ID given.
	string

	transmissionSessionID
	A
	NM/
TM
	1
	This is the Transmission Session Identifier (TSI) of the session at ALC/LCT level
	unsignedShort 

	hasFDT
	A
	NO/
TM
	0..1
	If FDT is transmitted in the transport session delivering the Service Guide fragments, this attribute SHALL be set to “true”. Otherwise this attribute SHALL be set to “false”. The default value of this attribute is “true”.

If this element is set to “false”, 

· the FEC parameters related to transport objects delivering SGDUs in the transport session SHALL be signalled using EXT_FTI [RFC 3926].

· the optional compression of SGDUs SHALL be signalled using EXT_CENC [RFC 3926]. Note that EXT_CENC was originally defined in [RFC 3926] for signaling the encoding of the FDT, but is assigned to a different usage in this specification for the specific case of SGDU delivery directly using ALC.
	boolean

	TMGI
	A
	NM/
TM
	0..1
	Temporary Mobile Group Identity (TMGI) identifying the MBMS Bearer service of the delivery session as defined in [3GPP TS 24.008]. 
This attribute is present only when BCAST is adapted to MBMS.
	unsignedInt



	AlternativeAccessURL
	E2
	NM/
TM
	0..N
	Declares the alternative URL for retrieving the Service Guide fragments, declared in the parent ‘DescriptorEntry’ element, via the interaction channel. In addition, fragments not declared in the parent ‘DescriptorEntry’ MAY also be available. Terminal MAY check the availability of undeclared fragments by issuing an unspecific Service Guide request against the ‘AlternativeAccessURL’, as specified in section 5.4.3.2 of the present document.

If there are multiple instances of AlternativeAccessURL signalled, the terminal SHALL randomly select one of them to use. 
Note: usage of this element is specified in section 5.4.1.5.4 of the present document.
	anyURI

	ServiceGuideDeliveryUnit
	E2
	NM/
TM
	1..N
	A group of fragments.

Contains the following attributes:

transportObjectID,

versionIDLength,

contentLocation,

validFrom,

validTo

Contains the following element:

Fragment
	

	……
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