<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"

   "http://www.openmobilealliance.org/tech/DTD/DM_DDF-V1_2.dtd"

   [<?oma-dm-ddf-ver supported-versions="1.2"?>]>

<!--
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<MgmtTree>

   <VerDTD>1.2</VerDTD>

   <Node>

      <!-- X -->

      <NodeName/>

      <!-- Status: Required -->

      <DFProperties>

         <AccessType>

            <Get/>

         </AccessType>

         <DFFormat>

            <node/>

         </DFFormat>

         <Occurrence>

            <ZeroOrMore/>

         </Occurrence>

         <DFTitle>This interior node acts as a placeholder for one or more BCAST Management Object

            root nodes. It is MANDATORY if the UE supports OMA BCAST.</DFTitle>

         <DFType>

            <DDFName>urn:oma:mo:oma_bcast:1.0</DDFName>

         </DFType>

      </DFProperties>

      <Node>

         <!-- X / BCASTRelease -->

         <NodeName>BCASTRelease</NodeName>

         <!-- Status: Required -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <chr/>

            </DFFormat>

            <Occurrence>

               <One/>

            </Occurrence>

            <DFTitle>This leaf node specifies the BCAST release of the client. It is MANDATORY and

               MUST have the value “1.0” for this release.</DFTitle>

            <DFType>

               <MIME>text/plain</MIME>

            </DFType>

         </DFProperties>

      </Node>

      <Node>

         <!-- X / BCASTClientID -->

         <NodeName>BCASTClientID</NodeName>

         <!-- Status: Optional -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <chr/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This leaf node contains the BCAST_Client_ID used by the Smartcard Profile as

               per OMA-TS-BCAST-SvcCntProtection-V1_0</DFTitle>

            <DFType>

               <MIME>text/plain</MIME>

            </DFType>

         </DFProperties>

      </Node>

      <Node>

         <!--  X / ServiceProviders -->

         <NodeName>ServiceProviders</NodeName>

         <!-- Status: Required -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This interior node acts as a container for a list of Service Provider identifiers.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

         <Node>

            <!--  X / ServiceProviders / X -->

            <NodeName/>

            <!-- Status: Required -->

            <DFProperties>

               <AccessType>

                  <Get/>

               </AccessType>

               <DFFormat>

                  <node/>

               </DFFormat>

               <Occurrence>

                  <ZeroOrMore/>

               </Occurrence>

               <DFTitle>This interior node acts as a placeholder for a list of Service Provider identifiers.</DFTitle>

               <DFType>

                  <DDFName/>

               </DFType>

            </DFProperties>

            <Node>

               <!--  X / ServiceProviders / X / ID -->

               <NodeName>ID</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <chr/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies the Service Provider identifier for the BCAST Service

                     (URI).</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

         </Node>         

      </Node>

      <Node>

         <!-- X / SGServerAddress -->

         <NodeName>SGServerAddress</NodeName>

         <!-- Status: Required -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This interior node contains information about BCAST Service Guide Servers for

               the interactive mode.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

         <Node>

            <!--  X / SGServerAddress / X -->

            <NodeName/>

            <!-- Status: Required -->

            <DFProperties>

               <AccessType>

                  <Get/>

               </AccessType>

               <DFFormat>

                  <node/>

               </DFFormat>

               <Occurrence>

                  <ZeroOrMore/>

               </Occurrence>

               <DFTitle>This interior node serves as a placeholder for a list of addresses of BCAST

                  Service Guide Servers for the interactive mode.</DFTitle>

               <DFType>

                  <DDFName/>

               </DFType>

            </DFProperties>

            <Node>

               <!-- X / SGServerAddress / X / URL -->

               <NodeName>URL</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <chr/>

                  </DFFormat>

                  <Occurrence>

                     <One/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies the BCAST Service Guide server URL for the

                     interactive mode.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

         </Node>

      </Node>

      <Node>

         <!-- X / BDSEntryPoint -->

         <NodeName>BDSEntryPoint</NodeName>

         <!-- Status: Optional -->

         <!-- 

            It is RECOMMENDED to also include Add, Delete and Replace access types on the implementations, 

            in order to support write access on the sub-nodes to provision the necessary sets of information.

         -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This interior node contains information about the service entry points in the

               different BDSs.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

         <Node>

            <!-- X / BDSEntryPoint / X -->

            <NodeName/>

            <!-- Status: Optional -->

            <DFProperties>

               <AccessType>

                  <Get/>

               </AccessType>

               <DFFormat>

                  <node/>

               </DFFormat>

               <Occurrence>

                  <ZeroOrMore/>

               </Occurrence>

               <DFTitle>This interior node acts as a placeholder for sets of BDS-specific

                  information.</DFTitle>

               <DFType>

                  <DDFName/>

               </DFType>

            </DFProperties>

            <Node>

               <!-- X / BDSEntryPoint / X / IPDC -->

               <NodeName>IPDC</NodeName>

               <!-- Status: Optional -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <node/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This node acts as a container for all the BDS-specific information

                     regarding IPDC over DVB-H.</DFTitle>

                  <DFType>

                     <DDFName/>

                  </DFType>

               </DFProperties>

               <Node>

                  <!-- X / BDSEntryPoint / X / IPDC / Tuning -->

                  <NodeName>Tuning</NodeName>

                  <!-- Status: Optional -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <node/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrOne/>

                     </Occurrence>

                     <DFTitle>This interior node contains tuning parameters for the DVB-H receiver</DFTitle>

                     <DFType>

                        <DDFName/>

                     </DFType>

                  </DFProperties>

                  <Node>

                     <!-- X / BDSEntryPoint / X / IPDC / Tuning / Frequency -->

                     <NodeName>Frequency</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <int/>

                        </DFFormat>

                        <Occurrence>

                           <One/>

                        </Occurrence>

                        <DFTitle>This leaf node carries the center frequency of the DVB-H channel

                           to tune to, represented in kHz by a decimal number.</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>

                  <Node>

                     <!-- X / BDSEntryPoint / X / IPDC / Tuning / UseLPChannel -->

                     <NodeName>UseLPChannel </NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <bool/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrOne/>

                        </Occurrence>

                        <DFTitle>This leaf node provides the information which is needed to tune to

                           a hierarchically modulated DVB-H channel.</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>

               </Node>

               <Node>

                  <!-- X / BDSEntryPoint / X / IPDC / IPPlatformID -->

                  <NodeName>IPPlatformID</NodeName>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <int/>

                     </DFFormat>

                     <Occurrence>

                        <One/>

                     </Occurrence>

                     <DFTitle>This leaf node provides the DVB IP Platform ID according to [ETSI TS

                        102 470]. Contains a decimal number representing a 24 bit unsigned integer.</DFTitle>

                     <DFType>

                        <MIME>text/plain</MIME>

                     </DFType>

                  </DFProperties>

               </Node>

               <Node>

                  <!-- X / BDSEntryPoint / X / IPDC / DVBNetworkID -->

                  <NodeName>DVBNetworkID</NodeName>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <int/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrOne/>

                     </Occurrence>

                     <DFTitle>This leaf node provides the network ID to scope the IP platform ID

                        when not globally unique. Contains a decimal number representing a 16 bit

                        unsigned integer.</DFTitle>

                     <DFType>

                        <MIME>text/plain</MIME>

                     </DFType>

                  </DFProperties>

               </Node>

               <Node>

                  <!-- X / BDSEntryPoint / X / IPDC / ESGProviderID -->

                  <NodeName>ESGProviderID</NodeName>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <int/>

                     </DFFormat>

                     <Occurrence>

                        <One/>

                     </Occurrence>

                     <DFTitle>This leaf node provides the Service Guide Provider ID for SG

                        bootstrapping. Contains a decimal number representing a 16 bit unsigned

                        integer.</DFTitle>

                     <DFType>

                        <MIME>text/plain</MIME>

                     </DFType>

                  </DFProperties>

               </Node>

            </Node>

            <Node>

               <!-- X / BDSEntryPoint / X / MBMS -->

               <NodeName>MBMS</NodeName>

               <!-- Status: Optional -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <node/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This interior node acts as a container for all the BDS-specific

                     information regarding MBMS.</DFTitle>

                  <DFType>

                     <DDFName/>

                  </DFType>

               </DFProperties>

               <Node>

                  <!-- X / BDSEntryPoint / X / MBMS / SG -->

                  <NodeName>SG</NodeName>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <node/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrOne/>

                     </Occurrence>

                     <DFTitle>This interior node contains bootstrap parameters for SG reception

                        over MBMS broadcast bearer or SG retrieval over MBMS unicast bearer.</DFTitle>

                     <DFType>

                        <DDFName/>

                     </DFType>

                  </DFProperties>

                  <Node>

                     <!-- X / BDSEntryPoint / X / MBMS / SG / X -->

                     <NodeName/>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <node/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrMore/>

                        </Occurrence>

                        <DFTitle>This interior node acts as a placeholder a set of bootstrap

                           parameters for SG reception over MBMS broadcast bearer or SG retrieval

                           over MBMS unicast bearer.</DFTitle>

                        <DFType>

                           <DDFName/>

                        </DFType>

                     </DFProperties>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / SG / X / IPSourceAddress -->

                        <NodeName>IPSourceAddress</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <chr/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrOne/>

                           </Occurrence>

                           <DFTitle>This leaf node contains the IP Source Address of the SG

                              delivery session for a broadcasted SG.</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / SG / X / IPMulticastAddress -->

                        <NodeName>IPMulticastAddress</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <chr/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrOne/>

                           </Occurrence>

                           <DFTitle>This leaf node contains the IP Multicast Address of the SG

                              delivery session for a broadcasted SG.</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / SG / X / Port -->

                        <NodeName>Port</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <int/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrOne/>

                           </Occurrence>

                           <DFTitle>This leaf node contains the port number for a broadcasted SG,

                              as a decimal number representing a 16 bit unsigned integer.</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / SG / X / BCBearer -->

                        <NodeName>BCBearer</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <node/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrOne/>

                           </Occurrence>

                           <DFTitle>This interior node 
acts as a placeholder for sets of MBMS bearer parameter used for reception of a broadcasted SG.</DFTitle>

                           <DFType>

                              <DDFName/>

                           </DFType>

                        </DFProperties>

                        <Node>

                           <!-- X / BDSEntryPoint / X / MBMS / SG / X / BCBearer / TMGI -->

                           <NodeName>TMGI</NodeName>

                           <!-- Status: Required -->

                           <DFProperties>

                              <AccessType>

                                 <Get/>

                              </AccessType>

                              <DFFormat>

                                 <chr/>

                              </DFFormat>

                              <Occurrence>

                                 <ZeroOrOne/>

                              </Occurrence>

                              <DFTitle>This leaf node contains the Temporary Mobile Group Identity

                                 (TMGI) for a broadcasted SG as defined in [3GPP TS 24.008]. </DFTitle>

                              <DFType>

                                 <MIME>text/plain</MIME>

                              </DFType>

                           </DFProperties>

                        </Node>

                        <Node>

                           <!-- X / BDSEntryPoint / X / MBMS / SG / X / BCBearer / IsCounting -->

                           <NodeName>IsCounting</NodeName>

                           <!-- Status: Required -->

                           <DFProperties>

                              <AccessType>

                                 <Get/>

                              </AccessType>

                              <DFFormat>

                                 <bool/>

                              </DFFormat>

                              <Occurrence>

                                 <One/>

                              </Occurrence>

                              <DFTitle>This leaf node contains the information element MBMS Counting Information as defined in [3GPP TS 25.413]. 

                                 It indicates whether the RAN level counting procedures is applicable or not for the MBMS broadcast mode.</DFTitle>

                              <DFType>

                                 <MIME>text/plain</MIME>

                              </DFType>

                           </DFProperties>

                        </Node>

                     </Node>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / SG / X / URLs -->

                        <NodeName>URLs</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <node/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrOne/>

                           </Occurrence>

                           <DFTitle>This intermediate node contains a list of URLs where an SDP describing the

                              delivery session of a broadcasted SG can be fetched.</DFTitle>

                           <DFType>

                              <DDFName/>

                           </DFType>

                        </DFProperties>

                        <Node>

                           <!-- X / BDSEntryPoint / X / MBMS / SG / X / URLs / X -->

                           <NodeName/>

                           <!-- Status: Required -->

                           <DFProperties>

                              <AccessType>

                                 <Get/>

                              </AccessType>

                              <DFFormat>

                                 <node/>

                              </DFFormat>

                              <Occurrence>

                                 <ZeroOrMore/>

                              </Occurrence>

                              <DFTitle>This intermediate node acts as a placeholder for a list of URLs where an SDP describing the

                                 delivery session of a broadcasted SG can be fetched.</DFTitle>

                              <DFType>

                                 <DDFName/>

                              </DFType>

                           </DFProperties>

                           <Node>

                              <!-- X / BDSEntryPoint / X / MBMS / SG / X / URLs / X / URL -->

                              <NodeName>URL</NodeName>

                              <!-- Status: Required -->

                              <DFProperties>

                                 <AccessType>

                                    <Get/>

                                 </AccessType>

                                 <DFFormat>

                                    <chr/>

                                 </DFFormat>

                                 <Occurrence>

                                    <One/>

                                 </Occurrence>

                                 <DFTitle>This leaf node contains the URL where an SDP describing the

                                    delivery session of a broadcasted SG can be fetched.</DFTitle>

                                 <DFType>

                                    <MIME>text/plain</MIME>

                                 </DFType>

                              </DFProperties>

                           </Node>

                        </Node>

                     </Node>

                  </Node>

                  <Node>

                     <!-- X / BDSEntryPoint / X / MBMS / APNs -->

                     <NodeName>APNs</NodeName>
                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <node/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrOne/>

                        </Occurrence>

                        <DFTitle>This interior node contains a list of URIs of usable MBMS Access Point Names

                           (APN).</DFTitle>

                        <DFType>

                           <DDFName/>

                        </DFType>

                     </DFProperties>

                     <Node>

                        <!-- X / BDSEntryPoint / X / MBMS / APNs / X -->

                        <NodeName/>
                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <node/>

                           </DFFormat>

                           <Occurrence>

                              <ZeroOrMore/>

                           </Occurrence>

                           <DFTitle>This interior node acts as a placeholder for a list of URIs of usable MBMS Access Point Names

                              (APN).</DFTitle>

                           <DFType>

                              <DDFName/>

                           </DFType>

                        </DFProperties>

                        <Node>

                           <!-- X / BDSEntryPoint / X / MBMS / APNs / X / APN -->

                           <NodeName>APN</NodeName>

                           <!-- Status: Required -->

                           <DFProperties>

                              <AccessType>

                                 <Get/>

                              </AccessType>

                              <DFFormat>

                                 <chr/>

                              </DFFormat>

                              <Occurrence>

                                 <One/>

                              </Occurrence>

                              <DFTitle>This leaf node contains the URI of a usable MBMS Access Point Name
                                 (APN).</DFTitle>

                              <DFType>

                                 <MIME>text/plain</MIME>

                              </DFType>

                           </DFProperties>






















                        </Node>

                     </Node>

                  </Node>

               </Node>

               <Node>

                  <!-- X / BDSEntryPoint / X / MBMS / NotificationBCBearer -->
                  <NodeName>NotificationBCBearer</NodeName>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <node/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrOne/>

                     </Occurrence>

                     <DFTitle>This interior node acts as a placeholder for sets of MBMS bearer parameter used for reception of a broadcasted SG.</DFTitle>

                     <DFType>

                        <DDFName/>

                     </DFType>

                  </DFProperties>

                  <Node>

                     <!-- X / BDSEntryPoint / X / MBMS / NotificationBCBearer / TMGI -->

                     <NodeName>TMGI</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <chr/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrOne/>

                        </Occurrence>

                        <DFTitle>This leaf node contains the Temporary Mobile Group Identity

                           (TMGI) for a broadcasted SG as defined in [3GPP TS 24.008]. </DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>

                  <Node>

                     <!-- X / BDSEntryPoint / X / MBMS / NotificationBCBearer / IsCounting -->

                     <NodeName>IsCounting</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <bool/>

                        </DFFormat>

                        <Occurrence>

                           <One/>

                        </Occurrence>

                        <DFTitle>This leaf node contains the information element MBMS Counting Information as defined in [3GPP TS 25.413]. 

                           It indicates whether the RAN level counting procedures is applicable or not for the MBMS broadcast mode.</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>

               </Node>

            </Node>

            <Node>

               <!-- X / BDSEntryPoint / X / BCMCS  -->

               <NodeName>BCMCS</NodeName>

               <!-- Status: Optional -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <node/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This interior node acts as a placeholder for all the BDS-specific information regarding BCMCS.</DFTitle>

                  <DFType>

                     <DDFName/>

                  </DFType>

               </DFProperties>

               <Node>

                  <!-- X / BDSEntryPoint / X / BCMCS / X -->

                  <NodeName/>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <node/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrMore/>

                     </Occurrence>

                     <DFTitle>This interior node acts as a placeholder for a list of Networks recognized by the terminal. </DFTitle>

                     <DFType>

                        <DDFName/>

                     </DFType>

                  </DFProperties>

                  <Node>

                     <!-- X / BDSEntryPoint / X / BCMCS / X / NetworkID  -->

                     <NodeName>NetworkID</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <chr/>

                        </DFFormat>

                        <Occurrence>

                           <One/>

                        </Occurrence>

                        <DFTitle>This leaf node contains network region identification information for BCMCS.</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>   

                  <Node>

                     <!-- X / BDSEntryPoint / X / BCMCS / X / ControllerIPAddress -->

                     <NodeName>ControllerIPAddress</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <chr/>

                        </DFFormat>

                        <Occurrence>

                           <One/>

                        </Occurrence>

                        <DFTitle>This leaf node contains the IP address of the BCMCS Controller, saving DHCP bootstrap time.</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>   

                  <Node>

                     <!-- X / BDSEntryPoint / X / BCMCS / X / SGMulticastAddress -->

                     <NodeName>SGMulticastAddress</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <chr/>

                        </DFFormat>

                        <Occurrence>

                           <One/>

                        </Occurrence>

                        <DFTitle>This leaf node contains a string in the form of  "Hostname/Address:Port>".</DFTitle>

                        <DFType>

                           <MIME>text/plain</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>   

                  <Node>

                     <!-- X / BDSEntryPoint / X / BCMCS / X / ROHCU -->

                     <NodeName>ROHCU</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <node/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrOne/>

                        </Occurrence>

                        <DFTitle>This interior node contains ROHC Unidirectional (ROHC-U) parameters for BCMCS IP multicast communication.  

                           If the node is not present, compression is not enabled.</DFTitle>

                        <DFType>

                           <DDFName/>

                        </DFType>

                     </DFProperties>

                     <Node>

                        <!-- X / BDSEntryPoint / X / BCMCS / X / ROHCU / MaxCID -->

                        <NodeName>MaxCID</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <int/>

                           </DFFormat>

                           <Occurrence>

                              <One/>

                           </Occurrence>

                           <DFTitle>This leaf node indicates the maximum number of CIDs used by ROHC-U</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>   

                     <Node>

                        <!-- X / BDSEntryPoint / X / BCMCS / X / ROHCU / LargeCIDs -->

                        <NodeName>LargeCIDs</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <bool/>

                           </DFFormat>

                           <Occurrence>

                              <One/>

                           </Occurrence>

                           <DFTitle>This leaf node is true when large CIDs (1 or 2 bytes) are used, otherwise it is false and small CIDs (0 or 1) are used</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>   

                     <Node>

                        <!-- X / BDSEntryPoint / X / BCMCS / X / ROHCU / MaxHeaderSize -->

                        <NodeName>MaxHeaderSize</NodeName>

                        <!-- Status: Required Optional -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <int/>

                           </DFFormat>

                           <Occurrence>

                              <One/>

                           </Occurrence>

                           <DFTitle>This leaf node contains the maximum header size, in octets, that can be compressed</DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>   

                     <Node>

                        <!-- X / BDSEntryPoint / X / BCMCS / X / ROHCU / MRRU -->

                        <NodeName>MRRU</NodeName>

                        <!-- Status: Required -->

                        <DFProperties>

                           <AccessType>

                              <Get/>

                           </AccessType>

                           <DFFormat>

                              <int/>

                           </DFFormat>

                           <Occurrence>

                              <One/>

                           </Occurrence>

                           <DFTitle>This leaf node contains the size of the Maximum Reconstructed Reception Unit, 

                              in octets, that the decompressor is expected to reassemble from segments. </DFTitle>

                           <DFType>

                              <MIME>text/plain</MIME>

                           </DFType>

                        </DFProperties>

                     </Node>   

                  </Node>   

               </Node>               

            </Node>   

         </Node>

      </Node>

      <Node>

         <!-- X / BSMSelector -->

         <NodeName>BSMSelector </NodeName>

         <!-- Status: Required -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This interior node contains information about the BSMSelector structures

               associated with the BSM of the Home or Roaming Broadcast Service Provider.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

         <Node>

            <!-- X / BSMSelector / X -->

            <NodeName/>

            <!-- Status: Required -->

            <DFProperties>

               <AccessType>

                  <Get/>

               </AccessType>

               <DFFormat>

                  <node/>

               </DFFormat>

               <Occurrence>

                  <ZeroOrMore/>

               </Occurrence>

               <DFTitle>This interior node acts as a placeholder for a set of BSMSelector

                  information.</DFTitle>

               <DFType>

                  <DDFName/>

               </DFType>

            </DFProperties>

            <Node>

               <!-- X / BSMSelector / X / Name -->

               <NodeName>Name</NodeName>

               <!-- Status: Optional -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <chr/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies a user readable name of the BSMFilterCode.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / BSMSelector / X / BSMFilterCode -->

               <NodeName>BSMFilterCode</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <xml/>

                  </DFFormat>

                  <Occurrence>

                     <One/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies the value of the BSMFilterCode associated with

                     the BSM. The value is a BSMFilterCode XML structure as defined in

                     OMA-TS-BCAST_ServiceGuide-V1_0 section 5.4.1.5.2.</DFTitle>

                  <DFType>

                     <MIME>text/xml</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / BSMSelector / X / IsHomeBSM -->

               <NodeName>IsHomeBSM</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DefaultValue>false</DefaultValue>

                  <DFFormat>

                     <bool/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies whether the BSM that is associated with the

                     BSMSelector belongs to the Home Broadcast Service Provider of the user.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / BSMSelector / X / HomeServiceProvisioningRequestAddress -->

               <NodeName>HomeServiceProvisioningRequestAddress</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <chr/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies the address (URL) of the BSM the terminal can use to issue Service Provisioning requests.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / BSMSelector / X / RoamingRules -->

               <NodeName>RoamingRules</NodeName>

               <!-- Status: Optional -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <node/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This interior node contains a list of RoamingRule structures associated with the BSMSelector.</DFTitle>

                  <DFType>

                     <DDFName/>

                  </DFType>

               </DFProperties>

               <Node>

                  <!-- X / BSMSelector / X / RoamingRules / X -->

                  <NodeName/>

                  <!-- Status: Required -->

                  <DFProperties>

                     <AccessType>

                        <Get/>

                     </AccessType>

                     <DFFormat>

                        <node/>

                     </DFFormat>

                     <Occurrence>

                        <ZeroOrMore/>

                     </Occurrence>

                     <DFTitle>This interior node cts as a placeholder for a list of RoamingRule structures associated with the BSMSelector.</DFTitle>

                     <DFType>

                        <DDFName/>

                     </DFType>

                  </DFProperties>

                  <Node>

                     <!-- X / BSMSelector / X / RoamingRules / X / Rule -->

                     <NodeName>Rule</NodeName>

                     <!-- Status: Required -->

                     <DFProperties>

                        <AccessType>

                           <Get/>

                        </AccessType>

                        <DFFormat>

                           <xml/>

                        </DFFormat>

                        <Occurrence>

                           <ZeroOrMore/>

                        </Occurrence>

                        <DFTitle>This leaf node contains the RoamingRule given as a RoamingRule XML structure as defined in

                           section 5.4.1.5.2 of OMA-TS-BCAST_ServiceGuide-V1_0.</DFTitle>

                        <DFType>

                           <MIME>text/xml</MIME>

                        </DFType>

                     </DFProperties>

                  </Node>

               </Node>

            </Node>

         </Node>

      </Node>

      <Node>

         <!-- X / Roaming -->

         <NodeName>Roaming</NodeName>

         <!-- Status: Optional-->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>This interior node is a container for Roaming structures.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

         <Node>

            <!-- >X / Roaming / X -->

            <NodeName/>

            <!-- Status: Optional -->

            <DFProperties>

               <AccessType>

                  <Get/>

               </AccessType>

               <DFFormat>

                  <node/>

               </DFFormat>

               <Occurrence>

                  <ZeroOrMore/>

               </Occurrence>

               <DFTitle>This interior node is a placeholder for a list of Roaming structures.</DFTitle>

               <DFType>

                  <DDFName/>

               </DFType>

            </DFProperties>

            <Node>

               <!-- X / Roaming / X / HomeRoamingRuleRequestAddress -->

               <NodeName>HomeRoamingRuleRequestAddress</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <chr/>

                  </DFFormat>

                  <Occurrence>

                     <One/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies the URL of the default Server to which the

                     terminal can send RoamingRule Requests related to the BSMSelector in case no

                     other contact points are signalled.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / Roaming / X / ForceHomeRoamingRuleRequestAddress -->

               <NodeName>ForceHomeRoamingRuleRequestAddress</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DefaultValue>true</DefaultValue>

                  <DFFormat>

                     <bool/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies whether the Terminal SHALL override any other

                     RoamingRuleRequestAddresses and always contact the address represented by

                     HomeRoamingRuleRequestAddress.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / Roaming / X / IgnoreUnIdentifiedBSM -->

               <NodeName>IgnoreUnIdentifiedBSM</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DFFormat>

                     <bool/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies whether Terminal SHALL ignore fragments that

                     are not associated with BSMSelector(s).</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

            <Node>

               <!-- X / Roaming / X / UseVisitedServiceProvisioningMode -->

               <NodeName>UseVisitedServiceProvisioningMode</NodeName>

               <!-- Status: Required -->

               <DFProperties>

                  <AccessType>

                     <Get/>

                  </AccessType>

                  <DefaultValue>true</DefaultValue>

                  <DFFormat>

                     <bool/>

                  </DFFormat>

                  <Occurrence>

                     <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>This leaf node specifies whether Terminal SHALL initiate the service

                     provisioning requests through Visited BSM or Home BSM.</DFTitle>

                  <DFType>

                     <MIME>text/plain</MIME>

                  </DFType>

               </DFProperties>

            </Node>

         </Node>

      </Node>

      <Node>

         <!-- X / Ext -->

         <NodeName>Ext</NodeName>

         <!-- Status: Optional -->

         <DFProperties>

            <AccessType>

               <Get/>

            </AccessType>

            <DFFormat>

               <node/>

            </DFFormat>

            <Occurrence>

               <ZeroOrOne/>

            </Occurrence>

            <DFTitle>Inside this interior node, vendor specific information related to BCAST can be

               placed.</DFTitle>

            <DFType>

               <DDFName/>

            </DFType>

         </DFProperties>

      </Node>

   </Node>

</MgmtTree>
