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1 Reason for Change

MPD may be delivered through Media Presentation Description fragment in the service guide but also using the USDB (User service description bundle) of MBMS. When there is a discrepancy between information provided in the MPD of the service guide and provided through the USDB, precedence is given to the MBMS USDB. The presence of the USDB information referenced in the service guide shows that the server is MBMS oriented and then the information should be more accurate in the USDB. This precedence needs to be clarified in the service guide spec.
2 Impact on Backward Compatibility
No backward compatibility issues.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to the group to accept the change proposed in this contribution.

6 Detailed Change Proposal

Change 1:  Change in section 8.1
8.1 Media Presentation Description Information

The Media Presentation Description information MAY be directly contained in the associated ‘Access’ fragment. In this case the in-lined Media Presentation Description conformed to the  MPD format as defined in [MPEG-DASH] SHALL be embedded in the ‘Access’ fragment  either in a CDATA section or base64-encoded.
Further, such information, in the form of ‘MediaPresentationDescription’ fragments MAY be referenced by ‘idRef’ attribute in the associated ‘Access’ fragment, and encapsulated into a SGDU for broadcast delivery. Finally, ‘MediaPresentationDescription’ fragments MAY be referenced from the associated ‘Access’ fragment by the ‘uri’ attribute containing an absolute URI pointing to an external resource which is fetched via the interaction channel.
An ‘Access’ fragment MAY reference zero or more ‘MediaPresentationDescription’ fragments by reference inside the ‘mediaPresentationDescription’ element in the following manner:

· via the MDPRef element, the ‘Access’ fragment MAY reference zero or one ‘MediaPresentationDescription’ fragments, containing the Media Presentation Description as defined in [MPEG-DASH], or

· via the USBDRef element, the ‘Access’ fragment MAY reference zero or one ‘MediaPresentationDescription’ fragments contained in MBMS User Service Bundle Descriptions (USBD) as specified in [3GPP TS 26.346] section 5.2.2,
Fragments referenced via MDPRef element and via USBDRef element SHOULD be identical. In the case there is a discrepancy between information given in the ‘MediaPresentationDescription’ fragments referenced via the MPDRef element and those referenced via the USBDRef element, information referenced via the USBDRef element takes precedence over the one referenced via  MPDRef element.
An ‘Access’ fragment MAY provide more than one ‘MediaPresentationDescription’ fragments over the interaction channel through the use of multiples instances of the ‘UnicastServiceDelivery’ element.
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