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1 Reason for Change

During the Messaging Interworking session at the San Diego WG-meeting, the purpose of the message store within the AD was discussed. This CR updates the AD to reflect the agreements on the updated definitions for the message store.

2 Impact on Backward Compatibility

None. This is the initial AD for the WID.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

No IPR involved.

5 Recommendation

Review and comment on the proposed changes and approve them for the AD.

6 Detailed Change Proposal

1. Add the following reference to section 2.2:

	[OMA-OSE]
	””OMA Service Environment”, Open Mobile Alliance, OMA-Service-Environment-V1_0_1, URL:http://www.openmobilealliance.org/


2. Change section 5.3.5 as follows:

5.3.5 Message Store

This logical entity provides persistent storage of messages in the network that may be accessed by the messaging servers and the MR to store and retrieve the message being sent. The messaging servers and the MR use the Message Store to implement their store-and-forwards behaviour. The Message Store is not used as a communication channel between entities, i.e. a messaging server does not have access to the messages stored by the MR, and vice-versa.
3. Change section 5.3.6 as follows:

5.3.6 Reference points 

	Ref Point
	Between Entities
	Description

	OM1
	Originating Client & Server
	Reference point internally specified by the originating messaging service.  This reference point is internal to the originating messaging service and is out-of-scope for this document.

	RM1
	Recipient Server & Client
	Reference point internally specified by the recipient messaging service.  This reference point is internal to the originating messaging service and is out-of-scope for this document.

	IM1
	Messaging server & MR
	Reference point that allows a messaging server to invoke the MR functionality and allows the MR to transfer the message to recipient messaging server.  This may be based on the native inter-server protocols, e.g. MM4 in MMS, of the P2P Communication enablers. 

	IM2
	Messaging server/relay & AdrR
	Reference point that supports address resolution functionality and provides the messaging server with translation of addresses to different formats

	IM3
	Messaging server/relay & User Profile
	Reference point that supports retrieval of user preferences & subscription information 

	IM4
	Messaging server/relay & Content/Header Transcoding 
	Standard Transcoding Interface 

	IM5
	Messaging server/relay & message store
	Reference point that supports the optional storage, retrieval, and maintenance of messages in a network based persistent storage. This reference point is considered to be an I2 interface in OSE terms (see [OMA-OSE] for details), i.e. it is a proprietary interface that is not standardized within OMA.

	IMCN
	Messaging servers in separate networks
	Reference point internally specified by originating messaging service to transfer messages between servers in different networks.  This reference point is out of scope for this specification.
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