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1 Reason for Change

Based on the discussion in “OMA-MWG-CPM-2007-0277-INP_User_Preferences_Profiles_Proposal”, this CR proposes to add the description for UPR interfaces.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Group is requested to review and agree the changes proposed in this CR.
6 Detailed Change Proposal

Change 1:  Adding description to UPR interfaces
5.3.3 Interfaces between CPM Entities

5.3.3.1 CPM-CONV

The CPM-CONV interface is provided by the CPM Conversation Server to allow other entities (such as the CPM Client) to access / trigger the functionalities of the CPM Conversation Server on behalf of a user.

In an optional configuration, a remote CPM Client from a different domain may communicate with the CPM Conversation Server over this interface, e.g. to allow direct Media flow between the CPM Client and a CPM Conversation Server performing the CPM Controlling Function, depending on service provider policies and user preferences. This may happen, for example, when a CPM Client initiates communication using a CPM Pre-defined Group managed in another network, with floor control centralized in one CPM Controlling Function, and when the CPM Participating Function in the CPM Client’s domain does not insert itself in the User Plane communication.

Editor’s Note: Move the above paragraph to the System Description TS.

Supported functionality:
· CPM Session signalling
· CPM Group Session related signalling for:
· Subscription and notification of Participant and CPM Group Session state information

· CPM Group Session control requests (e.g. adding Participants) 
· CPM Message transfer
· Continuous Media transfer
· Control of continuous Media transfers
· Delivery of stored deferred messages
The protocols used for the CPM- CONV interface are SIP, MSRP [RFC4975], and RTP/RTCP [RFC3550]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. MSRP is used for the transfer of Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session. RTP is used for continuous Media transport and RTCP supports for the exchange of information needed to control RTP sessions.
Editor’s Note: It is for FFS how to reuse existing IM and PoC functionalities.  The IM-7 reference point as defined in [OMA SIMPLE IM AD] closely resembles the functionality expected here.
5.3.3.2 CPM-IW

The CPM-IW interface is provided by the Interworking Function to allow other entities (such as the CPM Conversation Server) to perform interworking functionality of CPM Messages, continuous Media, and CPM Sessions towards Non-CPM Communication Services.

Supported functionality:
· CPM Session signalling
· CPM Message transfer
The protocols used for the CPM-IW interface are SIP and MSRP [RFC4975]. SIP is used for CPM Session signalling and for discrete Pager Mode CPM Message transfer. MSRP is used for the transfer Large Message Mode CPM Messages, as well as for the exchange of CPM Messages, both small and large, within a CPM Session.
5.3.3.3 CPM-AB1
5.3.3.4 CPM-UPR1

The CPM-UPR1 interface is provided by the CPM User Preferences to allow other entities (such as the CPM Client) to create, name, delete, personalize User Preferences Profiles, inform active profile name and to be notified (upon request) of changes to the user preferences of a CPM User.

Supported functionality:

· Creating, naming and deleting User Preferences Profiles
· Personalizing user preferences within User Preferences Profiles
· Indicating active profile name
· Subscription and notification of changes in XML documents.
The protocol for the CPM-UPR1 interface is XCAP and SIP.

5.3.3.5 CPM-UPR2

The CPM-UPR2 interface is provided by the CPM User Preferences to allow other entities (such as the CPM Conversation Server, Message and Media Storage etc) to know the user preferences of a CPM User for an active User Preferences Profile associated to a device.

Supported functionality:

· Providing user preferences  for active User Preferences Profile
The protocol for the CPM-UPR2 interface is SIP.
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