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1 Reason for Change

In order to be interoperable with other specification, feature tag used by CPM for video sharing should be consistent with the GSMA IR74 specification

R01 – include new working following discussion in Boston. 
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to discus this proposal 
6 Detailed Change Proposal

Change 1:  Add reference
a. Normative References

	[3GPP TS24.229]
	“IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP);”, 3GPP, TS24.229, URL:http://www.3gpp.org/

	[3GPP2 X.S0013.004]
	“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP”, 3GPP2, X.S0013.004, URL:http://www.3gpp2.org/

	[draft-ietf-sip-gruu]
	“Obtaining and Using Globally Routable User Agent (UA) URIs (GRUU) in the Session Initiation Protocol (SIP)”, J. Rosenberg, 11 October 2007, URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-gruu-15.txt

	[draft-ietf-sip-outbound]
	“Client Initiated Connections in the Session Initiation Protocol (SIP)”, C. Jennings, 29 October 2008, URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-outbound-16.txt

	[draft-update-pai]                       
	“Updates to Asserted Identity in the Session Initiation Protocol (SIP) 
URL: http://tools.ietf.org/html/draft-ietf-sipping-update-pai-09.txt

	[OMA-SIMPLE-IM]
	“Instant Messaging using SIMPLE”; Open Mobile Alliance™, OMA-TS-SIMPLE_IM-V1_0,  URL: http://www.openmobilealliance.org/  

	[OMA-CPM-AD]
	“Converged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-CPM-RD]
	“Converged IP Messaging Requirements”, Open Mobile Alliance™, OMA-RD-CPM-V1_0, URL:http://www.openmobilealliance.org/


	[OMA-CPM-SD]
	“Converged IP Messaging System Description”, Open Mobile Alliance™, OMA-TS-CPM_System_Description-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-XDM-Shared-Policy]
	“Shared Policy XDM Specification”; Open Mobile Alliance™, OMA-TS-XDM_Shared_Policy-V1_0,  URL: http://www.openmobilealliance.org/  

	[OMA-XDM-Shared-Group]
	“Shared Group XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Shared_Group-V1_0,

URL:http://www.openmobilealliance.org/

	[RFC2046]
	IETF RFC 2046: “Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”,
URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119: “Key words for use in RFCs to Indicate Requirement Levels”,
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC3261]
	IETF RFC 3261 (June 2002): “SIP: Session Initiation Protocol”, 
URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3264]
	IETF RFC 3264: “An Offer/Answer Model with the Session Description Protocol (SDP) ”, 
URL: http://www.ietf.org/rfc/rfc3264.txt

	[RFC3265]
	IETF RFC 3265: “Session Initiation Protocol (SIP)-Specific Event Notification”,
URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC3323]
	IETF RFC 3265: “A Privacy Mechanism for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3323.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”,  URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3428]
	IETF RFC 3428: “Session Initiation Protocol (SIP) Extension for Instant Messaging”,

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3680]
	IETF RFC 3680: “A Session Initiation Protocol (SIP) Event Package for Registrations”,

URL: http://www.ietf.org/rfc/rfc3680.txt

	[RFC3840]
	IETF RFC 3840 (Aug 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)", URL: http://www.ietf.org/rfc/rfc3840.txt

	[RFC3841]
	IETF RFC 3841: “Caller Preferences for the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc3841.txt

	[RFC3903],
	IETF RFC 3903: “Session Initiation Protocol (SIP) Extension for Event State Publication”,
URL: http://www.ietf.org/rfc/rfc3903.txt

	[RFC4028]
	IETF RFC 4028: “Session Timers in the Session Initiation Protocol (SIP)”,
URL: http://www.ietf.org/rfc/rfc4028.txt

	[RFC4353]
	IETF RFC 3261: “Conferencing Framework with SIP”,

URL: http://www.ietf.org/rfc/rfc4353.txt

	[RFC4483]
	IETF RFC 2119: “A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages”,
URL:http://www.ietf.org/rfc/rfc4483.txt

	[RFC4566]
	IETF RFC 4566: “SDP: Session Description Protocol”,
URL: http://www.rfc-editor.org/rfc/rfc4566.txt

	[RFC4575]
	IETF RFC 4575: “A Session Initiation Protocol (SIP) Event Package for Conference State”,
URL: http://www.ietf.org/rfc/rfc4575.txt

	[RFC4579]
	IETF RFC 4579: “Session Initiation Protocol (SIP) Call Control - Conferencing for User Agents”,
URL: http://www.ietf.org/rfc/rfc4579.txt

	[RFC4975]
	IETF RFC 4975: “The Message Session Relay Protocol (MSRP)”,
URL: http://www.ietf.org/rfc/rfc4975.txt

	[RFC5365]
	IETF RFC 5365: “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol”, 
URL: http://www.ietf.org/rfc/rfc5365.txt

	[RFC5366]
	IETF RFC 5366: “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, URL: http://www.ietf.org/rfc/rfc5366.txt

	[RFC5438]
	IETF RFC 5438: “Instant Message Disposition Notification (IMDN)”, 
URL: http://www.rfc-editor.org/rfc/rfc5438.txt

	[VIDEOSHARE]
	PRD IR.74 Video Share Interoperability Specification, 1.3, http://www.gsmworld.com/documents/IR7413.pdf


Change 2:  Add definition

During Boston meeting it was discussed to add a definition for the video share service. Please see CR421
Change 3:  Add text

8.4 CPM Session Signalling Plane handling

8.4.1 Session Invitation on Originating Side

5.2.1.1 Receive Session Invitation 

Editor's note: Priority: HIGH

5.2.1.2 Receive Cancel message

Editor's note: Priority: MEDIUM

8.4.2 Session Invitation on Terminating Side

Editor's note: Priority: HIGH

8.4.3 Closing CPM 1-1 Session

Editor's note: Priority: HIGH

8.4.4 Modifying a CPM 1-1 Session

Editor's note: Priority: MEDIUM

8.4.5 Media Streams usage

Editor's note: Priority: MEDIUM

8.4.5.1 Video share service

In order to identify the video share service, the CPM Client SHALL support in the SIP messages:
· The indication of the +g.3gpp.cs-voice feature tag as defined in Video Share [VIDEOSHARE] when initiating CPM Session Invitation for video share [VIDEOSHARE], both in case of pre-established voice call and in case of video share outside voice call
· This feature tag must be carried in the following SIP messages : 
Following SIP messages carry this Feature tag:

· INVITE (in Accept-Contact and Contact header)  and associated 200 OK (in Contact header)

· OPTIONS (in Accept-Contact and optionally in Contact header)  and associated 200 OK (in Contact header)
· REGISTER (in Contact header, handling of Feature tag in REGISTER method in the network is optional) and in associated 200 OK (in Contact header)

· the SDP information with Media type, codec supported and RTP Port Information in the SIP Invite 
SDP attribute optionality is described below:

· a=framesize (Optional)

· a=framerate (Optional)

· a=rtpmap (Mandatory)

· a=fmtp (Mandatory by terminating side)

· a=recvonly (Mandatory by session terminating side)

· a=sendonly (Mandatory by session originating side)

· b-line (Mandatory by session terminating side)

· m-line (Mandatory)

8.4.6 Anonymous Participation

Editor's note: Priority: LOW

8.4.7 Forward of CPM Group Session requests

Editor's note: Priority: HIGH

8.5 CPM Session User Plane handling

Editor's note: Priority: HIGH
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