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Change Request

	Title:
	Architecture Diagram Updates
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA MWG CPM

	Doc to Change:
	OMA-AD-CPM-V1_0-20091024-D

	Submission Date:
	7 Dec 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Nam-Young Kwak, WinIT  Inc., nykwak@winitinc.com
Hyoung-Seok Lee, ETRI, hyslee@etri.co.kr

	Replaces:
	n/a


1 Reason for Change

This Contribution is to propose the Security Functional Model between OMA-SEC and the OMA-CPM.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA MWG CPM is recommended to review the proposed changes and to agree with them.
6 Detailed Change Proposal
Change 1:  Add a new Server and Client for Securiy Enabler  in figure 3
[image: image3.jpg]"sOMaQa
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Change 2:  Add a text for Securty Enabler in 5.2
The CPM functional components interact with the following external functional components to be able to provide the functionalities of the CPM Enabler:
· A SIP/IP core, which is an underlying infrastructure that provides SIP-based and IP-based functionalities that are needed to support the CPM Enabler. See section 5.3.2.1 for details of this external functional component.
· Supporting Enablers, which are other OMA Enablers being used to support the CPM Enabler. The following supporting Enablers are used by the CPM Enabler:
· The Presence Enabler for retrieving Presence Information from and publishing Presence Information to.
· The XDM Enabler for storage and manipulation of CPM User preferences, User Preferences Profiles, CPM Group definitions, user list definitions, and user policy information.

· The Charging Enabler for the submission of charging information.

· The Push Enabler for the delivery of notifications to the Device(s) of a CPM User.

· The CAB Enabler for complementing the CPM Enabler with address book functionality
· The Device Management Enabler for the management of the CPM Client’s, the Message Storage Client’s and the Content Storage Client’s settings.
· The Security Enabler for the security of the Client’s and the Server’s for CPM Service, Message and Content Storage
See sections 5.3.2.2 to 5.3.2.7 for details on why and how the CPM Enabler uses these supporting Enablers.
Change 3:  Updates in the Figure 4 for the Security Enabler
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