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1 Reason for Change

This CR resolves the following comments. 
Change 1: 

	D325
	2010.01.24
	T
	7.4.4
	Source: Gertjan van Wingerde

Form: doc #CONR-2010-0007

Comment: Step 4: explain what replace means.

Proposed Change: 
	Status: Closed by CR#164
See the step 2 in change 1.
How to replace is an implementation issue 

	D328
	2010.01.22
	
	7.4.4.1
	Source : Nokia

Comment : 1) It is missing how the client will determine the session invitation is for group

2) missing subscription or reference of subscription to conference event package

Proposed Change: include these 2 steps : client checks for isFocus Feature tag in the Contact header field…2) client subscribes conf. event pkg
	Status:  Closed without action
1. Proposed change 1 : 

isFocus header is for a server not a client.a client does not have to know whether received SIP INVITE is for group or not. 
2. Proposed change 2 is covered by section 7.4.11. 



	D329
	2010.01.22
	T
	7.4.4.1
	Source: NSN

Form: OMA-CONR-2010-0017-CPM_V1_0_Comments_NSN_Nokia

Comment:  step 1 denies to be specific about failure codes. However section 7.3.2, step 5, is. Issue re-occurs in other sections

Proposed Change: align with 7.3.2
	Status: Closed by CR#164
Remove the original step 5 and change the step 1 to Mandatory 

	D330
	2010.01.22
	T
	7.4.4.1
	Source: NSN

Form: OMA-CONR-2010-0017-CPM_V1_0_Comments_NSN_Nokia

Comment:  steps 5-11 seem sub-steps of step 4. 

Proposed Change: Clarify if this is the case. If yes, use proper indentation or other means.

If not, the section might need to be re-written.
	Status: Closed by CR#164
Original step 5-11 are not sub-steps of the original step 4. 
For clarification, step2 (i.e. original step 4) is modified


	D331
	2010.01.21
	T
	7.4.4.1
	Source: Nadia.Bishai@ericsson.com

Form: OMA-CONR-2010-0018 

Comment:  :  Missing feature code to identify file transfer

Proposed Change: 

On receipt of the initial SIP INVITE request containing the CPM Feature Tag ‘3gpp-service.ims.icsi.oma.cpm. session', the CPM Client: 


	Status:  Closed by CR#164

	D333
	2010.01.22
	T
	7.4.4.1
	Source: Hyeonsoo Lee
Form: OMA-CONR-2010-0019-CPM_V1_0_Comments_LGE

Comment:   on step4, user’s accept is also needed in case of extending 1-1 CPM Session. 

Proposed Change: Specify it. 
	Status: Closed by CR#164

	D334
	2010.01.22
	T
	7.4.4.1
	Source: Hansol Inticube

Form: OMA-CONR-2010-0021-CPM_V1_0_Comments_Hansol Comment:.In step5 & 11, the error response 480 is returned when the CPM Client or the CPM User declines the received CPM Session Invitation. The error resposponse 603 “Decline” is supposed to be sent when the User declines the message according to [RFC3261].

Proposed Change: split the response code based on the entity(i.e, CPM Client or CPM User) declining the message.
	Status: Closed by CR#164
RFC3261 already describes warning headers in detail.

CPM don’t have to describe it again, CPM need a reference on step 1. 


Change 2: Modify the section 7.3.2
1. Insert a feature-tag for CPM Session

2. Change the step 1 to be Mandatory

3. Remove the step 5, since

- RFC3261 describes rejection error codes in detail.

- There is a confliction between SIP INVITE for 1-1 session and SIP INVITE for extending 1-1 Session. 

A CPM Client does not have to know SIP INVITE is for a group session. Thus, if we keep the original step 5, “if the CPM User or CPM Client decides not to take additional session”, the CPM Client should reject SIP INVITE. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA MWG-CPM is recommended to agree with the proposed changes.
6 Detailed Change Proposal

Change 1:  Modify section 7.4.4.1
7.4.4. Receiving CPM Group Session Invitation

On receipt of the initial SIP INVITE request with the CPM Feature Tag ‘3gpp-service.ims.icsi.oma.cpm.session’, the CPM Client: 

1. SHALL reject the SIP INVITE request with an appropriate response code as specified in [RFC3261] for example:

a. when the CPM Client determines that there is not enough resources to handle the CPM Session; 
b. any other reason as specified in [RFC3261].

2. If a Session-Replaces header is received, it SHALL determine whether a corresponding CPM 1-1 Session exists 
a. if there is no ongoing CPM 1-1 Session whose Contribution ID is identical to the indicated in the Session-Replaces header, it SHALL send a SIP 481 “Call/Transaction Does Not Exist” response;
b. Otherwise, continue with rest of steps. 
3. MAY render the CPM Session Invitation to the CPM User based on a local device’s setting;
4. MAY display to the CPM User the CPM Address of the inviting CPM User but SHALL NOT display it if Privacy header includes value 'id';
5. SHALL store the list of supported SIP methods if received in the Allow header; 
6. SHALL store as the CPM Group Session Identity the content of the Contact header;
7. 
8. 
9. SHALL generate a SIP 200 “OK” response to the SIP INVITE request;
10. SHALL include the accepted media parameters and “accept-types” a-line attribute in a MIME SDP body as the SDP answer according to the rules and procedures of [RFC3264], [RFC4566], and for MSRP sessions [RFC3428] and [RFC4975];
11. MAY include a display name as specified in subclause 6.3 “Display Name” in the SIP 200 “OK” response to the initial SIP INVITE request;

12. SHALL send the SIP 200 “OK” response; 
13. If a Session-Replaces header is included in the SIP INVITE request, the CPM Client SHALL send a SIP BYE request to end the CPM 1-1 Session identified in the Session-Replaces header.
Change 2:  Modify section 7.3.2
7.3.2. Receiving CPM 1-1 Session Initiation

On receipt of the initial SIP INVITE request with the CPM Feature Tag ‘3gpp-service.ims.icsi.oma.cpm.session’, the CPM Client: 

1. SHALL  reject the SIP INVITE request by providing an appropriate response code as specified in [RFC3261] for example:

a. when the CPM Client determines that there is not enough resources to handle the CPM Session; or

b. any other reason as specified in [RFC3261].
2. SHALL render the CPM Session Invitation to the CPM User; 

Editor’s note: the notion of auto-accept of a CPM Session Invitation needs to be addressed, including for multi-device environment.
3. MAY display to the CPM User the CPM Address of the inviting CPM User but SHALL NOT display it if Privacy header includes value 'id'; 

4. SHOULD render the text in Subject header to the CPM User if the text is included in the Subject header;

5. 
6. SHALL cache the list of supported SIP methods if such methods were received in the Allow header; 

7. SHALL generate a SIP 200 "OK" response to the SIP INVITE request;

8. SHALL include in the SIP 200 "OK" response a MIME SDP body as an SDP answer to the SDP offer in the incoming SIP INVITE request according to the rules and procedures of  [RFC3264], [ RFC4566] and for MSRP sessions [RFC4975]; and

9. SHALL send the SIP 200 "OK" response towards the SIP/IP core according to the rules and procedures of the SIP/IP core.
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