Doc OMA-COM-EVVM-2011-0037R04-CR_RDRR_comments_Appendix_D_VVM1.3.doc [image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc OMA-COM-EVVM-2011-0037R04-CR_RDRR_comments_Appendix_D_VVM1.3.doc 
Change Request



Change Request

	Title:
	Address RDRR comments related to VVM 1.3 requirements
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA EVVM

	Doc to Change:
	OMA-RD-EVVM-V1_0-20110125-D

	Submission Date:
	2 March 2011

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Jia Xiongwei, China Unicom, jiaxw9@chinaunicom.cn
Yan Lu, ZTE, luyan@zte.com.cn
Moh Torabi, Alcate-Lucent, moh.torabi@alcatel-lucent.com
Zoltán Ördögh, Research In Motion Ltd, zordogh@rim.com

	Replaces:
	OMA-COM-EVVM-2011-0037R03-CR_RDRR_comments_Appendix_D_VVM1.3


1 Reason for Change

This change request addresses RDRR comments listed in OMA-RDRR-EVVM-V1_0-20110222-D. These are related to VVM 1.3 requirements in section Appendix D, including both editorial and technical comments.

	ID
	Open Date
	Type
	Section
	Description
	Status

	A274
	14-02-2011
	E
	D
	Source: RIM

Form: INP doc

Comment: More precise wording.

Proposed Change: “EVVM Enabler shall support all features and functions included in the OMTP VVM 1.3 specifications [OMTP VVM]. The features and functions listed in this Appendix have been derived from the OMTP VVM 1.3 specifications [OMTP VVM].”
	Status: CLOSED by CR#2011-0037R03


	A275
	14-02-2011
	T/Q
	Appendix

D
	Source: Alcatel-Lucent

Form: INP doc

Comment: The scope of Appendix D needs clarification for its source of information. 

Proposed Change: Provide the following clarifications and changes to the existing paragraph: 

1. State that they are directly from the GSMA/OMTP VVM1.3 Specs, but re-formatted to OMA RD documentation format. 

2. Add corresponding reference
	Status: CLOSED by CR#2011-0037R03


	A277
	14-02-2011
	E
	Appendix

D
	Source: Alcatel-Lucent

Form: INP doc

Comment: Table caption are missing from many tables in this appendix and many sections in the document.

Proposed Change: Fixes to be provided by an editorial CR.
	Status: CLOSED by CR#2011-0037R03


	A278
	14-02-2011
	E
	Appendix

D
	Source: Alcatel-Lucent

Form: INP doc

Comment: The numbering of various parts in this appendix is not continuous and correct.

Proposed Change: Fixes to be provided by an editorial CR.
	Status: CLOSED by CR#2011-0037R03


	A279
	2011.03.21
	E
	D


	Source: China Unicom

Form: INP doc

Comment:  Typo. 

Proposed Change:  The order numbers are confused, which should be adjust.
	Status: CLOSED by CR#2011-0037R03


	A282
	2011.02.21
	T
	Appendix D
	Source: ZTE

Form: INP doc

Comment: The captions for the tables in this section are missing.
Proposed Change: Add the caption for each table.
	Status: CLOSED by CR#2011-0037R03


	A283
	2011.02.21
	E
	Appendix D
	Source: ZTE

Form: INP doc

Comment: The numbering of the sections in Appendix D is inconsistent.
Proposed Change: Number those sections as D1, D2, D3, D4, etc.
	Status: CLOSED by CR#2011-0037R03


	A284
	2011.03.21
	E
	D.1

GRM-003
	Source: China Unicom

Form: INP doc

Comment:  Typo. 

Proposed Change:  Change the text “Network-based Message Storage” to “network-based message storage” in the 1st sentence
Change the word “Flag” to “flag” in the note 2.
	Status: CLOSED by CR#2011-0037R03


	A285
	2011.03.21
	E
	D.1.8

ADM-001
	Source: China Unicom

Form: INP doc

Comment:  NUT is an abbrevation defined, “(New User Tutorial)” can be delete. 

Proposed Change:  Delete “(New User Tutorial)” in bullet 3.
	Status: CLOSED by CR#2011-0037R03


	A286
	2011.03.21
	E
	D.1

ADM-001
	Source: China Unicom

Form: INP doc

Comment:  Typo. 

Proposed Change:  Change the word “Blocked” to “blocked” in the bullet 5.
	Status: CLOSED by CR#2011-0037R03


	A287
	2011.03.21
	E
	D.x1

MR-002
	Source: China Unicom

Form: INP doc

Comment:  VVM support more message types according to VVM 1.3 specification. 

Proposed Change:  Change description of VVM-MR-002 with following text:

The VVM specifications support the retrieval of different message types, e.g. Voice, Video, Fax, Greeting, Empty Call Capture, NUMBER Message.
	Status: CLOSED by CR#2011-0037R03


	A288
	2011.03.21
	E
	D.x.4

NTC-001
	Source: China Unicom

Form: INP doc

Comment:  NUT is an abbrevation defined, “(New User Tutorial)” can be delete. 

Proposed Change:  Change the text as follows:

The VVM specifications support the implementation of a NUT in a VVM client.
	Status: CLOSED by CR#2011-0037R03


	A289
	2011.03.21
	E
	D.x.6

SMS-001
	Source: China Unicom

Form: INP doc

Comment: Typo. 

Proposed Change:  Change the text as follows:

The VVM specifications support the system-originated SMS messages sent to a VVM client to notify the client about a specific event in the subscriber’s mailbox or profile.
	Status: CLOSED by CR#2011-0037R03


	A290
	2011.03.21
	Q
	D.x.6

SMS-002
	Source: China Unicom

Form: INP doc

Comment: What is “legacy notifications”?. 

Proposed Change:  
	Status: CLOSED by CR#2011-0037R03


	A291
	2011.03.21
	Q
	D.x.6

SMS-003
	Source: China Unicom

Form: INP doc

Comment: What is “regular notifications”?. 

Proposed Change:  
	Status: CLOSED by CR#2011-0037R03


	A292
	2011.02.21
	E
	D.X7
	Source: ZTE

Form: INP doc
Comment: The column width configuration of the table in this section is different from those in other sections.

Proposed Change: Adjust the column widths of the table.
	Status: CLOSED by CR#2011-0037R03



2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Update the VVM1.3 requirements in Appendix D as follows
Appendix D. VVM1.3   Requirements            
(Informative)                            


The features and functions listed in this Appendix  are derived from the OMTP VVM 1.3 specification [OMTP VVM]. The EVVM Enabler supports all features and functions included in the OMTP VVM 1.3 specification [OMTP VVM].


D.1 Greeting Management


	Label
	Description
	Release

	VVM-GRM-001
	The VVM specification supports management (e.g., creating, deleting, modifying) of personalised greetings and voice signatures. 
	VVM1.3 

(OMTP/GSMA Specs, Section 7, 1st Paragraph) 

	VVM-GRM-002
	The VVM specification supports the use of the voice signature recording to replace the phone number in the default system of voice mail greeting, which a caller hears when her/his call is diverted to the voice mail system.  
	VVM1.3

(OMTP/GSMA Specs, Section 7, 1st Paragraph)

	VVM-GRM-003
	The VVM specification supports network-based message storage for storing VVM User’s personalised greetings and voice signatures including their audio attachments.

NOTE1: A VVM greeting stored object can be of a multipart-mixed message format.

NOTE 2: A VVM greeting stored object is identifiable by VVM User in the TUI session, e.g., use of ICON, flag). 
	VVM1.3

(OMTP/GSMA Specs, Section 7.1, 2nd Paragraph)


Table 18: VVM 1.3 Greeting Management Requirements
D.2 Protocol Alignment


	Label
	Description
	Release

	VVM-PRO-001
	 The VVM specification includes the use of existing standards protocols and their extensions over its interfaces for handling voice mails, e.g., IMAP4 RFC for retrieval, SMTP RFC for deposit, SETMETADATA and GETMETADATA for device capabilities. 
	VVM1.3

(OMTP/GSMA Specs, Sections 2.1 & 2.2, Message Retrieval & Deposit)


Table 19: VVM 1.3 Protocol Alignment Requirements
D.3
Administration and Configuration
	Label
	Description
	Release

	VVM-ADM-001
	A VVM service subscriber can have one of the following five provisioning status:

1. Unknown: The subscriber is not provisioned to the VVM service or does not have a mailbox in the voice mail system. 

2. Provisioned: The subscriber is provisioned to the VVM service, while the VVM service is not activated yet. 

3. New: The subscriber is provisioned to the VVM service, and the VVM service is active, while the subscriber has not gone through NUT session. 

4. Ready: The subscriber is provisioned to the VVM service, and the VVM service is active, while the subscriber has already gone through NUT session.

5. Blocked: The subscriber is provisioned and has a mailbox, while the mailbox is blocked.
	VVM1.3 

(OMTP/GSMA Specs, Sections 2.8 PROVISIONING STATUS)


Table 20: VVM 1.3 Administration and Configuration Requirements
D.4 Message or Greeting Retrieval

	Label
	Description
	Release

	VVM-MR-001
	The VVM client communicates with the VVM server for message retrieval.
	VVM V1.3, Section 2.1

	VVM-MR-002
	The VVM specifications support the retrieval of following items:
· Voice, 

· Video, 

· Fax, 
· Greeting, 
· Empty Call Capture, 
· NUMBER Message.
· Infotainment
	VVM V1.3, Section 2.1

	VVM-MR-003
	The VVM server supports transcoding the message attachment to a format supported by the client as follows:

Attachment Type
File Formats
MIME Types
Voice and 

Greeting 

attachments  

AMR 12200
audio/amr
WAV g711a
WAV g711u
audio/wav; codec=“g711a” 

audio/wav; codec=“g711u”
QCELP 13300
EVRC, 13000
audio/qcelp 

audio/evrc
Video 

attachments
3gpp h263_amr
video/3gpp; codec=“h263_amr”
Fax attachments
PDF
application/pdf 
Scripted Text
Text  
plain/text

	VVM V1.3, Section 2.1


Table 21: VVM 1.3 Message and Greeting Retrieval Requirements
D.5 TUI Password Changes


	Label
	Description
	Release

	VVM-TPC-001
	The VVM  specification supports the client to change the subscriber’s TUI password.
	VVM V1.3, Section 2.3


Table 22: VVM 1.3 TUI Password Changes Requirements
D.6 TUI Language Changes


	Label
	Description
	Release

	VVM-TLC-001
	The VVM specification supports the client to change the  subscriber’s  voice  mail 

language.
	VVM V1.3, Section 2.4


Table 23: VVM 1.3 TUI Language Changes Requirements
D.7 NUT Closing


	Label
	Description
	Release

	VVM-NTC-001
	The VVM specification supports the implementation of a NUT in a VVM client.
	VVM V1.3, Section 2.5


Table 24: VVM 1.3 NUT Closing Requirements
D.8 Audio Message Transcription


	Label
	Description
	Release

	VVM-TRN-001
	The VVM specification supports the transcription of an audio message.
	VVM V1.3, Section 2.6


Table 25: VVM 1.3 Audio Message Transcription Requirements
D.9 Interaction between VVM and SMS


	Label
	Description
	Release

	VVM-SMS-001
	The VVM specification supports the system-originated SMS messages sent to a VVM client to notify the client about a specific event in the subscriber’s mailbox or profile.
	VVM V1.3, Section 2.9

	VVM-SMS-002
	The VVM service supports legacy notifications in addition to the VVM notifications.
	VVM V1.3, Section 2.9  

	VVM-SMS-003
	The VVM client filters out the regular notifications if regular notifications are received in addition to VVM notifications.
	VVM V1.3, Section 2.9  

	VVM-SMS-004
	The VVM service supports sending the following SMS messages to the client:
· SYNC SMS: Notifies the client that the status of a message or greeting in the mailbox may have been changed;

· STATUS SMS: Notifies the client that the VVM subscriber’s provisioning status was changed.
	VVM V1.3, Section 2.9  

	VVM-SMS-005
	The VVM specification supports the configuration of an outgoing SMS on the server according to the client type.
	VVM V1.3, Section 2.9  

	VVM-SMS-006
	The VVM Client sends SMS messages to the server to do the following:
· Query the provisioning status of the subscriber, using a STATUS SMS message;

· Activate the service;

· Deactivate the service.
	VVM V1.3, Section 2.9  


Table 26: VVM 1.3 Interaction Requirements between VVM and SMS
Note to Editor to change VVM service/specifications to VVM specification
Note to Editor to change VVM Client/Server to VVM client/server (no capitalized)
D.10 Message Deposit
	Label
	Description
	Release

	VVM-MED-001
	The VVM specification supports users to deposit their voice message.


	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-002
	The VVM specification supports authentication of the VM deposit request from a user (e.g., predefined username and password).


	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-003
	The VVM client supports encryption of session for depositing VM.
	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-004
	The VVM specification supports storing of delivery notifications in sender’s mailbox if the VM recipient cannot be located.
	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-005
	The VVM specification supports inclusion of the original VM when it is forwarded or replied to. 

 
	VVM1.3, Sections 2.2 Message Deposit  Interface


Table 27: VVM 1.3 Message Deposit Requirements
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