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1 Reason for Change

This CR proposes a solution for voicemail forwarding initiated by the EVVM voicemail sender.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal
Change 1:  Update the section “Voicemail submission via SMTP”.
5. Voicemail submission
5. Voicemail submission via SMTP

Upon composition of voice mail as specified in section 7.6.2.1 “Voicemail composition”, the EVVM Client SHALL be able to send voicemails to the EVVM Server via SMTP.

Before sending a voicemail, the EVVM Client SHALL check the service preferences to ensure that the voicemail to be sent does not exceed the predefined message size limit. Corresponding preference: /serviceprefs-final/prefs/bounds@maxvmsize
To submit a voicemail via SMTP, the EVVM Client SHALL perform the SMTP “message submission” procedures as specified in [RFC5321] with the following clarifications:
· If there are multiple identifiers associated with the sender, the EVVM Client SHALL include the user-selected identifier in the MAIL command.
If the user requests a delivery report, the EVVM Client SHALL include in the RCPT command the NOTIFY parameter with its appropriate value(s) (i.e., SUCCESS, FAILURE, or DELAY), according to [RFC3461].

If a URL is to be included in the voicemail as a reference to a media item existing in the voicemail storage on the network side (see section 7.6.2.1 “Voicemail composition”), the EVVM Client MAY send the URL with an SMTP BURL command while submitting the voicemail via SMTP, according to [RFC5550].
The EVVM Client MAY be able to request to forward a remote voicemail via SMS, MMS or e-mail. To request forwarding a remote voicemail towards a non-VM system with SMTP, the EVVM Client SHALL send the URL corresponding to the remote voicemail using an SMTP BURL command according to [RFC5550] and append a Non-VM Service Identifier parameter to the URL contained in the BURL command.
The following ABNF expression defines the Non-VM Service Identifier as a URL parameter:

NSID

= “nsid=" (“sms” / “mms” / “email”)
Example:
BURL imap://bob.ar@example.org/INBOX;UIDVALIDITY=385759045/;UID=25627/;Section=2.MIME;expire=2006-10-28T23:59:59Z;urlauth=submit+bob.ar:internal:A0DEAD473744909de610943775f9BEEF;nsid=mms
Change 2:  Update section “Voicemail submission via IMAP”.
5. Voicemail submission via IMAP

Upon composition of voice mail as specified in section 7.6.2.1 “Voicemail composition”, the EVVM Client MAY be able to submit voicemails via IMAP. 
Before sending a voicemail, the EVVM Client SHALL check the service preferences to ensure that the voicemail to be sent does not exceed the predefined message size limit and that the EVVM Server does in fact, provide Outbox. Corresponding preferences: 

· /serviceprefs-final/prefs/bounds@maxvmsize 
· /serviceprefs-final/mappings.
To submit a composed voicemail via IMAP, the EVVM Client SHALL use an IMAP APPEND command to deposit the voicemail message into the EVVM user’s Outbox in the EVVM Server, as specified in [RFC3501]. 
To submit a voicemail that exists on the EVVM Server (i.e. in the Draftbox) via IMAP, the EVVM Client SHALL use the IMAP COPY command to deposit the voicemail message into the Outbox, as specified in [RFC3501]. After the successful COPY operation from Draftbox to Outbox, the EVVM Client SHOULD remove the voicemail from Draftbox.

The EVVM Server MAY choose to request or not to request a delivery report on behalf of the EVVM Client according to the user’s preference.
If a URL is to be included in the voicemail as a reference to a media item existing in the voicemail storage on the network side (see section 7.6.2.1 “Voicemail composition”), the EVVM Client MAY use the IMAP CATENATE Extension to concatenate the URL with the voicemail while depositing the voicemail into the Outbox via the APPEND command, according to [RFC5550].
The EVVM Client MAY be able to request to forward a remote voicemail via SMS, MMS or e-mail. To request forwarding a remote voicemail towards a non-VM system with IMAP, the EVVM Client SHALL send the URL corresponding to the remote voicemail using an APPEND command with the CATENATE Extension according to [RFC5550] and include a Non-VM Service Identifier parameter in the To header field in the literal argument of the APPEND command.
The following ABNF expression defines the Non-VM Service Identifier as a parameter of the To header field:

NSID 

= “nsid=" (“sms” / “mms” / “email”)
Example:
To: Bob@Example.COM; nsid=mms
Change 3:  Update section  “Voicemail submission and delivery”.
5. Voicemail submission and delivery
The EVVM Server provides two methods for receiving voicemails as follows: The EVVM Server SHALL support the SMTP procedures specified in [RFC5321]; The EVVM Server MAY support receiving voicemails via IMAP. If references are present in the voicemail, the EVVM Server SHALL handle the references as speicified in section 7.7.2.2 “Handling references in voicemails”.
Upon receiving a voicemail via SMTP or receiving a voicemail in an EVVM user’s Outbox via IMAP, the EVVM Server SHALL check the voicemail’s forwarding indication, i.e., the “NSID” parameter. If an “NSID” parameter is present in the URL carried in a BURL command or in the To header field in the literal argument of an APPEND command, the EVVM Server SHALL forward the voicemail as specified in section 7.7.2.x ”Voicemail forwarding” . Otherwise, the EVVM Sever SHALL submit or deliver the voicemail according to each recipient’s identifier(s) obtained either from the SMTP RCPT command or, in the case of submission via IMAP, from the To header field in the voicemail, as detailed below:
· If a recipient is served by this EVVM Server, 

· The EVVM Server SHALL check the recipient user preferences and the service provider’s policies and determine if the voicemail is acceptable to the recipient. 
i. If the voicemail sender is in the recipient’s black list, or the sender is NOT in the recipient’s white list, the EVVM Server SHALL discard the voicemail. 
ii. If the voicemail sender has been determined as a spammer by service provider, the EVVM Server SHALL discard the voicemail.

· Otherwise the EVVM Server SHALL store the voicemail in the recipient’s voicemail box (according to the recipient’s user preferences). 
· If a recipient is NOT served by this EVVM Server, the EVVM Server SHALL act as a Mail Transfer Agent (MTA) and dispatch the voicemail message towards the recipient’s Server Domain via SMTP according to the recipient’s identifier, as specified in [RFC5321].

If the voicemail sender is served by this EVVM Server and a Sentbox is provided to the sender, the EVVM Server SHALL deposit a copy of the voicemail into the sender’s Sentbox while submitting or delivering the voicemail to the recipient.
The EVVM Server SHALL handle delivery and/or read reports according to section 7.7.4 “Delivery/read report handling”.
Change 4:  Update section  “Handling references in voicemails”.
5. Handling references in voicemails
Upon receiving an IMAP GENURLAUTH command, the EVVM Server SHALL respond with a URLAUTH URL based on the URL received in the GENURLAUTH command, as specified in [RFC4467] and [RFC5550].

Upon receiving an SMTP BURL command while receiving a voicemail via SMTP, the EVVM Server SHALL fetch the stored voicemail or part of it corresponding to the URL received in the BURL command and assemble the complete message by inserting the fetched media in place of the URL, according to [RFC5550]. While fetching the stored voicemail or part of it, the EVVM Server SHALL ignore the “NSID” parameter, if present, appended to the URL.
Upon receiving an IMAP APPEND command with the CATENATE Extension for depositing a voicemail into the EVVM user’s Outbox, the EVVM Server SHALL fetch the stored voicemail or part of it corresponding to the URL contained in the received voicemail and assemble the complete message by inserting the fetched media in place of the URL, according to [RFC5550].

[Editor’s Note]: Need to revisit the normative language in the above 3 sections.
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