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1 Reason for Change

This change request inserts Unrealized PoC Requirements into Appendix C of the PCPS V1.0 Requirements Draft document
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The PCPS group is recommended to agree to the changes and incorporate it into the corresponding document.
6 Detailed Change Proposal
Change 1:  Adding informative section in Appendix C
Appendix C. Unrealized PoC Requirements (Informative)
High Level Functional Requirements (Informative)
This is an informational section that contains the unrealized high level PoC requirements in the PCPS service enabler. The requirements in this section are for informational purpose only. The Labels used in this section are verbatim from the version as shown in the right most column.
Interaction with XML Document Management and Presence

Appendix D. PoC Group Policies

PoC Group policies are policies that apply to a specific PoC Group only. For example expel rights and releasing rules may be attached to a PoC Group


	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-XDM-GP-001
	The PoC Service Infrastructure MAY support PoC Group policies.
	2.1

	FUNC-XDM-GP-002
	The PoC Client MAY support PoC Group policies.
	2.1

	Functionality 

	FUNC-XDM-GP-003
	A PoC User MAY set and modify general PoC Group policies used for Ad hoc PoC Group Sessions initiated by the PoC User, if not set in the PoC Session setup.
	2.1

	FUNC-XDM-GP-004
	At the initiation of an Ad hoc PoC Group Session and/or during an Ad hoc PoC Session the initiator of the Ad hoc Group PoC Session MAY set and modify PoC Group policies specific for this Ad hoc PoC Group Session.
	2.1


Table 1: Unrealized PoC Requirements on PoC Group Policies 

Appendix E. Dynamic PoC Groups

	Label
	Description
	PoC Rel Source

	Functionality 

	FUNC-XDM-DG-014
	A PoC Group Administrator MAY create a Dynamic PoC Group based on rules without the PoC Group Administrator explicitly predefining a set of members. In this case the PoC Service Infrastructure will populate the PoC Group Members dynamically based on the rules specified subject to the prior consent of the evaluated and matched PoC User to become a member of a Dynamic PoC Group of this type

NOTE 1:
In the case of dynamic PoC Groups defined as above the scope of the search to populate the Dynamic PoC Group members is a matter of policy for the PoC Service Provider and may or may not be restricted. The actual implementation of this requirement is an architectural issue.
NOTE 2:
The requirement to populate the Dynamic PoC Group members dynamically for a PoC Group that is pre-defined without members is moved to CBUS V1.0, see [OMA CBUS RD 1.0].
	2.1

	FUNC-XDM-DG-016
	A PoC User that matches the Dynamic PoC Group rules of a Dynamic PoC Group MAY provide consent to become a member of the Dynamic PoC Group based on Dynamic PoC Group rules.
	2.1


Table 2: Unrealized PoC Requirements on Dynamic PoC Groups

Appendix F. Presence requirements

The Presence support introduced in PoC 1.0 and PoC 2.0 needs to be enhanced to support multiple User Equipments.

	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-PRS-MG-001
	The PoC Service Infrastructure MAY support the presence functionality.
	2.1

	Functionality

	FUNC-PRS-MG-002
	The PoC Service Infrastructure SHALL handle presence information with multiple User Equipments having the same PoC Address including PoC Service Settings (e.g. PoC Session Barring).
	2.1

	FUNC-PRS-MG-003
	The PoC Service infrastructure SHOULD be able to handle presence information including media capabilities of multiple User Equipments having the same PoC Address.
	2.1


Table 3: Unrealized PoC Requirements on Presence Requirements

Appendix G. Management of PoC Groups and PoC Group Member Lists
The PoC Service supports enhancements to management of PoC Groups and PoC Group Member Lists. In order to save network resources it is possible to specify a lifetime of a PoC Group and associated PoC Group Member Lists after which the PoC Group and PoC Group Member Lists is deleted if the PoC Group has not been used or accessed during that time.

	Label
	Description
	PoC Rel Source

	Conditionality

	FUNC-XDM-GL-001
	The PoC Service Infrastructure SHOULD support the management of PoC Groups and PoC Group Member Lists.
	2.1

	FUNC-XDM-GL-002
	If PoC Client is able to create PoC Groups, the PoC Client SHOULD support the management of PoC Groups and PoC Group Member Lists.
	2.1

	Functionality 

	FUNC-XDM-GL-003
	In order to ensure that network resources are not wasted with obsolete or unused lists PoC Service Infrastructure SHOULD support removal of PoC Groups and PoC Group Member Lists that have not been accessed or used for PoC Sessions for a period of time set by the PoC Service Provider or by the PoC Subscriber.
	2.1

	FUNC-XDM-GL-004
	Specifically it SHOULD be possible to specify an expiration time by the PoC Service Provider or PoC Subscriber when creating PoC Groups and PoC Group Member Lists and the deletion of the PoC Groups and PoC Group Member Lists when the expiration time expires.
	2.1

	FUNC-XDM-GL-005
	For PoC Groups and PoC Group Lists that do not have an expiration time, it SHOULD be possible for the PoC Service Infrastructure to delete PoC Groups and associated PoC Group Member Lists, which have not been used for a period of time set by the operator.
	2.1

	FUNC-XDM-GL-006
	The PoC Service infrastructure SHOULD notify the PoC Group Administrator and PoC Group members of a pending deletion of PoC Groups and PoC Group Member Lists and SHOULD provide a mechanism to allow the PoC Group Administrator to request that the lifetime of the notified PoC Group or PoC Group Member List is renewed.
	2.1

	FUNC-XDM-GL-007
	It SHOULD be possible for the PoC Service Provider to charge for the creation and storage of PoC Groups and PoC Group Member Lists and to charge based on the size of these documents and the period of time that such PoC Groups and PoC Group Member Lists exist.
	2.1


Table 4: Unrealized PoC Requirements on Management of PoC Groups and PoC Group Member Lists
PoC Interworking Service

Appendix H. PoC User Experience Using PoC Interworking Service

The user experience for PoC interworking service is relevant for Participants in PoC Sessions involving interworking, which may include PoC Users in PoC Networks, PoC Remote Access users and External P2T Network users.


	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-IWF-UE-001
	The PoC Service Infrastructure MAY support the PoC interworking service.
	2.1

	FUNC-IWF-UE-002
	The PoC Client MAY support the PoC interworking service.
	2.1

	Functionality 

	FUNC-IWF-UE-003
	Introduction of PoC V2.0 interworking service SHALL not result in significantly diminished performance (e.g., delays, QoS, etc.) for PoC Users operating in the PoC Network.
	2.1


Table 5: Unrealized PoC Requirements on Interworking and PoC User Experience

Appendix I. Interaction of PoC - Video only Session with Other Voice Call Enablers

A capability is provided by the PoC Client to initiate a PoC Session with video Media, invoked by or invoking another capability (such as a CS or VoIP client) resident in the same User Equipment as the PoC Client. This capability enables Value Added PoC Services.


	Label
	Description
	PoC Rel Source

	Conditionality

	FUNC-IWF-VS-001
	The PoC Service Enabler MAY support the Interaction of PoC - Video only Session with other voice call enablers.
	2.1

	FUNC-IWF-VS-002
	The PoC Client MAY support the interaction of PoC - video only PoC Session with other voice call enablers.
	2.1

	Functionality 

	FUNC-IWF-VS-003
	PoC Users SHALL be able to invite other PoC Users to a video only PoC Session, anytime during an active voice call or at the voice call initiating time.
	2.1

	FUNC-IWF-VS-004
	A PoC User who joins the voice call SHALL also be invited to the video only PoC Session.
	2.1

	FUNC-IWF-VS-005
	A PoC User SHALL have the option to participate only in the voice call, without receiving the optional video stream.
	2.1

	FUNC-IWF-VS-006
	Anytime during an active voice call or at the voice call initiating time, the user SHALL have the option to add and release the video stream in the PoC Session.
	2.1

	FUNC-IWF-VS-007
	If  a Participant releases the voice call, the Participant’s corresponding video PoC Session SHALL also be automatically released.
	2.1

	FUNC-IWF-VS-008
	The Value Added PoC Service SHALL support the following characteristics:All Participants in the PoC Session MAY be able to receive the list of Participants that are capable to receive video.
	2.1

	FUNC-IWF-VS-009
	The PoC Service SHALL be able to establish or terminate the PoC Session requested by the PoC Client.
	2.1

	FUNC-IWF-VS-010
	The PoC Service SHALL automatically end the video Session when the voice call ends.
	2.1

	FUNC-IWF-VS-011
	The PoC Service SHALL support 1-1, Ad-hoc, Chat, and Pre-arranged PoC Group Sessions. 
	2.1

	FUNC-IWF-VS-012
	The  PoC Service SHALL invite the same PoC Users to the PoC Session that are currently in the voice calls. Participant, who leaves the voice call SHALL be removed from the PoC Session. User who joins the voice call SHALL be added to the PoC Session.
	2.1

	FUNC-IWF-VS-013
	The interaction of PoC - video only PoC Session with other voice call enablers functionality it SHALL use the same Media Burst Control mechanism as specified in the PoC Service Enabler

NOTE:
In case of the PoC Group CS teleconference the interaction with the PoC Service is out of scope of PoC version 2.
	2.1


Table 6: Unrealized PoC Requirements on Video Session with Other Call Enablers

Appendix J. PoC Interworking with IVR System

PoC interworking with the IVR system enables the PoC Users to access the IVR System using their PoC Service.  This will provide more flexibility for those users, who are already in a PoC conversation, and who may have PoC as their preferred means of communication.


	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-IWF-IVR-001
	PoC Service Infrastructure MAY support the interworking with the IVR system. 
	2.1

	Functionality 

	FUNC-IWF-IVR-002
	In order to interworking with IVR system, PoC Service enable SHALL be able to transmit DTMF tones.
	2.1


Table 7: Unrealized PoC Requirements on Interworking and IVR Systems

Appendix K. PoC Interworking with Voice-enabled Instant Messaging

A PoC supports interworking between the PoC Users and IM users who are equipped with voice-enabled IM clients (“Voice IM” users), or voice chat users, thus allowing for symmetric voice communications between PoC Users and voice IM or voice chat users.

NOTE:
For purposes of PoC interworking, an IM system serving voice-enabled IM clients (or a HDVC system), which is interconnected to the PoC Network, is treated as a virtual External P2T systems for exchanging voice messages (i.e., Talk Burst) in a half-duplex manner. PoC to voice IM (P2VIM) interworking, including PoC to HDVC (P2HDVC) interworking, is intended to enable basic PoC communications and may support only a subset of PoC, IM or voice chat functionality. The PoC interworking will provide the necessary functions to support PoC Users communicating with voice IM or HDVC users and should ensure that the PoC User experience is not negatively affected.
	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-IWF-VIM-001
	PoC Service Infrastructure MAY support the interworking with PoC-to-Voice IM (P2VIM), and PoC-to-Half-Duplex Voice Chat (P2HDVC).
	2.1

	FUNC-IWF-VIM-002
	PoC Client MAY support the interworking with PoC-to-Voice IM (P2VIM) and PoC-to-Half-Duplex Voice Chat (P2HDVC).
	2.1

	Functionality

	FUNC-IWF-VIM-003
	Both voice IM and Half Duplex Voice Chat interworking SHALL be subject to Service Provider Policy and agreement with voice IM or HDVC service provider(s), as applicable.
	2.1

	FUNC-IWF-VIM-004
	P2VIM or P2HDVC Interworking SHALL enable interworking between PoC Users and authorised voice IM, or HDVC, users only; general unlimited interworking between PoC and IM or voice chat networks is beyond the scope of P2VIM or P2HDVC interworking.
	2.1

	FUNC-IWF-VIM-005
	Voice quality of PoC Sessions between PoC Users and Voice IM or HDVC users SHOULD not be unnecessarily degraded by mechanisms and procedures in the PoC Network; similar issues in the voice IM or HDVC network affecting the voice quality (e.g., latencies) therein are beyond the scope of PoC Service Enabler.
	2.1

	FUNC-IWF-VIM-006
	For purposes of PoC interworking, the voice IM, or HDVC, system is treated as a virtual External P2T Network; authorized voice IM or HDVC users are treated as authorized External P2T Network users.

If P2VIM or P2HDVC interworking is supported, unless otherwise specified, the general PoC interworking Service  requirements apply:
	2.1


Table 8: Unrealized PoC Requirements on Interworking and Voice Enabled IM

Appendix L. Interaction of PoC – Non-voice Media Only Session with Other Voice Call Enablers

This section specifies PoC Service Enabler requirements for interaction between non-voice PoC Sessions, such as video, images and text and other voice enablers, e.g. VoIP, circuit switched calls etc. 

	Label
	Description
	PoC Rel Source

	Conditionality 

	FUNC-IWF-NV-001
	The PoC Service Infrastructure MAY support the interaction of PoC – non-voice Media only PoC Session with other voice call enablers.
	2.1

	FUNC-IWF-NV-002
	The PoC Client MAY support the interaction of PoC – non-voice Media only PoC Session with other voice call enablers.
	2.1

	Functionality 
	
	

	FUNC-IWF-NV-003


	A capability MAY be provided by the PoC Client to initiate a non-voice Media only PoC Session, invoked by or invoking another capability (such as a CS or VoIP client) resident in the same User Equipment as the PoC Client. 

The requirements for such a non-voice Media only PoC Session SHALL have requirements analogous to the requirements described in the sub-sections Error! Reference source not found..
	2.1


Table 9: Unrealized PoC Requirements on Interworking - Non-Voice Only Session with Other Voice Call Enablers
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