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WELL-KNOWN PARAMETERS

#####################

Characteristic/name: APPLICATION/APPID.

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: ??. (Need to Request OMNA)
Interpretation: Unique ID for the PoC application 
-------

Characteristic/name: APPLICATION/PROVIDER-ID

Status: Required.

Occurs: 0/1.

Default value: None.

Used values: N/A.

Interpretation: Identity of the SIP and PoC service provider.
-------

Characteristic/name: APPLICATION/NAME.

Status: Optional.

Occurs: 0/1.

Default value: None.

Used values: N/A. (Proposal “Push to talk over cellular”)
Interpretation: User displayable name for Push to talk over Cellular application
-------

Characteristic/name: APPLICATION/TO-PROXY.

Status: Required if use of Proxy supported.

Occurs: 0/*.

Default value: None.

Used values: N/A. (proposal: Re-use the same proxy used by IMS/MMD clients)
Interpretation: 
-------

Characteristic/name: APPLICATION/TO-NAPID.

Status: Required if direct use of Network Access Point supported.

Occurs: 0/*. 

Default value: None.

Used values: N/A.  (Proposal: “IMS-NAP”; re-use the same NAP used by IMS/MMD clients)
Interpretation: N/A.

-------

Characteristic/parameter: RESOURCE/URI

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: 

Interpretation:  Root URI of PoC server. This is useful when accessing via XCAP.

-------

Characteristic/parameter: RESOURCE/AAUTHNAME

Status: Required.

Occurs: 
Default value: None.

Used values: 

Interpretation:  HTTP private user name, for accessing PoC over XCAP.

-------

Characteristic/parameter: RESOURCE/AAUTHSECRET

Status: Required.

Occurs: 
Default value: None.

Used values: 

Interpretation:  HTTP digest password, for accessing PoC over XCAP.

-------

Characteristic/name: RESOURCE/AAUTHTYPE.

Status: Required.

Occurs: 0/1.

Default value: None.

Used values: "HTTP-DIGEST". Value set can be extended with new values in future.

Interpretation: Authentication method for PoC over XCAP.

 APPLICATION-SPECIFIC PARAMETERS

###############################

Characteristic/name: APPLICATION/AUTO-LOGIN

Status: Optional.

Occurs: 0/1.

Default value: Never
Used values: "Never", "Always" or "Home".

Interpretation: 

This parameter setting indicates if the terminal could automatically register for PoC service with the following values. “Never”, “Always” or “Home”.
-------

Characteristic/name: APPLICATION/SERVICE-ENABLED

Status: Optional.

Occurs: 0/1.

Default value: 1

Used values: 0/1

Interpretation: 

Indicates that the PoC service is either enabled (value = 1) or disabled (value = 0) in the terminal.
--------

Characteristic/name: APPLICATION/PRE-ESTABLISHED-SESSION
Status: Optional.

Occurs: 0/1.

Default value: 0

Used values: 0/1

Interpretation: 

Indicates if the PoC service provider supports pre-established session or not.
--------

Characteristic/name: APPLICATION/ACOUNTER

Status: Optional.

Occurs: 0/1.

Default value: N/A
Used values:  Integer 
Interpretation: 

Maximum number of members allowed in an adhoc PoC session. For example, say 15 members. ACOUNTER interpretation is service specific.
--------
Characteristic/parameter: APPLICATION/CFACTORY-URI

Status: Optional.

Occurs: 1/1.

Default value: None.

Used values: 

Interpretation:  conference factory URI, when sending an invite for the PoC adhoc session
---------

Characteristic/name: APPLICATION/TALK_BURST_RELEASE_TIMER
Status: Optional.

Occurs: 0/1.

Default value:  None
Used values:  integer  
Interpretation: 

This parameter indicates the value of the talk burst release timer (T10) in milli-seconds
-----------

Characteristic/name: APPLICATION/TALK_BURST_REQUEST_TIMER

Status: Optional.

Occurs: 0/1.

Default value:  None

Used values:  integer 

Interpretation: 

This parameter indicates the value of the talk burst request timer (T11) in milli-seconds
------------
Characteristic/name: APPLICATION/POC_CLIENT_RETRY_AFTER_TIMER

Status: Optional.

Occurs: 0/1.

Default value:  None

Used values:  integer 

Interpretation: 

This parameter indicates the value of the talk burst request timer (T12) in milli-seconds

------------

Characteristic/name: APPLICATION/POC_CLIENT_END_RTP_MEDIA_TIMER

Status: Optional.

Occurs: 0/1.

Default value:  None

Used values:  integer 

Interpretation: 

This parameter indicates the value of the talk burst request timer (T13) in milli-seconds

------------

PARAMETER VALUES
################

Characteristic/name/parameter: APPLICATION/AUTO-LOGIN/Never
Status: Optional.

Interpretation: Indicates that automatic registering for the service is not preferred. Registration will be based on user initiation.
Characteristic/name/parameter: APPLICATION/AUTO-LOGIN/Always
Status: Optional.

Interpretation: Indicates that the terminal will automatically always register for the service  during every power up. 
Characteristic/name/parameter: APPLICATION/AUTO-LOGIN/Home
Status: Optional.

Interpretation: Indicates that the terminal will automatically register for the service during power up, only when then terminal is registered in the home network.
-----------
Characteristic/name/parameter: APPLICATION/SERVICE-ENABLED/0
Status: Optional.

Interpretation: Indicates the PoC service is disabled in the terminal.
Characteristic/name/parameter: APPLICATION/SERVICE-ENABLED/1
Status: Optional.

Interpretation: Indicates that the PoC service is enabled in the terminal.
-----------
Characteristic/name/parameter: APPLICATION/PRE-ESTABLISHED-SESSION/0

Status: Optional.

Interpretation: Indicates no support for pre-established PoC service from the service provider.
Characteristic/name/parameter: APPLICATION/PRE-ESTABLISHED-SESSION/1

Status: Optional.

Interpretation: Indicates support for pre-established PoC service from the PoC service provider.
-----------

EXAMPLE 
#######

<characteristic type="APPLICATION">

  <parm name="APPID" value="POC-ID”/>

  <parm name="NAME" value="PoC"/>
  <parm name=”TO-NAPID” value=”IMS-NAP”/> 
  <parm name="AUTO-LOGIN" value="Always"/>

  <parm name="POC_ENABLED" value="1"/>

  <parm name=”PRE-ESTABLISHED-SESSION” value=”1”/>

  <parm name="ACOUNTER" value="20"/>
  <parm name=”CFACTORYURI” value=”ConfactoryURI.example.com”/>

   <parm name=” TALK_BURST_REQUEST_TIMER” value=”100”/>

  <characteristic type=”RESOURCE”>
      <parm name=”URI” value=”poc.example.com:5060”/>

     <parm name=”AAUTHNAME” value=”Joe”/>

     <parm name=”AAUTHSECRET” value=”xxx”/>

       <parm name=”AAUTHDATA” value=”List at example.com”/>
   </characteristic>

</characteristic>

###END###

