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OMA PoC CP and UP
	 
	Spec
	Clause
	Title
	Issue
	Status
	To be solved by
	Consequences if not solved

	1
	CP
	6.1.7
	PoC Client adding a User to a PoC Session
	Doc 680?
	Open
	Lucent
	

	2
	CP
	6.1.12
	Simultaneous Session controle procedure
	Doc 890 & SDP definition not advanced & negotiation not agreed
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	
	CP
	6.1.3
	Session initiation
	shall be taken account that privacy may not be allowed in the session; check also consistency with GM specification
	
	
	

	
	CP
	6.2.1.1
	General
	shall be taken account that privacy may not be allowed in the session; check also consistency with GM specification
	
	
	

	3
	CP
	6.2.1.2
	Auto-answer case
	Doc 631
	Open
	Nokia
	

	4
	CP
	6.2.1.3
	Manual-answer case
	Doc 631
	Open
	Nokia
	

	5
	CP
	6.2.7.1
	PoC Client setting Session priority
	Doc 890 & SDP definition not advanced & negotiation not agreed
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	6
	CP
	6.2.7.2
	PoC Client Lock-in a Single Session
	Doc 890 & SDP definition not advanced & negotiation not agreed
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	7
	CP
	7,1
	Determination of PoC Server role
	Doc 681 - big change and content-type
	Open
	Lucent
	 

	8
	CP
	7.2.1.2
	Ad-hoc PoC Group and 1-1 PoC Session setup request
	Doc 822 - TBCP in SIP req
New doc available
	Open
	Nokia
	Modify the clause as 822 proposes and move this clause to main body

	9
	CP
	7.2.1.3
	Pre-arranged PoC Group Session setup request
	Doc 822 - TBCP in SIP req
New doc available
	Open
	Nokia
	Modify the clause as 822 proposes and move this clause to main body

	10
	CP
	7.2.1.6
	Session joining policy
	Doc 823
	Open
	Siemens
	Modify the clause as 823 proposes and move this clause to main body

	
	CP
	7.2.1.8
	Adding PoC Participants to PoC Session
	Should be taken account also the adding policy; check also consistenty wirh GM specifications
	
	
	

	
	CP
	7.2.2.1
	General
	Shall be taken account that privacy is not always allowed; check also the consistency with GM specifications
	
	
	

	
	CP
	7.2.2.2
	PoC Session Initiation request
	p-header ietf draft is not available
	
	
	

	
	CP 
	7.2.2.4
	Termination polcy shall eb defined
	
	
	
	

	
	CP
	7.3
	Participatign Function
	Generally: p-header is not covered.
	
	
	

	11
	CP
	7.3.1.4
	PoC Session initiatio on-demand
	Doc 822 - TBCP in SIP req
	Open
	Nokia
	Modify the clause as 822 proposes and move this clause to main body

	12
	CP
	7.3.1.5
	PoC Session initiation using Pre-established Session
	Doc 871 includes 679, 680, 681 changes
	Open
	Lucent
Nokia
	 

	13
	CP
	7.3.1.8
	Refer request
	Doc 

	Open
	 
	 

	14
	CP
	7.3.1.10.2
	SIP BYE request from PoC Client - Pre-established Session case
	Doc 650 
	Closed
	 -
	

	15
	CP
	7.3.1.12 
	Simultaneous Session control procedures
	IANA reg info for SDP parameters missing
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	
	CP
	7.3.2.1
	General
	Shall be taken account that privacy is not always allowed; check also the consistency with GM specifications
	
	
	

	16
	CP
	7.3.2.2.1
	Automatic answer on-demand
	Doc 634
	Open
	Ericsson
	Move this clause to main body, mention unresolved part as "FFS"

	17
	CP
	7.3.2.2.2
	Automatic answer using Pre-established Session
	Doc 634
	Open
	Ericsson
	Move this clause to main body, mention unresolved part as "FFS"

	18
	CP
	7.3.2.2.3
	Manual answer
	Doc 634, 711, 821
	Open
	Ericsson
	Move this clause to main body, mention unresolved part as "FFS"

	19
	CP
	7.3.2.6.1
	SIP BYE request - on demand case
	Doc 651 
	Closed
	 -
	

	20
	CP
	7.4.2
	Upon PoC Client registration
	
	Open
	???
	

	
	UP
	5.1
	IP 
	should be allowed also that PoC Server UP supports IP version used in another domain without any additional network elements like NAT
	
	
	

	21
	UP
	5.4
	RTCP
	RTCP mandatory?
	Open
	Motorola
	Move this clause to main body, mention unresolved part as "FFS"

	
	UP
	6.2.7
	Simultaneous sessions
	Open issues identified by Editor
	
	
	

	22
	UP
	6.3.6
	Simultaneous PoC Session state diagram - per User
	IANA reg info for SDP parameters missing
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	23
	UP
	6.3.7
	Simultaneous PoC Session state diagram - per Session
	IANA reg info for SDP parameters missing
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	24
	UP
	6.4.6
	PoC Server state transit diagram for talk burst operation with queuing for the PoC Client
	Technically wrong & timestamp problem
New doc available
	Open
	Motorola
	Move this clause to main body, without timestamp.

	25
	UP
	6.5.1.2
	Talk Burst Request Timestamp
	Timestamp correlation
	Open
	LG
	Move this clause to main body, without timestamp.

	26
	UP
	7.5 
	Simultaneous PoC Sessions
	IANA reg info for SDP parameters missing
	Open
	Nokia
	Move this clause to main body, mention unresolved part as "FFS"

	27
	UP
	8.2
	Talker identification information in the PoC Client
	2nd paragraph to be cleaned up
	Open
	RIM
	Move this clause to main body, clean up later

	28
	UP
	9.1&9.3
	Timers
	Some timers need to be synchronised btw Client and Server (control); how to synchronise these in the case of controlling PoC Function is in another domain (OTAP can’t be used)
	
	
	

	29
	CP
	C
	Appendix C. Documentation of SIP SDP and XML Extensions 
(Informative)
	Appendix C contains e.g. Session Type uri-parameter specification. Thus it cannot be informative.
	Open
	
	Contribution 976

	30
	CP
	C.5.1
	Session Type uri-parameter
	Can uri-parameter “session” be used without any registration?
	Open
	
	

	31
	CP
	6.1.1.1
	General
	Generation of REGISTER is missing. Referred in 6.1.1.2.
	Open
	
	

	32
	CP
	6.1.1.2
	PoC Service registration and re-registration
	Registrar SHALL update the binding at the re-registration. Is 6.1.1.2 and 6.1.1.3 the correct place to specify it?
	Open
	
	

	33
	CP
	6.1.1.3
	PoC Service de-registration
	Same as in 6.1.1.2
	Open
	
	

	34
	CP
	6.1.3.2.2
	PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session
	What should be the trigger to interact with the User Plane: 2xx to REFER or the first 180/183/200 response in the NOTIFY request? 202 to REFER only means that the REFER request is understood. See also AD sub-clause 9.2.1.4.
	Open
	
	

	35
	CP
	6.1.3.2.2
	PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session
	Manual answer override (MAO) is not yet specified in Pre-established session.
	Open
	
	

	36
	CP
	6.1.3.2.3
	PoC Client initiates a Pre-arranged or Chat PoC Group Session
	Same as in 6.1.3.2.2: (What to use as trigger).
	Open
	
	

	37
	CP
	6.1.3.2.3
	PoC Client initiates a Pre-arranged or Chat PoC Group Session
	Same as in 6.1.3.2.2: (MAO)
	Open
	
	

	38
	CP
	6.1.3.2.3
	PoC Client initiates a Pre-arranged or Chat PoC Group Session
	How the PoC Client gets the Contact address of the Pre-arranged/Chat Group Session in order to be able to subscribe Conference State Event Package? Evidently NOTIFY content specification is missing in 7.3.1.5.
	Open
	
	

	39
	CP
	6.1.4.5
	SIP Session refresh
	Merge of SHOULD and SHALL. Evidently needs some kind of correction.
	Open

	
	

	40
	CP
	6.1.4.5
	SIP Session refresh
	Should an existing request be used or should a new request be generated?
	Open


	
	

	41
	CP
	7.2.1.8
	Adding PoC Participants to PoC Session request
	When REFER is received according to [draft-multiple-refer] how the originating PoC User gets information that one (or more) of the URIs in the resource-list was URI of a Pre-arranged or Chat Group. SIP NOTIFY is not sent. Subscription to conference state event package doesn’t help.
	Open
	
	

	
	
	
	
	
	
	
	


