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1 Reason for Contribution

This contribution contains solutions to the following comment in the OMA-POC-1148:

This contribution proposes a solution to the comment 926 in OMA-POC-2004-1148R04-COMMENTS-SORTED-BY-SPEC-AND-CHAPTERS-Dec20.

	926
	2004.12.01
	CP 6
	Technical: 

How the PoC Client shall use the "unconfirmed" and "confirmed" parameter (received in P-Answer-State) is not described in the originating procedures.

(OMA-POC-2004-1104)
	[2004.12.13]

Implementation issue

AI: Ericsson to write contribution


R01: Includes comments received in Vienna, i.e. bullet rephrased and one bullet added in pre-arranged on-demand session case.
R02: This is the agreed version.
2 Summary of Contribution

- Describes behavior in PoC Client in the 

3 Detailed Proposal

6.1.3.3.1  PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session

Upon receiving a request from a PoC User to establish an Ad-hoc PoC Group Session or a 1-1 PoC Session the PoC Client:

· 1. SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General";

· 2. SHALL set the Request-URI of the SIP INVITE request to the Conference-factory-URI for the PoC service in the Home PoC Network of the PoC User;

· 3. SHALL insert in the SIP INVITE request a Content-Type header with multipart/mixed as specified in [RFC2046];

· 4. SHALL include in the SIP INVITE request a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] as follows:

a) set the IP address and port number for the RTP Session;

b) include the set of codecs supported by the PoC Client for the PoC service;

c) if another IP address or port number is used instead of the default IP address and port number specified by the [RFC3550], set the IP address and port number to be used for RTCP at the PoC Client according to rules and procedures of  [RFC3605]; and,

d) the offered Talk Burst Control Protocol(s), Talk Burst "parameter(s)" and the port number(s) for the Talk Burst Control Protocol; 

· 5. SHALL insert in the SIP INVITE request a MIME resource-lists body with the PoC Address(es) of the Invited PoC User(s) according to rules and procedures of [draft-URI-list];

·  6.  SHALL in case the PoC User has requested Manual Answer Override include in the SIP INVITE request a P-Alerting-Mode header with the value "MAO" according to rules and procedures of  [draft-poc-p-headers]; 
· 7. SHALL send the SIP INVITE request towards the PoC Server according to rules and  procedures of the SIP/IP Core.

On receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Client MAY indicate the progress of the PoC Session establishment to the Inviting PoC User.

On receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Client: 

· 1. SHALL store the content of the received Contact header as the PoC Session Identity; and,

· 2. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization". 

· 3. MAY notify the answer state to the PoC User (i.e. “unconfirmed” or “confirmed”) if received in the P-Answer-State header in the response.

In addition to this, the PoC Client MAY subscribe to the Conference State Event Package as specified in subclause 6.1.10 "PoC Client subscription to the Conference State Event Package".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 

6.1.3.3.2  PoC Client initiates a Pre-arranged or Chat PoC Group Session 

Upon receiving a request from a PoC User to establish a PoC Group Session with a PoC Group Identity, identifying a Pre-arranged PoC Group or a Chat PoC Group the PoC Client: 

· 1. SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General"; 

· 2. SHALL set the Request-URI of the SIP INVITE request to the PoC Group Identity identifying the PoC Group;

· 3. SHALL include in the SIP INVITE request a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] as follows:

a) set the IP address and port number for the RTP Session;

b) include the set of codecs supported by the PoC Client for the PoC service;

c) if another IP address or port number is used instead of the default IP address and port number specified by the [RFC3550], set the IP address and port number to be used for RTCP at the PoC Client according to rules and procedures of  [RFC3605]; 

d) the offered Talk Burst Control Protocol(s), Talk Burst "parameter(s)" and the port number(s) for the Talk Burst Control Protocol.

· 4. SHALL in case the PoC User has requested Manual Answer Override include in the SIP INVITE request a P-Alerting-Mode header with the value "MAO" according to rules and procedures of  [draft-poc-p-headers];
NOTE: 
The PoC Server performing the Controlling PoC Function will ignore the Manual Answer Override indication in case the PoC Group Identity identifies a Chat PoC Group.

· 5.  SHALL send the SIP INVITE request towards the PoC Server according to rules and procedures of the SIP/IP Core.

On receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Client MAY indicate the progress of the PoC Session establishment to the Inviting PoC User.

On receiving a SIP 200 "OK" response to the SIP INVITE request, the PoC Client:

· 1. SHALL store the content of the received Contact header as the PoC Session Identity; 

· 2. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization". 

· 3. MAY notify the answer state to the PoC User (i.e. “unconfirmed” or “confirmed”) if received in the P-Answer-State header in the response.

In addition to this, the PoC Client MAY subscribe to the Conference State Event Package as specified in subclause 6.1.10 "PoC Client Subscription to the Conference State Event Package".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed modifications of the CP shall be included in the next version.
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