[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-PoC-2005-0148R02_CP_Adding PoC Users
Submitted to POC WG
Submission date: 23rd January 2005
 Doc# OMA-PoC-2005-0148R02_CP_Adding PoC Users
Submitted to POC WG
Submission date: 23rd January 2005


Input Contribution

	Title:
	CP Adding PoC Users
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Source:
	Ilkka Westman, NOKIA

+ 358 40 7618290

ilkka.westman@nokia.com

	Attachments:
	n/a
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	Replaces:
	n/a


1 Reason for Contribution

Section 6.1.7 needs a small correction to make it possible to handle also the PoC Session that is not controlled by the same PoC Server as the Pre-established Session in case PoC User uses Pre-established Session. R01 contains changes proposed during the Frankfurt meeting. Contributions is also updated using the latest Control Plane specification OMA-TS-PoC_ControlPlane-V1_0-20050211-D.
In case of Pre-arranged PoC Session with on-demand an existing dialog is used to avoid the problem described in CONRR Open Item 2293:
	2293
	2004.12.06
	CP 6.1.3.3.2
	Technical:

“1. SHALL store the content of the received Contact header as the PoC Session Identity; and,”

This is wrong in case Participating PoC Server acts as B2BUA, because only the Participating PoC Server can resolve it to the PoC Session Identity of the Pre-arranged/Chat PoC Group.

(OMA-POC-2004-1141)
	[2004.12.20]

Which PoC session? PoC client point of view, is it relevant?

Adding a note may be useful

"NOTE: when the PoC server performing the controling PoC function acting B2BUA, PoC session ID received in the contact header is not the same as the PoC session identity known to the PoC server. performning the PoC function"

NOKIA comment:

2293 (OPEN) Contribution needed.

NOTE proposal is very strange.
	B0


	


R02 adopts the changes proposed in the Stockholm meeting.
2 Summary of Contribution

When the PoC Session is not controlled by the same PoC Server as the Pre-established Session in case PoC User uses Pre-established Session, the REFER is send in a new dialog.
Sub-clause 6.1.3.1 is changed to be request independent and referred in 6.1.7.
According to 7.1.2 the REFER in a new dialog is received in the terminating network according to the sub-clause 7.2.1.8. It already includes all needed procedures for an initial request. So no changes is needed in 7.2.1.8.
Sub-clause 7.3.1.8 doesn’t need any change.
3 Detailed Proposal

6.1.3.1  General

The PoC Client SHALL generate an initial SIP request according to rules and procedures of  [RFC3261].  The PoC Client

· 1. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.talkburst' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of  [RFC3841] in all initial SIP requests; 

· 2. SHALL include a User-Agent header to indicate the PoC release version as specified in subclause C.4.1 “Release version in User-agent and Server headers”;

· 3. SHALL include value ''id'' in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325];

NOTE 1:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP request based on rules specified in the [POC XDM Specification] the PoC Session will not be allowed by the PoC Server hosting the PoC Group. 

· 4. SHALL include the PoC feature-tag '+g.poc.talkburst' in the Contact header;
· 5. SHOULD include an Allow header with all supported SIP methods; 

· 6. SHALL include the PoC Address of the PoC User as the Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address”. 

The PoC Client SHALL generate an initial SIP INVITE request according to rules and procedures of  [RFC3261].  The PoC Client

· 1. SHALL include the option tag 'timer' in the Supported header;
· 
· 2. SHOULD include the Session-Expires header with the refresher parameter set to ''uac'' according to rules and procedures of [draft-ietf-sip-session-timer];
· 
NOTE 2:
The use of the option tag 'precondition', as specified in [RFC3312], and the option tag '100rel', specified in [RFC3262], is not defined for POC-1 reference point.

On receipt of a SIP final response or SIP provisional response to the SIP request, the PoC Client: 

· 1. SHALL store the list of SIP methods that the PoC Server supports if received in the Allow header.

· 2. SHALL store the contact if received in the Contact header;

On receipt of the SIP 200 "OK" response to the initial SIP INVITE request the PoC Client:

· 1. SHALL start the SIP Session timer using the value received in the Session-Expires header according to rules and procedures of [draft-ietf-sip-session-timer].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.7  PoC Client adding PoC User(s) to a PoC Session

Upon receiving a request from the PoC User to add one or more PoC Users to an ongoing PoC Session, the PoC Client:

· 1. SHALL, if the SIP REFER request will be send in a new dialog, generate an initial SIP REFER request as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3515]; otherwise generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2.  SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of an ongoing PoC Session; 

NOTE 1: If the ongoing PoC Session is established using Pre-established Session but is not controlled by the same PoC Function as the Pre-established Session, then the PoC Session Identity of the on-going PoC Session has been received in the TBCP Connect message.
· 3. SHALL, if only one PoC User is invited, either
a) set the Refer-To header of the SIP REFER request to the PoC Address of the invited PoC User according to rules and procedures of [RFC3515], and skip the next step; or
b) continue to the next step.
· 4. a) SHALL include a Refer-To header with a pointer to an URI-list in a body part containing the MIME resource-list body according to rules and procedures of [draft-multiple-refer];

b) SHALL include a MIME resource-lists body with the list of the PoC Users to be added according to rules and procedures of [draft-multiple-refer]. 
· 5. SHALL, if the on-going PoC Session is an Ad-hoc PoC Group Session or 1-1 PoC Session on the home PoC Server of the PoC User, check that the number of the Invited PoC Users on the URI-list or in the Refer-To header does not exceed the maximum number of Participants allowed in an Ad-hoc PoC Group Session as indicated in “MAX-ADHOC-GROUP-SIZE” parameter provisioned for PoC Client. If exceeded, the PoC Client SHOULD notify the PoC User. Otherwise, continue with the rest of the steps;

· 6. SHALL include in the Require header the option tag "norefersub" according to rules and procedures of [draft-multiple-refer] when more than one PoC User is added, and MAY include in the Require header the option tag “norefersub” according to rules and procedures of [draft-multiple-refer] when only one PoC User is added;


· 7. SHALL include value "id" in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325]; 

NOTE 2:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP REFER request based on rules specified in the [POC XDM Specification] the PoC Session will not be allowed by the PoC Server hosting the PoC Group. 

· 8. SHALL include a P-Alerting-Mode header with the value "MAO" according to rules and procedures of [draft-poc-p-headers] if the PoC User has requested Manual Answer Override; 

· 9.  SHALL send the SIP REFER request towards the PoC Server within the existing dialog from which the PoC Session Identity of the ongoing PoC Session was received in the Contact header of the SIP final response if such a dialog exists, otherwise send the SIP REFER request towards the PoC Server using a new SIP dialog, according to rules and procedures of the SIP/IP Core. 

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265];

· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE 3:
The PoC Server does not send any SIP NOTIFY request if the PoC Client inserted the option tag "norefersub" in the Require header.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.
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