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1 Reason for Change

Justification: 

At the moment the text in the SCR item PoC_UserPlaneV1-UTR-C-006 is misleading and does not reflect the corresponding text in the chapter 5.4. This contribution modifies the text to do that.
Clauses affected: 

A.1.1, A.2.2 and A.3.1.

Summary of change:

I modified the text in A.1.1 to reflect the text in the subclause 5.4. I also modified the text in the corresponding tables for the PoC Server performing the Participating PoC Function and the PoC Server performing the Controlling PoC Function to be the same as for the PoC Client.

Consequence if not approved:

It may confuse testing of the RTCP functionality with the present text.

2 Impact on Backward Compatibility

No problem with backward compatibility.

3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes in the chapter 6 should be incorporated in the next version of the PoC xx.

6 Detailed Change Proposal

------ Change 1 ----
The PoC Client, the PoC Server performing the Controlling PoC Function and the PoC Server performing the Participating PoC Function support the RTP Control Protocol (RTCP), according to rules and procedures as specified in [RFC3550], with the clarifications in this subclause.

Talk Burst Control Protocol (TBCP) messages SHALL be sent as RTCP APP packets and SHOULD be sent to the same UDP port as the other RTCP packets.

The PoC Client, the PoC Server performing the Controlling PoC function and the PoC Server performing the Participating PoC function:

· SHALL support the creation, modification and/or processing of the content in TBCP packets.

RTCP packets, other than those used for TBCP messages, SHALL be RTCP compound packets according to rules and procedures as specified in [RFC3550]. TBCP messages SHOULD NOT be formatted as RTCP compound packets.

NOTE 1:
Since the TBCP messages are not formatted as compound packets in compliance with [RFC3550], the Talk Burst Control Protocol may be implemented separately from other standard RTCP message processing. By separating the TBCP messages, it is easier for the PoC Servers to forward these messages to the proper handling function.

The PoC Client,

· SHALL at the minimum support the reception of RTCP packets, other than those used for TBCP messages.

NOTE 2:
If the PoC Client supports the minimum level of RTCP, it discards received RTCP packets.

· MAY support the creation and/or processing of the content in RTCP packets, other than those used for TBCP messages, to provide means for User Plane adaptation, feedback of the quality of the media transmission and give a persistent transport-level identifier for the RTP source.

The PoC Server performing the Controlling PoC Function and the PoC Server performing the Participating PoC Function:

· SHALL support the reception of RTCP packets, other than those used for TBCP messages.

· SHALL support forwarding of RTCP packets, other than those used for TBCP messages.

· MAY support the creation, modification and/or processing of the content in RTCP packets, other than those used for TBCP messages to provide means for User Plane adaptation and feedback of the quality of the RTP Media transmission.

NOTE 3: 
To reduce network load, it is beneficial if the RTCP compound packets created, modified or processed by the PoC Client and the PoC Server only contains the mandatory RTCP packets required for that RTCP compound packet as specified in [RFC3550].
To reduce potential degradation of the quality of the media transmission, the PoC Client and the PoC Server SHOULD NOT schedule transmission of RTCP packets or TBCP messages during a Talk Burst.


The PoC Client SHOULD NOT send a RTCP BYE packet when the PoC Client leaves the PoC Session. The PoC Server performing the Controlling PoC Function and the PoC Server performing the Participating PoC Function SHOULD NOT send RTCP BYE packets when the PoC Session is released.

NOTE 4:
The PoC service do not require control signalling in the RTP Session by RTCP to indicate which Participants that are leaving the PoC Session, and the PoC service entities do need to keep track of the number of Participants to calculate the transmission interval of RTCP.  Therefore, it is recommended that the PoC Clients and PoC Servers do not send RTCP BYE packets.

------ end change 1 ----

------ change 2 ----

A.1.1
Transport

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-UTR-C-001
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	M
	

	PoC_UserPlaneV1-UTR-C-002
	Support of UDP according to rules and procedures specified in [RFC768].
	Subclause 5.2
	M
	

	PoC_UserPlaneV1-UTR-C-003
	Handling of Port Numbers.
	Subclause 5.2.1
	M
	

	PoC_UserPlaneV1-UTR-C-004
	Support of RTP according to rules and procedures as specified in [RFC3550].
	Subclause 5.3
	M
	

	PoC_UserPlaneV1-UTR-C-005
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in the subclause 5.4 “RTCP” including support of the creation, modification and/or processing of the content in TBCP packets..
	Subclause 5.4
	M
	

	PoC_UserPlaneV1-UTR-C-006
	Support the creation and/or processing of the content in RTCP packets, other than those used for TBCP messages, to provide means for User Plane adaptation, feedback of the quality of the media transmission and give a persistent transport-level identifier for the RTP source.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-UTR-C-007
	Support of sending of TBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-UTR-C-008
	Does not send TBCP messages as compound packets.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-UTR-C-009
	Supports the creation, modification and/or processing of the content in RTCP packets.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-UTR-C-010
	To reduce potential degradation of the quality of the media transmission, the PoC Client does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-UTR-C-011
	void
	
	
	

	PoC_UserPlaneV1-UTR-C-012
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	O
	


------- end change 2 ------

------change 3 ------
A.2.2
Transport

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-PTR-S-001
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	O
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-002
	Support of UDP according to the rules and procedures as specified in [RFC768].
	Subclause 5.2
	O
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-003
	Handling of port numbers.
	Subclause 5.2.1
	O
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-004
	Support of RTP according to the rules and procedures specified in [RFC3550].
	Subclause 5.3
	O
	 PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-005
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in the subclause 5.4 “RTCP” including support of the creation, modification and/or processing of the content in TBCP packets.
	Subclause 5.4
	O
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-006
	Support of sending of TBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	O
	 PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-007
	Does not send TBCP messages as compound packets.
	Subclause 5.4
	O
	PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-008
	Support the creation, modification and/or processing of the content in RTCP packets to provide means for User Plane adaptation and feedback of the quality of the RTP Media transmission.


	Subclause 5.4
	O
	PoC_UserPlaneV1-PTR-S-002

	PoC_UserPlaneV1-PTR-S-009
	To reduce potential degradation of the quality of the media transmission, the PoC Server does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.
	Subclause 5.4
	O
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PTR-S-010
	void
	
	
	

	PoC_UserPlaneV1-PTR-S-011
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	O
	PoC_UserPlaneV1-PTR-S-002


----end change 3 -----

---- change 4 -------
A.3
PoC Server performing the Controlling PoC Function

A.3.1
Transport

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-CTR-S-001
	Support of the Internet Protocol defined by the SIP/IP Core.
	Subclause 5.1
	M
	

	PoC_UserPlaneV1-CTR-S-002
	Support of UDP according to the rules and procedures as specified in [RFC768].
	Subclause 5.2

	M
	

	PoC_UserPlaneV1-CTR-S-003
	Handling of port numbers.
	Subclause 5.2.1
	M
	

	PoC_UserPlaneV1-CTR-S-004
	Support of RTP according to the rules and procedures as specified in [RFC3550].
	Subclause 5.3
	M
	

	PoC_UserPlaneV1-CTR-S-005
	Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in subclause 5.4 “RTCP” including support of the creation, modification and/or processing of the content in TBCP packets 
	Subclause 5.4
	M
	

	PoC_UserPlaneV1-CTR-S-006
	void
	
	
	

	PoC_UserPlaneV1-CTR-S-007
	Support of sending of TBCP messages to the same UDP port as the other RTCP packets.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-CTR-S-008
	Does not send TBCP messages as compound packets.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-CTR-S-009
	Supports the creation, modification and/or processing of the content in RTCP packets to provide means for User Plane adaptation and feedback of the quality of the RTP Media transmission.
	Subclause 5.4
	O
	

	PoC_UserPlaneV1-CTR-S-010
	To reduce potential degradation of the quality of the media transmission, the PoC Server does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.
	Subclause 5.4
	O
	PoC_UserPlaneV1-CTR-S-009

	PoC_UserPlaneV1-CTR-S-011
	void
	
	
	

	PoC_UserPlaneV1-CTR-S-012
	Does not send RTCP BYE packets when the PoC Session is released.
	Subclause 5.4
	O
	PoC_UserPlaneV1-CTR-S-009


-----end change 4 ------
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