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1 Reason for Change

Corrections to definitions in PoC version 2.0 AD.

Changes include:

· Corrections to definitions (misuse of existing definitions, capitalizing non-defined terms, spelling errors)
· Addition of missed definitions

· Removal of restating defined term in the definition (addition of optimization and clarity of definition)
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to include the proposed modifications to the PoC version 2.0 AD.
6 Detailed Change Proposal
Change 1:  3.1 Conventions
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All clauses and appendices, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.
Change 2:  3.2 Definitions (Ad-hoc PoC Group and Session)
Ad-hoc PoC Group Session - definition is currently provided, but in the “Ad-hoc PoC Group” definition row. Correction is provided.

Ad-hoc PoC Group - definition is missing. A definition is supplied.

	Ad-hoc PoC Group
	A PoC Group created by a PoC User by selecting other PoC Users dynamically from a list of PoC Users during the PoC Session establishment. An Ad-hoc PoC Group is temporary and its existence is defined by the duration of a PoC Session.

	Ad-hoc PoC Group Session
	A PoC Group Session established by a PoC User to an Ad-hoc PoC Group. 


Change 3:  3.2 Definitions (Missed definitions)

The definitions below are currently missed from the PoC version 2.0 AD.

	Push To Talk Service (P2T)
	Non OMA PoC “walkie-talkie” service.

	Pre-arranged PoC Group Session
	A PoC Session established by a PoC User to an Pre-arranged PoC Group.


Change 4:  3.2 Definitions (Primary PoC Session)

Primary PoC Session definition is missing. It looks like a copy and paste error. A definition is provided.
	Primary PoC Session
	A PoC Session for which the PoC User receives Media with the highest priority level.


Change 5:  3.2 Definitions (Correction of definitions)

The definitions below have spelling errors and/or have wrong usage of already existing definitions.

	Access Control
	PoC User specified rules that define the interactions with other PoC Users, e.g. rules restricting other PoC Users that may try to establish PoC Session to the PoC User.  

	Automatic Answer Mode
	Answer Mode where the PoC Client accepts a PoC Session establishment request without manual intervention from the PoC User. The Media is immediately played when received.

	Chat PoC Group
	A persistent PoC Group in which each member individually joins the PoC Session, i.e., the establishment of a PoC Session to a Chat PoC Group does not result in other members of the Chat PoC Group being invited. 

	Contact List
	A list available to the PoC User that contains the PoC Addresses and/or PoC Group Identities.

	Controlling PoC Function
	A function is implemented in a PoC Server, providing centralized PoC Session handling, which includes RTP Media distribution, Talk Burst Control, Media Burst Control, policy enforcement for participation in the PoC Group Sessions, and the Participant information.

	Conversation
	A  series of Talk Bursts within a PoC Session in which the inter-arrival spacing of the Talk Bursts is less than a defined time interval; typically, the Talk Bursts are associated to a logical exchange between two or more PoC Users.     

	Home PoC Server
	The PoC Server operated by PoC User’s service provider.

	ID Notification Indication
	An indication for a PoC Address of an invited PoC User to be presented to, or hidden from, the other invited PoC Users on the terminating PoC Clients. An initiator of an Ad-hoc PoC Group Session sets the indications for all the invited PoC Users within invitation requests. Each indication takes either “SHOWN” or “HIDDEN” as its value.

	Incoming Condition Based PoC Session Barring
	A PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block a particular incoming PoC Session request based on conditions defined for incoming PoC Sessions.

	Invitation Reservation Request
	A PoC Session establishment request containing conditions instructing the PoC Server when to establish the PoC Session

	Media Parameters
	SIP/SDP based information exchanged between the PoC Server and the PoC Client that specify the characteristics of the Media for a PoC Session being established or that already exists. 

	Ordinary Participant
	A Participant in a 1-many-1 PoC Session that is only able to send and receive Media to and from the Distinguished Participant.

	Outgoing Condition Based PoC Session Barring
	A PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block a particular outgoing PoC Session request based on conditions defined for outgoing PoC Sessions.

	PoC Service Setting
	A set of parameters indicating the capability of the PoC Client and the willingness of the PoC User to convey with related PoC Client and PoC Server functionalities, e.g. Answer Mode Indication, Incoming PoC Session Barring, Incoming Instant Personal Alert Barring, Simultaneous PoC Sessions Support, and Enhanced Simultaneous PoC Sessions.

	PoC Session
	A SIP Session established by the procedures of this specification.  This specification supports the following types of PoC Sessions:  1-1 PoC Session, Ad-hoc PoC Group Session, Pre-arranged PoC Group Session, and Chat PoC Group Session. 

	PoC Session Control Data
	Information about PoC Session Data e.g. time and date, PoC Session initiator.

	PoC Session Priority
	A level of priority determined based on the Service Provider Policy and the QoE Profile associated with the PoC Session. It controls how the PoC Session is treated under competing situations with other PoC Sessions and may result in a preferred treatment for those PoC Sessions with a higher PoC Session Priority. The definition of different levels to be applied for this feature is a decision that belongs to the PoC service provider.

	Pre-arranged PoC Group
	A Pre-arranged PoC Group is a persistent PoC Group that has an associated set of PoC Users or/and PoC Groups.  The establishment of a PoC Session to a Pre-arranged PoC Group results in all members being invited.  

	Pre-established Session
	A SIP Session established between the PoC Client and the PoC Server that performs the Participating PoC Function.  The PoC Client establishes the Pre-established Session prior to making requests for PoC Sessions to other PoC Users.  To establish a PoC Session based on a SIP request from a PoC User, the PoC Server conferences other PoC Servers/PoC Users to the Pre-established Session to create an end-to-end connection. 

	QoE Profile
	Set of parameters that establish, from a high level point of view, the end PoC User experience in a given PoC Session. The QoE Profile is part of the PoC User’s subscription and can also be specified for PoC Groups. Each QoE Profile is associated with certain rules for underlying resource usage and potential prioritization procedures.

	RTP Media
	Media  carried in an RTP payload.

	Secondary PoC Session
	A PoC Session for which the PoC User receives Media when there is no Media present on the Primary PoC Session. 

	Service Provider Policy
	Service Provider Policy refers to the overall policy conditions actually selected by a service provider(s) for commercial implementation of a PoC service.  Service Provider Policy is established based on commercial considerations, which may concern, e.g. support/non-support of certain network or client capabilities or service features within a network.  Service Provider Policy is applicable only to the network or subscribers over which the service provider has control.

	SigComp
	A signalling compression mechanism specified in [RFC3320]; SigComp in PoC provides for the compression of SIP requests and responses. 

	Simultaneous PoC Session
	A PoC Session, where a PoC User is a Participant in more then one PoC Session simultaneously using the same PoC Client. When a PoC User is participating in Simultaneous PoC Sessions,  the PoC Server performing the Participating PoC Function will apply Media Filtering on continuous Media Types (voice, video) between PoC Sessions providing the same Media.

	Talk Burst
	A flow of PoC Speech from a PoC Client having the permission to send Media.

	Talk Burst Control
	A control mechanism that arbitrates requests from the PoC Clients for the right to send Media. 

NOTE: In [PoC RD V1.0] the term “Floor Control” is used to mean the same as term “Talk Burst Control“ in [OMA PoC AD], [OMA PoC CP] and [OMA PoC UP].

	Unconfirmed Indication
	An indication returned by the PoC Server to confirm that it is able to receive Media and believes the PoC Client is able to accept Media. The PoC Server sends the Unconfirmed Indication prior to determining that all egress elements are ready or even able to receive Media.

	User Plane
	 A specification of the Media and Media control signalling (e.g., TBCP) between the PoC Client and PoC Server. 
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