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1 Reason for Change

2 R01: This is the agreed version
Justification
The OMA-POC-POCv2-2006-0651r3-CR_UP_Introducing_MBCP was not correct implemented in subclause 1 and 6.4.4.

At the same time the proposed text in 651r3 need some cleaning. 
Scope of change
 Agreed text from Tallinn re-introduced and modified.
Impacted subclauses
 Subclauses 1 and 6.4.4.
Consequence if not accepted
 Need to use text from Tallinn that is unclear.
3 Impact on Backward Compatibility

No impact.
4 Impact on Other Specifications

No impact
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

It is recommended that the proposed changes shall be included in the next version of the UP.
7 Detailed Change Proposal

1.    Scope

This document describes the User Plane signaling procedures for the Push to Talk over Cellular (PoC) service over the POC-3 and the POC-4 reference points as defined in [OMA-POC-AD] using the Media Burst Control Protocol (MBCP). 
The Talk Burst Control Protocol (TBCP) can be used for PoC Speech and is  specified in [OMA-PoC-UP-1.0].

When necessary the interworking between the Control Plane [OMA-POC-CP] and the User Plane is described in this document.

This specification does not specify the underlying SIP/IP Core, its features and functions. However, some parts of the specification can place requirements on the implementation of SIP / IP Core.

6.4.4 PoC Server state transition diagram for general Media Burst operation

The PoC Server SHALL support the state diagram and the state transitions specified in this subclause. 

Figure 12 "PoC Server state transition diagram for general Media Burst operation" shows the general Media Burst operation states (G states) and the state transition diagram.
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NOTE:
T1 is the 'End of RTP Media' timer, T2 is the 'Stop talking' timer, T3 is the 'Stop talking grace' timer, T4 is the 'Inactivity' timer and T7 is the 'Media Burst Idle' timer.

Figure 12: PoC Server state transition diagram for general Media Burst operation.

The PoC Server SHALL keep one instance of the general Media Burst operation state machine per PoC Session.

State details are explained in the following subclauses.

If a MBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Server SHALL discard the MBCP message or RTP Media packet and SHALL remain in the current state.

When a PoC Client is using the Talk Burst Control Protocol (TBCP) the PoC Server SHALL use messages, parameters and procedures toward that PoC Client as specified in [OMA-PoC-UP-1.0] and is out of scope of this specification.
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