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1 Reason for Change

Justification
The CP text of SIP MESSAGE includes a couple of ENs, which should be solved. 

Scope of change
Using the existing SIP dialog is recommended in RFC3428, but neither one is excluded.  Added a new feature tag definition and added a subclause to clarify the IM spec usage in PoC.
Impacted subclauses
Subcaluses 6.1.15 , 6.2.8, E.2.3 and 5.x.
Consequence if not accepted
We are not ready to the consistency review.
Reasons for revision
R01:  Meeting comments taken account and aligned with IM TS endorsement.
R02: Meeting comments taken account.
2 Impact on Backward Compatibility

None identified 

3 Impact on Other Specifications

None identified 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt

6 Detailed Change Proposal

6.1.15 PoC Client sending a Discrete Media as a SIP MESSAGE

Upon a request from a PoC User to send a Discrete Media and when the SIP MESSAGE request is used, the PoC Client: 

1. SHALL generate a SIP MESSAGE request as specified in   [OMA_IM_TS_Endorsement]; 
2. SHALL include an Accept-Contact header with the PoC feature tag, '+g.poc.discretemedia' according to rules and procedures of [RFC3841] instead of the IM feature-tag '+g.oma.sip-im'; and,

3. SHALL send the SIP MESSAGE request towards the PoC Server according to rules and procedures of the SIP/IP Core.


NOTE:
The SIP MESSAGE can be sent inside or outside the existing SIP dialog, when sent to the Participants of the PoC Session.  If sent inside the existing SIP dialog, the Accept-Contact header is not needed to be included.

NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.2.8 PoC Client receiving Discrete Media as a SIP MESSAGE
Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.discretemedia' in the Accept-Contact header field, the PoC Client:

1. SHALL perform the actions specified in [OMA_IM_TS_Endorsement].

NOTE:  Responses for the SIP MESSAGE request are described in [OMA_IM_TS_Endorsement].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

E.2 PoC feature tags

This subclause describes the PoC feature tags.

E.2.1 Talk Burst

Media feature tag name: +g.poc.talkburst.

ASN.1 Identifier: New assignment by IANA.

Summary of the media feature indicated by this tag: This feature tag indicates that the device supports OMA Push To Talk over Cellular (PoC) Talk Burst Control.

Values appropriate for use with this feature tag: Boolean.

The feature tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: 

· This feature tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Routing a call to a mobile phone that can support push to talk service.

Related standards or documents: OMA-CP-PoC-V1_0.

Security Considerations: Security considerations for this media feature tag are discussed in Section 11.1 of [RFC3840]. 

E2.2 Group Advertisement

Media feature tag name: +g.poc.groupad.

ASN.1 Identifier: New assignment by IANA.

Summary of the media feature indicated by this tag:  This feature tag indicates that the device supports OMA Push To Talk over Cellular (PoC) Group Advertisements.

Values appropriate for use with this feature tag: Boolean.

The feature tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: 

· This feature tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Routing a Group Advertisement message to a mobile phone that can support PoC Group Advertisements.

Related standards or documents: OMA-CP-PoC-V1_0.

Security Considerations: Security considerations for this media feature tag are discussed in Section 11.1of [RFC3840].  

E2.3 Discrete Media

Media feature tag name: +g.poc.discretemedia.

ASN.1 Identifier: New assignment by IANA.

Summary of the media feature indicated by this tag:  This feature tag indicates that the device supports OMA Push To Talk over Cellular (PoC) Discrete Media transfer.

Values appropriate for use with this feature tag: Boolean.

The feature tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: 

· This feature tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Routing a Discrete Media message to a mobile phone that can support PoC Discrete Media.

Related standards or documents: OMA-CP-PoC-V2_0.

Security Considerations: Security considerations for this media feature tag are discussed in Section 11.1of [RFC3840].  
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