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1 Reason for Change

Attribute name has to be corrected and minor amendments are needed in some subclauses.
The attribute name "capacitycopyControl" has to be changed to "copyControl".

The ' and,' has to be put in a correct place in terms of bullet structure.

Affected subclauses are 7.3.2.2.5.2 and 7.3.2.2.5.3.
See Detailed Change Proposal for the actual correction.

2 Impact on Backward Compatibility

There is no impact on backward compatibility.
3 Impact on Other Specifications

There is no impact on other specifications.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to adopt the proposed changes to the PoC TS Control Plane V 2.0.
6 Detailed Change Proposal
7.3.2.2.5.2     Forward invitations to a NW PoC Box

When an invitation to a PoC Session is to be forwarded to the NW PoC Box the PoC Server:

· 1. SHALL generate a SIP 181 "Call is Being Forwarded" response according to rules and procedures of [RFC 3261];

Editor's note: The sending of the181 "Call is Being Forwarded" response is FFS.
· 2. SHALL send the SIP 181 "Call is Being Forwarded" response according to rules and procedures of SIP IP Core;

· 3. SHALL generate a SIP INVITE request as specified in subclause 7.3.2.1"General";
· 4. SHALL include the address of a NW PoC Box along with the called PoC User's PoC Address and the cause for the redirection in the Request-URI according to rules and procedures of [RFC 4458];
· 5. SHALL include a History header as specified in [RFC 4244] giving the condition for forwarding the invitation to the NW PoC Box;
· 6. include in the SIP INVITE request a MIME SDP body as an SDP offer on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";
· 7. SHALL include the Answer-Mode header set to 'Manual;Require';

· 8. SHALL include the Referred-By header from the incoming SIP request if anonymity is not requested by the value 'id' in the Privacy header; 

· 9. MAY, in the establishment of an Ad-hoc PoC Group Session, include in the SIP INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list], and MAY perform procedures of [draft-URI-list-capacity] relying on the "copyControl" and the "anonymize" attribute values in the list;
NOTE:
The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as their "anonymize" attribute value has been set to 'true'.
· 10 SHALL continue, for the duration of the SIP Session, acting as a B2BUA according to rules and procedures of [RFC3261]; and,
· 11. SHALL forward the incoming SIP INVITE request towards the NW PoC Box according to rules and procedures of SIP/IP Core.
Upon receiving SIP 200 "OK" response to the SIP INVITE request the PoC Server:

· 1. SHALL perform the following actions

a) cache the list of supported SIP methods if received in the Allow header;

b) cache the contact received in the Contact header;

· 2. SHALL include in the Contact header.the feature tags 'automata', and the feature tag 'actor' with the value of 'msg-taker' if any of these are included in the Contact header of the incoming received SIP response; and,
· 3. SHALL send the SIP 200 "OK" response to the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core.

The PoC Server SHALL forward any other SIP response that does not contain SDP along the signalling path to the originating network according to rules and procedures of SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.2.2.5.3     Forward invitations to a UE PoC Box
When an invitation to a PoC Session is to be forwarded to the UE PoC Box

The PoC Server:
-
1. SHALL generate a SIP INVITE request as specified in subclause 7.3.2.1 "General". 
-
2. SHALL include in the SIP INVITE request a MIME SDP body as an SDP offer on the SDP offer in the received SIP INVITE request as specified in the subclause 7.3.2.1a "SDP offer generation";
-
3. SHALL set the Request-URI to the PoC Address of the PoC User to be invited

-
4. SHALL include in the Accept-Contact header the feature tag 'automata' along with the feature tag 'actor' with the value 'principal' and the parameters 'explicit' and 'require'; 

-
5. SHALL include unmodified any Reject-Contact headers contained in the original SIP INVITE request; and,

· 6. SHALL include the Answer-Mode header set to 'Manual;Require';

· 7. SHALL include the Referred-By header from the incoming SIP request if anonymity is not requested by the value 'id' in the Privacy header; 

· 8. MAY, in the establishment of an Ad-hoc PoC Group Session, include in the SIP INVITE request the MIME resource-lists body according to rules and procedures of [draft-URI-list], and MAY perform procedures of [draft-URI-list-capacity] relying on the "copyControl" and the "anonymize" attribute values in the list;
NOTE:
The URIs without both the "copyControl" and the "anonymize" attributes are interpreted as their "anonymize" attribute value has been set to 'true'.
· 9. SHALL continue, for the duration of the SIP Session, acting as a B2BUA according to rules and procedures of [RFC3261]; and,
· 10. SHALL send the SIP INVITE request towards the UE PoC Box according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Server:

· 1. SHALL perform the following actions

a) cache the list of supported SIP methods if received in the Allow header;

b) cache the contact received in the Contact header;

· 2. SHALL copy into the Contact header.the feature tags 'automata', 'actor' with their corresponding value if any of these are included in the Contact header of the incoming received SIP response; and,
· 3. SHALL send the SIP 200 "OK" response to the PoC Server performing the Controlling PoC Function according to rules and procedures of SIP/IP Core.

Upon receiving any 4xx, 5xx or 2xx response or if no final response is received from the UE PoC Box the PoC Server SHALL determine whether to forward the request to a NW PoC Box as specified in subclause 7.3.2.2.5.2 "Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response".
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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