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Change Request

	*Title:
	Solve CONRR ETR issues J59 J60 (BWC)
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	POC WG / PoC v2

	Doc to Change:
	OMA-ETR-PoC-V2_0-20070124-D.doc

	Submission Date:
	13 3  2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Panasonic

Contact: david.cooper@eu.panasonic.com, david.stacey@eu.panasonic.com, 



	Replaces:
	n/a


1 Reason for Change

a) Justification:
To address the following consistency review comments
	J59

	2007.01.22
	T
	5.2 (BWC-003)
	Source: Agnieszka.r.Szczurowska@ericsson.com

Form: OMA-REL-2007-0040
Comment:  Close 2 Editor's Notes for this requirement.

Proposed Change: Solve.
	Status:  OPEN
- Reference to TS added
- Clarification to text added 


	J60

	2007-01-19
	T
	5.2
	Source: Siemens

Form: OMA-REL-2007-0039

Comment: A test for cooperation of PoCv1.0 Client(s) with PoCv2.0 Client(s) in a PoC Session hosted by PoCv2.0 Server should be added.
	Status: OPEN
No change needed.

Despite several months no such test has been proposed, indicating low level of interest in such a test. 

	
	
	
	
	
	


R01: take into account commments at Frankfurt meeting:
Delete reference to poc 1.0 ETR

Refer to CP 7.3.2a.

Leave both CONRR comments open
Editor’s note about number of PoC 1 clients undeleted..
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree this proposal or to mark the CONRR comment as closed.
6 Detailed Change Proposal
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Change 1:  5.2

5.2 Backwards Compatibility (BWC)
This clause specifies the requirements for PoC 2.0 entities that need to be backwards compatible with PoC 1.0 entities [OMA-PoC-AD] "Backward Compatibility". The subset of tests used for regular testing should be applied to backwards compatibility testing. Each of the backwards compatibility requirements in this clause  shall specify the extent of needed verification.

The requirements in this clause  should be tested if the implementations compliant with the earlier version of PoC are available.
	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	BWC-001
	 PoC XDMC backwards compatibility with PoC XDMS that is compliant with earlier version of PoC.

[OMA-PoC_AD] clause 5.2

PoCv2.0
	Verify that PoC XDMC is backwards compatible with PoC XDMS that is compliant with earlier version of PoC.

	
	BWC-002
	PoC XDMS backwards compatibility with PoC XDMC that is compliant with earlier version of PoC.

 [OMA-PoC_AD] clause 5.2

PoCv2.0
	Verify that PoC XDMS is backwards compatible with PoC XDMC that is compliant with earlier version of PoC.

	
	BWC-003
	PoC 1.0 Client works with PoC 1.0 functionality in PoC 2.0 network.
[OMA-PoC-CP] 6.1a, 7.3.2a
PoCv2.0

	Verify that a PoC 1.0 Client works with PoC 1.0 functionality in the PoC 2.0 network.

Editor's Note:  Needs to be clarified, if only one PoC 1 client is enough in the test configuration and how widely the backward compatibility should be tested (which items to be tested).

	
	BWC-004
	PoC 2.0 Client works with PoC 1 functionality in PoC 1.0 network.

PoCv2.0
	Verify that PoC 2.0 Client works with PoC 1.0 functionality in the PoC 1.0 network.

	Error Flow
	N/A
	
	


Table 31: Backwards Compatibility Test Requirements.
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