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1 Reason for Change

A Device supporting Domains Functionality supports Join Domain and Leave Domain functionalities either for Connected Devices or for Unconnected Devices (A Device can be either Connected or Unconnected Device). In section F.1 Client Conformance Requirements, Domains Functionality, supporting only either of the two functionalities (Connected or Unconnected) is not clear. This CR aims to fix this issue.

2 Impact on Backward Compatibility

N/a
3 Impact on Other Specifications

None
4 Intellectual Property Rights Considerations

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the group review this CR and include it within an updated version of the DRM specification.
6 Detailed Change Proposal

Appendix F. Static Conformance Requirements

The notation used in this appendix is specified in [IOPPROC].

F.1 Client Conformance Requirements

The table below enumerates the client conformance requirements on all Devices – Connected, as well as Unconnected Devices. The Enabler Release Definition for DRM V2.0 [DRMERELD-v2] defines the mandatory features to be supported by the Connected and Unconnected Devices. For further information, please see section 8 of [DRMERELD-v2].

	Item
	Function
	Reference
	Status
	Requirements

	DRM-CLI-CMN-0015 
	Domains Functionality
	5.1.4,5.1.5,5.4.4,7.2.3,7.3,8 
	O
	DRM-CLI-CMN-016,DRM-CLI-CMN-032,DRM-CLI-CMN-033,DRM-CLI-CMN-034,DRM-CLI-CMN-035,DRM-CLI-CMN-042
AND
‎DRM-CLI-CD-059,DRM-CLI-CD-060
OR
DRM-CLI-UD-067,DRM-CLI-UD-068

	DRM-CLI-CMN-0016 
	Hash Chains for Domain Key Management
	5.4.4.1.1,7.3,8.7.1
	O
	


	DRM-CLI-CMN-0032 
	Multiple Domain Contexts 
	8.2
	O
	

	DRM-CLI-CMN-0033 
	Domain Context
	5.4.4.2.1,8.2
	O
	

	DRM-CLI-CMN-0034 
	Domain Context Expiry processing
	5.4.4.2.1
	O
	

	DRM-CLI-CMN-0035 
	Installing Domain ROs
	8.6.2.1, 8.6,5.4.4.2
	O
	


	DRM-CLI-CD-0059 
	2-pass ROAP-JoinDomain protocol
	5.4.4.1
	O
	

	DRM-CLI-CD-0060 
	2-pass ROAP-LeaveDomain protocol
	5.4.4.3
	O
	


	DRM-CLI-UD-0067 
	2-pass ROAP JoinDomain protocol
	5.4.4.1
	O
	

	DRM-CLI-UD-0068 
	2-pass ROAP LeaveDomain protocol
	5.4.4.3
	O
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