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1 Reason for Change

According to the specification (Section 5.3.6), the 

“DeviceTimeError indicates that a Device request was invalid due to the Device’s DRM Time being inaccurate as assessed by the Rights Issuer. This error is only valid in the following messages: ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse. The Device SHOULD initiate the 4-pass Registration protocol, using the riURL as stored in the RI Context. The Device MUST have user consent to contact the RI, in the same way as for processing ROAP triggers as specified in section Error! Reference source not found..”

As stated the DeviceTimeError is used to ensure that the Devices DRM Time is accurate, however, we do not believe that the current version of the specification fully captures the required behaviour since it does not define what the device should do after successfully updating its DRM Time (as a result of successfully performing a 4-pass registration).  Although it may be obvious that the Device should reinitiate the original request we believe that this behaviour should be specified to ensure consistency between different implementations.  This CR also defines the behaviour when a device receives a “Not Registered” status response.
2 Impact on Backward Compatibility

Existing implementations will have to be adapted to comply with the changes proposed within this CR.

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We propose that the group should approve this CR and include the revised text within the next version of the OMA DRM v2 specification.

6 Detailed Change Proposal

5.1.7 ROAP URL's

The value of ROAP URLs MUST be a URL according to [RFC2396], and MUST be an absolute identifier. A Device MUST use the URL without modification, and SHOULD not try to interpret the URL in anyway except for the scheme and authority components as defined in [RFC2396].

A Rights Issuer MAY add additional arguments to the ROAP URL. Such arguments could for instance be used to match an incoming ROAP request with a transaction known to the RI. What data can be passed is outside the scope of this specification.

ROAP URL’s from ROAP triggers take precedence over other ROAP URL’s, and MUST be used for all explicitly and implicitly triggered ROAP protocols. The lifetime of the ROAP trigger is defined to end as soon as the explicitly triggered ROAP PDU is send and a Response is received. If the explicitly triggered ROAP PDU is send again during a retry, the lifetime of the ROAP trigger is extended to include the Request and Response of the explicitly triggered ROAP PDU of such retry.
Which protocols might be implicitly triggered by a ROAP trigger is summarized in the next table. See section Error! Reference source not found..

6.1.1 The Status type

The Status simple type enumerates all possible error messages.   

<simpleType name="Status">


<restriction base="string">



<enumeration value="Success"/>



<enumeration value=”Abort”/>



<enumeration value="NotSupported"/>



<enumeration value="AccessDenied"/>



<enumeration value="NotFound"/>



<enumeration value="MalformedRequest"/>



<enumeration value="UnknownCriticalExtension"/>



<enumeration value="UnsupportedVersion"/>



<enumeration value="UnsupportedAlgorithm"/>



<enumeration value="NoCertificateChain"/>



<enumeration value="InvalidCertificateChain"/>



<enumeration value="TrustedRootCertificateNotPresent"/>

                          <enumeration value=”SignatureError”/>



<enumeration value="DeviceTimeError"/>



<enumeration value="NotRegistered"/>



<enumeration value="InvalidDCFHash"/>



<enumeration value="InvalidDomain"/>



<enumeration value="DomainFull"/>



<enumeration value="DomainAccessDenied"/>


</restriction>

</simpleType>

Upon transmission or receipt of a message for which Status is not "Success", the default behaviour, unless explicitly stated otherwise below, is that both the RI and the Device SHALL immediately close the connection and terminate the protocol. RI systems and Devices are required to delete any session-identifiers, nonces, keys, and/or secrets associated with a failed run of the ROAP protocol.

When possible, the Device SHOULD present an appropriate error message to the user, using the value of the Status attribute, the errorMessage attribute (if present) and/or the errorRedirectURL (if present). See section Error! Reference source not found..

These error messages are valid in all ROAP-Response messages unless explicitly stated otherwise.

Abort indicates that the RI rejected the Device’s request for unspecified reasons.
NotSupported indicates that the Device made a request for a feature currently not supported by the RI.

AccessDenied indicates that the Device is not authorized to contact this RI.
NotFound indicates that the requested object was not found. This error is only valid in the ROAP-ROResponse message.

MalformedRequest indicates that the RI failed to parse the Device's request.

UnknownCriticalExtension indicates that a critical ROAP extension used by the Device was not supported or recognized by the RI.

UnsupportedVersion indicates that the Device used a ROAP protocol version not supported by the RI. This error is only valid in the ROAP-RIHello message.

UnsupportedAlgorithm indicates that the Device suggested algorithms that are not supported by the RI (this error should not occur as long as all Devices and all RIs implement the mandatory algorithms, since any negotiation will successfully fall back on these). This error is only valid in the ROAP-RIHello message.

NoCertificateChain indicates that the RI could not verify the signature on a Device request due to not having access to the Device's certificate chain. This error is only valid in the following messages: ROAP-RegistrationResponse, ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse.

InvalidCertificateChain indicates that the RI could not verify the signature on a Device request due to the certificate chain being invalid in some way (other than the absence of a trusted root certificate which could be used to verify the chain). This error is only valid in the following messages: ROAP-RegistrationResponse, ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse.

TrustedRootCertificateNotPresent indicates that the RI could not verify the signature on a Device request due to the absence of a trusted root certificate which could be used to verify the chain. This error is only valid in the following messages: ROAP-RegistrationResponse, ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse.

SignatureError indicates that the RI could not verify the Device's signature. This error is only valid in the following messages: ROAP-RegistrationResponse, ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse.

DeviceTimeError indicates that a Device request was invalid due to the Device’s DRM Time being inaccurate as assessed by the Rights Issuer. This error is only valid in the following messages: ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse. The Device SHOULD NOT perform the default error handling. Instead, the Device SHOULD initiate the 4-pass Registration protocol, using the riURL as stored in the RI Context. Upon successful completion of the 4-pass Registration protocol the Device SHOULD create and send a new instance of the original request (ROAP-RORequest, ROAP-JoinDomainRequest or ROAP-LeaveDomainRequest) including the Device’s updated DRM Time, with all other parameters remaining the same as for the original request. If the Device is unable to successfully re-register with the RI then it SHOULD NOT resend the original request. If the Response message received after the resend of the original request contains a status attribute equal to “DeviceTimeError” or “NotRegistered”, the Device MUST handle this repeated error using the default error handling and MUST NOT again start a 4-pass Registration. The Device MUST have user consent to contact the RI, in the same way as for processing ROAP triggers as specified in section Error! Reference source not found..
 NotRegistered indicates that the Device tried to contact an RI which does not have any registration information stored for the Device. This error is only valid in the following messages: ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse. The Device SHOULD NOT perform the default error handling. Instead, the Device SHOULD initiate the 4-pass Registration protocol, using the riURL as stored in the RI Context. Upon successful completion of the 4-pass Registration protocol the Device SHOULD create and send a new instance of the original request (ROAP-RORequest, ROAP-JoinDomainRequest or ROAP-LeaveDomainRequest) including the Device’s updated DRM Time, with all other parameters remaining the same as for the original request. If the Response message received after the resend of the original request contains a status attribute equal to “DeviceTimeError” or “NotRegistered”, the Device MUST handle this repeated error using the default error handling and MUST NOT again start a 4-pass Registration. The Device MUST have user consent to contact the RI, in the same way as for processing ROAP triggers as specified in section Error! Reference source not found..

InvalidDCFHash is sent when the RI detects an incorrect DCF hash value in a ROAP-RORequest message. This error is only valid in the ROAP- ROResponse message.

InvalidDomain indicates that the request was invalid due to an unrecognized Domain Identifier. This error is only valid in the following messages: ROAP-ROResponse, ROAP-JoinDomainResponse, and ROAP-LeaveDomainResponse.

DomainFull indicates that no more Devices are allowed to join the Domain. This error is only valid in the ROAP-JoinDomainResponse message.
DomainAccessDenied indicates that the Rights Issuer does not allow the Device access to the Domain, or the Device identifier can not be authorized without more information. This error is only valid in the ROAP-JoinDomainResponse message.
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