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1. Scope

This document describes in detail available test cases for Device Management v1.1.2.

The test cases are split in two categories, conformance and interoperability test cases.

The conformance test cases are aimed to verify the adherence to normative requirements described in the technical specifications. 

The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.

If either conformance or interoperability tests do not exists at the creation of the test specification this part should be marked not available.
2. References

2.1. Normative References

	[CREC]
	“Specification of WAP Conformance Requirements”. Open Mobile Alliance(. WAP‑221‑CREQ. http:www.openmobilealliance.org/tech/docs

	[DMBOOT]
	“SyncML Device Management Bootstrap, Version 1.1.2”. Open Mobile Alliance(. 
OMA-SyncML-DMBootstrap-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMCONF]
	“Device Management Conformance Requirements, Version 1.1.2”. 
Open Mobile Alliance(. OMA-SyncML-DMConReqs-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMDDFDTD]
	“SyncML DM Device Description Framework, Version 1.1.2”. Open Mobile Alliance(. 
OMA-SyncML-DMDDFDTD-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMNOTI]
	“Notification Initiated Session, Version 1.1.2”. Open Mobile Alliance(. 
OMA-SyncML-DMNotification-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMPRO]
	“SyncML Device Management Protocol, Version 1.1.2”. Open Mobile Alliance(. 
OMA-SyncML-DMProtocol-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMREPU]
	“SyncML Representation Protocol, Device Management Usage, Version 1.1.2”. 
Open Mobile Alliance(. OMA-SyncML-DMRepPro-V_1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMSEC]
	“SyncML Device Management Security, Version 1.1.2”. Open Mobile Alliance(. 
OMA-SyncML-DMSecurity-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMSTDOBJ]
	“SyncML Device Management Standardized Objects, Version 1.1.2”. Open Mobile Alliance(. OMA-SyncML-DMStdObj-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[DMTND]
	“SyncML Device Management Tree and Description, Version 1.1.2”. Open Mobile Alliance(. OMA-SyncML-DMTND-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[ELREDSC]
	“Enabler Release Definition for SyncML Common Specifications, version 1.1.2”. Open Mobile Alliance(. OMA-ERELD-SyncML-Common-V1_1_2. http:www.openmobilealliance.org/tech/docs

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
http://www.ietf.org/rfc/rfc2119.txt


2.2. Informative References

	[OMADICT]
	“Dictionary for OMA specifications”. Open Mobile Alliance(. OMA-Dictionary-v1_0. http://www.openmobilealliance.org/

	
	


3. Terminology and Conventions

3.1. Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used: 

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
con
Indicating this test is a conformance test case
number
Leapnumber for the test case

Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
int
Indicating this test is a interoperability test case
number
Leapnumber for the test case
3.2. Definitions


SCTS
SyncML Conformance Test Suite.

Test Object
The implementation under test is refered to as the Test Object. In this document, the Client.

Test Case
A Test Case is an individual test used to verify the conformance of the Test Object to a particular mandatory feature of the protocol. A 4-digit number identifies Test Cases where the first two digits denote the Test Group ID.

Test Group
A Test Group is a collection of Test Cases, which are executed, in a single SyncML session in SCTS conformance test tool.

<Node>
Path from the root to the interior node that is configured to the SCTS before the testing is done (e.g.. ‘./SyncML/DMAcc’ or ‘./DevDetail’). Test case is driven to this configured interior node. The <Node> can be different between different Test Cases.

<Leaf> or <Leaf#n>
Leaf node(s) that is configured to the SCTS before the testing is done (e.g.. ‘SwV’ and/or ‘Name’). Test case is driven to this configured interior node. The <Leaf> can be different between different Test Cases.

3.3. Abbreviations

	SCTS
	SyncML Conformance Test Suite

	DM
	Device Management


4. Introduction


The purpose of this document is to provide test cases for Device Management Enabler Release v1.1.2.

Some features in the Device Management enabler may optionally be implemented in mobile devices.  The tests associated with these optional features are marked as [Optional] in the test specification.

The following items on an overall level are needed to adequately test the Device Management enabler:

· Device Management enabled client

· Device Management enabled server

Detailed info will be put in the specific test cases description.

5. Device Management Client Conformance Test Cases

For Device Management Enabler there exists 44 client conformance tests, 33  of those are mandatory.

The Test cases are listed according to the Test Groups. Each Test Group describes its Test cases and the relevant information regarding the message exchanged.

5.1. Device Management Client Conformance Test Group #1

5.1.1. Support of the Basic authentication scheme

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0101

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports the Basic authentication scheme. SCTS will challenge the Test Object for credentials in this scheme.

	Specification Reference
	[DMSEC] Chapter 5

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 – Basic (Chal)

[DMCONF] – Chapter 8 – Table 1 – Basic (Cred)

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	Incoming userid & password configured on SCTS should match those of the clients outgoing userid & password.

	Pass-Criteria
	The Test Object MUST send valid credentials encoded using the Basic authentication scheme.


5.1.2. Sending of valid Alert command

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0102

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sent a valid Alert command.

	Specification Reference
	[DMREPU] Chapter 6.5.2

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Alert

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The Test Object MUST send valid Client Initiated Alert.


5.1.3. Sending of Device Information

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0103

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sends Device Information

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Replace

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The Test Object MUST send its Device Information in a Replace command


5.1.4. Checking of Source LocURI

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0104

	Test Object
	Client device

	Test Case Description
	To check if the client's Source LocURI is same as the value in ./DevInfo/DevId

	Specification Reference
	[DMREPU] Chapter 6.1.10

	SCR Reference
	[DMCONF] – Chapter 5.1 – Table 1 – LocURI

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The value of Source LocURI in the SyncHdr sent by the client MUST be equal to the value sent in ./DevInfo/DevId


5.2. Device Management Client Conformance Test Group #2

5.2.1. Switching of the authentication scheme based on the challenge (MD5)

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0201

	Test Object
	Client device

	Test Case Description
	To check if the Test Object can switch the authentication scheme based on the challenge (MD5).

	Specification Reference
	[DMSEC] Chapter 5.3

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 – MD5 (Chal)

[DMCONF] – Chapter 8 – Table 1 – MD5 (Cred)

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The Test Object MUST update its authentication scheme and send credentials using MD5 in the next session.


5.3. Device Management Client Conformance Test Group #3

5.3.1. Support of the MD5 Digest authentication scheme

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0301

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports the MD5 Digest authentication scheme.

	Specification Reference
	[DMSEC] Chapter 5.3

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 – MD5 (Chal)

[DMCONF] – Chapter 8 – Table 1 – MD5 (Cred)

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	Incoming userid & password configured on SCTS should match those of the clients outgoing userid & password.

	Pass-Criteria
	The Test Object MUST send valid credentials encoded using the MD5 Digest authentication scheme.


5.3.2. Respond with a Results for a Get on the Root node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0302

	Test Object
	Client device

	Test Case Description
	To check if the Test Object responds with a Results for a Get on the Root node.

	Specification Reference
	[DMREPU] Chapter 6.5.12

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 4 – Result

[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	SCTS should have ACL access rights for Get on the Root node.

	Pass-Criteria
	The Test Object MUST respond with a Results containing at least the following element: DevInfo, DevDetail, SyncML.


5.3.3. Respond with a Results for a Get on a leaf node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0303

	Test Object
	Client device

	Test Case Description
	To check if the Test Object responds with a Results for a Get on a leaf node.

	Specification Reference
	[DMREPU] Chapter 6.1.10

[DMREPU] Chapter 6.5.12.

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 4 – Result

[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	SCTS should have ACL access rights for Get on the leaf node.

	Pass-Criteria
	The Test Object MUST respond with a Results.


5.3.4. Respond for a Get on a non-existant node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0304

	Test Object
	Client device

	Test Case Description
	To check if the Test Object responds correctly for a Get on a non-existant node.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 404 status code on the Get.


5.4. Device Management Client Conformance Test Group #4 [Optional]

5.4.1. Support of HMAC and use of insecure transport [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0401

	Test Object
	Client device

	Test Case Description
	To check if the Test Object uses HMAC scheme.

	Specification Reference
	[DMSEC] Chapter 5.4

	SCR Reference
	[DMCONF] – Chapter 8 – Table 2 – HMAC (Chal)

[DMCONF] – Chapter 8 – Table 2 – HMAC (Cred)

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	The client should support HMAC and use a insecure transport.

	Pass-Criteria
	The Test Object MUST send valid HMAC.


5.5. Device Management Client Conformance Test Group #5

5.5.1. Adding of interior node to a client

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0501

	Test Object
	Client device

	Test Case Description
	To check if a interior node can be Added to a client.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	The node MUST not exist on the device

	Pass-Criteria
	The Test Object MUST return either a 200 or 405 status code.If the status code is 200,the new interior node MUST exist.


5.5.2. Adding of leaf node to a client

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0502

	Test Object
	Client device

	Test Case Description
	To check if a leaf node can be Added to a client.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 200 status code and the new leaf node MUST exist.


5.5.3. Add on an existing leaf node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0503

	Test Object
	Client device

	Test Case Description
	To check if the Test Object returns a status code of 418 (Already Exists) for a Add on a existing leaf node.

	Specification Reference
	[DMREPU] Chapter 6.5.1

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	Test case 501 should have passed with a 200 status code.

	Pass-Criteria
	The Test Object MUST return a 418 status code.


5.6. Device Management Client Conformance Test Group #6

5.6.1. Handling of Replace

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0601

	Test Object
	Client device

	Test Case Description
	To check if the Test Object handles a Replace.

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 200 status code.


5.6.2. Rejecting a Replace on a non-existant node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0602

	Test Object
	Client device

	Test Case Description
	To check if the Test Object rejects a Replace on a non-existant node.

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 404 status code.


5.7. Device Management Client Conformance Test Group #7

5.7.1. Handling of Sequence command

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0701

	Test Object
	Client device

	Test Case Description
	To check if the Test Object handles the Sequence command correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.14

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Sequence

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST behave according to the rules specified for Sequence.


5.8. Device Management Client Conformance Test Group #8 [Optional]

5.8.1. Accept on Confirmation User Interaction Alert command [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0801

	Test Object
	Client device

	Test Case Description
	To check if the Test Object implements Confirmation User Interaction Alert command.

	Specification Reference
	[DMPRO] Chapter 10.2

	SCR Reference
	[DMCONF] – Chapter 6 – Table 2 – Continue or Abort Alert

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The test object must accept the change and send a status of 200 status code on the Alert.


5.8.2. Reject on Confirmation User Interaction Alert command [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0802

	Test Object
	Client device

	Test Case Description
	To check if the Test Object implements Confirmation User Interaction Alert command.

	Specification Reference
	[DMPRO] Chapter 10.2

	SCR Reference
	[DMCONF] – Chapter 6 – Table 2 – Continue or Abort Alert

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	The test object must reject the change and send a status of 304 status code on the Alert.


5.9. Device Management Client Conformance Test Group #9

5.9.1. Deletion of interior node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0901

	Test Object
	Client device

	Test Case Description
	To check if the Test Object deletes a interior node correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Delete

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	There should be interior node configured under test node.

	Pass-Criteria
	The Test Object MUST return either a 200/405 status code.


5.9.2. Delete on an non-existant node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0902

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sends a 404 status code for a Delete on a non-existant node.

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Delete

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 404 status code.


5.9.3. Delete on a Permanent node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-0903

	Test Object
	Client device

	Test Case Description
	To check if the Test Object rejects a delete on a Permanent node

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Delete

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 405 status code.


5.10. Device Management Client Conformance Test Group #10

5.10.1. Handling of multiple messages

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1001

	Test Object
	Client device

	Test Case Description
	To check if the Test Object can handle multiple messages.

	Specification Reference
	

	SCR Reference
	[DMCONF] – Chapter 7 – Table 1 – MaxMsgSize

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The session MUST complete successfully.


5.11. Device Management Client Conformance Test Group #11 [Optional]

5.11.1. Handling of Atomic command [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1101

	Test Object
	Client device

	Test Case Description
	To check if the Test Object handles the Atomic command correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.3

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Atomic

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 200 status code on the Atomic.


5.12. Device Management Client Conformance Test Group #12

5.12.1. Structure of the ./DevInfo standard object

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1201

	Test Object
	Client device

	Test Case Description
	To check if the structure of the ./DevInfo standard object is correct.

	Specification Reference
	[DMSTDOBJ] Chapter 5.3.2

[DMREPU] Chapter 6.5.12

	SCR Reference
	[DMCONF] – Chapter 10 – Table 1 – DevInfo

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Results returned by the Test Object MUST contain the names of all the mandatory nodes under /DevInfo seperated by /


5.12.2. Structure of the ./DevDetail standard object

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1202

	Test Object
	Client device

	Test Case Description
	To check if the structure of the ./DevDetail standard object is correct.

	Specification Reference
	[DMSTDOBJ] Chapter 5.3.3

[DMREPU] Chapter 6.5.12

	SCR Reference
	[DMCONF] – Chapter 10 – Table 1 – DevDetail

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Results returned by the Test Object MUST contain the names of all the mandatory nodes under ./DevDetail seperated by /


5.12.3. Structure of the ./SyncML/DMAcc/xxx standard object

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1203

	Test Object
	Client device

	Test Case Description
	To check if the structure of the ./SyncML/DMAcc/xxx standard object is correct.

	Specification Reference
	[DMSTDOBJ] Chapter 5.3.1

[DMREPU] Chapter 6.5.12

	SCR Reference
	[DMCONF] – Chapter 10 – Table 1 – SyncML DM

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Results returned by the Test Object MUST contain the names of all the mandatory nodes under ./SyncML/DMAcc/xxx seperated by /


5.13. Device Management Client Conformance Test Group #13

5.13.1. Checking that Root node has ACL

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1301

	Test Object
	Client device

	Test Case Description
	To check if the Root node has ACL.

	Specification Reference
	[DMTND] Chapter 7.7.1

[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 12 – Table 1 – ACL

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Response to Get on '.?prop=ACL' MUST be 200 and the Results must contain valid ACL .


5.13.2. Support of Get on Format property on an Interior node ('.')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1302

	Test Object
	Client device

	Test Case Description
	To check if Test Object supports Get on Format property on a Interior node ('.')

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 12 – Table 1 – Format

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Status to Get on '.?prop=Format' MUST be 200 and the Results must contain the data 'node'.


5.13.3. Support of Get on Type property on an Interior node ('.')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1303

	Test Object
	Client device

	Test Case Description
	To check if Test Object supports Get on the Type property on a Interior node ('.').

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 12 – Table 1 – Type

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Response to Get on '.?prop=Type' MUST be 200 and the Results must be null or point to DDF document.


5.13.4. Support of Get on the Size property on an Interior node ('.')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1304

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Get on the Size property on a Interior node ('.').

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 12 – Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Status to Get on '.?prop=Size' MUST be a 406.


5.13.5. Support of Get on the Name property on an Interior node ('./DevDetail/URI')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1305

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Get on the Name property on a Interior node ('./DevDetail/URI').

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 12 – Table 1 – Name

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Status to Get on '.DevDetail/URI?prop=Name' MUST be 200 and the Results must have the data as 'URI'.


5.13.6. Support of Get on the Size property on a leaf node('./DevDetail/URI/MaxTotLen')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1306

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Get on the Size property on a leaf node('./DevDetail/URI/MaxTotLen').

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 12 – Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Status to Get on '.DevDetail/URI?prop=Size' MUST be 200.


5.13.7. Replace on the Name property on a permanent node ('./DevDetail')

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1307

	Test Object
	Client device

	Test Case Description
	To check the behaviour of the Test Object for Replace on the Name property on a permanent node('./DevDetail').

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

[DMCONF] – Chapter 12 – Table 1 – Name

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None

	Pass-Criteria
	Status to Replace on '.DevDetail?prop=Name' MUST be 405.


5.13.8. Support of Replace on the ACL property on the interior test node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1308

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Replace on the ACL property on the interior test node.

	Specification Reference
	[DMTND] Chapter 7.7.1

[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

[DMCONF] – Chapter 12 – Table 1 – ACL

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	An interior test node must be set prior to the execution of this test and there should be replace access rights for SCTS.

	Pass-Criteria
	Status to Replace on the interior test node MUST be 200.


5.14. Device Management Client Conformance Test Group #14

5.14.1. Checking of ACL enforcement

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1401

	Test Object
	Client device

	Test Case Description
	To check if the Test Object enforces ACL. SCTS replaces the ACL of the test interior node to 'Get=*&Add=*&Replace=*' and issues a Get and Delete command.

	Specification Reference
	[DMTND] Chapter 7.7.1

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 5.4 – Table 3 – Delete

[DMCONF] – Chapter 12 – Table 1 – ACL

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	SCTS should have replace access rights on the test interior node.

	Pass-Criteria
	SCTS should get a 200 status code for Get and 425 status code for Delete.


5.15. Device Management Client Conformance Test Group #15

5.15.1. ACL setting

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1501

	Test Object
	Client device

	Test Case Description
	SCTS removes the Replace access right for the test interior node and tries to replace the ACL of a leaf node under the test interior node.

	Specification Reference
	[DMTND] Chapter 7.7.1

[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

[DMCONF] – Chapter 12 – Table 1 – ACL

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	SCTS should have replace access right on the test interior node and this node should have atleast one leaf node as its child.

	Pass-Criteria
	SCTS should receive a 425 status code for the Replace.


5.16. Device Management Client Conformance Test Group #16

5.16.1. Deletion of a leaf node

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1601

	Test Object
	Client device

	Test Case Description
	To check if the Test Object deletes a leaf node correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Delete

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	The device should allow Adding and Deleting of nodes. There should be a leaf node under the test node.

	Pass-Criteria
	The Test Object MUST return a 200/405 status code.


5.17. Device Management Client Conformance Test Group #17 [Optional]

5.17.1. Support of Large Object Delivery Mechanism [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1701

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Large Object Delivery Mechanism.SCTS issues a Get on ./DevDetail/LrgObj.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get
[DMCONF] – Chapter 10 – Table 1 – DevDetail
[DMCONF] – Chapter 6 – Table 1 – Large Object

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	SCTS should receive a status of 200 on Get and the result should contain a value of either 'true' or 'false'.


5.17.2. Large Object Delivery rules [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1702

	Test Object
	Client device

	Test Case Description
	To checks if the Test Object follows the Large Object Delivery rules.SCTS Adds a leaf node with a Large Object.

	Specification Reference
	[DMREPU] Chapter 6.5.2

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add
[DMCONF] – Chapter 6 – Table 1 – Large Object

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	This test is executed only if the Test Object indicates support for Large Object.

	Pass-Criteria
	SCTS should receive a status code of 200.


5.17.3. Sending of Results with a Large Object [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1703

	Test Object
	Client device

	Test Case Description
	To check if the Test Object can send Results with a Large Object.SCTS issues a Get on the Large Object node added by the previous test case.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get
[DMCONF] – Chapter 5.4 – Table 4 - Result
[DMCONF] – Chapter 6 – Table 1 – Large Object

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	This test is executed only if Test Case 1702 successfully added a leaf node with Large Object.

	Pass-Criteria
	SCTS should receive a status code of 200 on the Get and valid results.


5.17.4. MaxObjSize check [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1704

	Test Object
	Client device

	Test Case Description
	To check if the Test Object honors the server MaxObjSize.SCTS sends a small MaxObjSize and issues a Get on the Large Object added by Test case 1702

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

[DMCONF] – Chapter 6 – Table 1 – Large Object

[DMCONF] – Chapter 7 – Table 1 – MaxObjSize

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	This test is executed only if Test Case 1702 successfully added a leaf node with Large Object.

	Pass-Criteria
	SCTS should receive a status code of 413.


5.18. Device Management Client Conformance Test Group #18 [Optional]

5.18.1. Handling of Get with 'list=Struct” [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1801

	Test Object
	Client device

	Test Case Description
	To check if the Test Object can handle a Get with 'list=Struct'. SCTS issues a Get on './DevDetail?list=Struct'.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	SCTS should receive a status code of either 200/406. If status is 200, SCTS should receive valid results.


5.19. Device Management Client Conformance Test Group #19 [Optional]

5.19.1. Handling of Get with 'list=StructData” [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-1901

	Test Object
	Client device

	Test Case Description
	To check if the Test Object can handle a Get with 'list=Struct'. SCTS issues a Get on './DevDetail?list=StructData'.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	SCTS should receive a status code of either 200/406. If status is 200, SCTS should receive valid results.


5.20. Device Management Client Conformance Test Group #20 [Optional]

5.20.1. Support of Notification Initiated Session [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-client-con-2001

	Test Object
	Client device

	Test Case Description
	To check if the Test Object supports Notification Initiated Session using HTTP.

	Specification Reference
	[DMNOTI] Chapter 6

	SCR Reference
	[DMCONF] – Chapter 9 – Table 1 – Notification Message
[DMCONF] – Chapter 5.4 – Table 1 – Alert

	Test Tool
	SCTS DM 1.1.2 as a server

	Preconditions
	None.

	Pass-Criteria
	The Test Object must verify the Notification HTTP headers and data format and connect to SCTS with a Alert of 1200.


6. Device Management Server Conformance Test Cases

For Enabler Device Management there exist 23 server conformance tests. 17 of those are mandatory.

The Test cases are listed according to the Test Groups. Each Test Group describes its Test cases and the relevant information regarding the message exchanged.

6.1. Device Management Server Conformance Test Group #1

6.1.1. Server Layer Authentication with wrong credentials

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0101

	Test Object
	Server device

	Test Case Description
	To check if the Test Object implements 'Server Layer Authentication'. SCTS sends SyncHdr with wrong credentials.

	Specification Reference
	[DMSEC] Chapter 5.1

	SCR Reference
	[DMCONF] – Chapter 5.2 – Table 1 – SyncHdr

[DMCONF] – Chapter 5.1– Table 1 – Cred

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	UserID and Password should be configured for the DMAccount in use.

	Pass-Criteria
	The Test Object MUST return a 401 status code on the SyncHdr


6.2. Device Management Server Conformance Test Group #2

6.2.1. Server Layer Authentication with no credentials

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0201

	Test Object
	Server device

	Test Case Description
	To check if the Test Object implements 'Server Layer Authentication'. SCTS sends SyncHdr with no credentials.

	Specification Reference
	[DMSEC] Chapter 5.1

	SCR Reference
	[DMCONF] – Chapter 5.2 – Table 1 – SyncHdr

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 407 status code on the first SyncHdr


6.2.2. Accepting of credentials

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0202

	Test Object
	Server device

	Test Case Description
	To check if the Test Object accepts the credentials sent and proceeds with the Sync Session.

	Specification Reference
	[DMSEC] Chapter 5.1

	SCR Reference
	[DMCONF] – Chapter 5.2 – Table 1 – SyncHdr

[DMCONF] – Chapter 5.1– Table 1 – Cred

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return either a 200 or 212 status code on the first/second SyncHdr.


6.2.3. Processing the Replace command

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0203

	Test Object
	Server device

	Test Case Description
	To check if the Test Object processed the Replace command with devInfo without errors.

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace
[DMCONF] – Chapter 10 – Table 1 – DevInfo

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 200 status code on the Replace.


6.2.4. Processing of the Alert command

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0204

	Test Object
	Server device

	Test Case Description
	To check if the Test Object processed the Alert command without errors.

	Specification Reference
	[DMREPU] Chapter 6.5.2

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Alert

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The Test Object MUST return a 200 status code on the Alert.


6.3. Device Management Server Conformance Test Group #3

6.3.1. Get command on an existing interior node (Root Node, '.')

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0301

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Get command on a existing interior node (Root Node, '.').

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200  status code on the Get.


6.4. Device Management Server Conformance Test Group #4

6.4.1. Add command to add a leaf node (./SCTSValue)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0401

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Add command to add a leaf node (./SCTSValue).

	Specification Reference
	[DMREPU] Chapter 6.5.1

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200 status code on the Add.


6.5. Device Management Server Conformance Test Group #5

6.5.1. Replace command to replace the contents of a leaf node (./SCTSValue)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0501

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Replace command to replace the contents of a leaf node (./SCTSValue).

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200 status code on the Replace.


6.6. Device Management Server Conformance Test Group #6

6.6.1. Delete command to delete a leaf node (./SCTSValue)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0601

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Delete command to delete a leaf node (./SCTSValue).

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Delete

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200 status code on the Delete.


6.7. Device Management Server Conformance Test Group #7

6.7.1. Handling of Multiple Messages

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0701

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can handle multiple messages.

	Specification Reference
	[DMPRO] – Chapter 6, 8

[DMREPU] – Chapter  6.1.7

	SCR Reference
	[DMCONF] – Chapter 6 – Table 1 – Next Message Alert

[DMCONF] – Chapter 5 – Table 1 – Final
[DMCONF] – Chapter 7– Table 1 – MaxMsgSize

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The session MUST complete successfully.


6.8. Device Management Server Conformance Test Group #8

6.8.1. Sequence command

	Test Case Id
	DeviceManagement-v1.1.2-server-con-0801

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Sequence command. Sequence should contain two Replace commands.

	Specification Reference
	[DMREPU] Chapter 6.5.14

[DMREPU] Chapter 6.5.11

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

[DMCONF] – Chapter 5.4 – Table 2 – Sequence

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200 status code on the Sequence.


6.9. Device Management Server Conformance Test Group #9

6.9.1. Atomic command

	Test Case Id
	DeviceManagement-v1.1.2-server-con-00901

	Test Object
	Server device

	Test Case Description
	To check if the Test Object generates a valid Atomic command. Atomic should contain two Replace commands.

	Specification Reference
	[DMREPU] Chapter 6.5.3

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

[DMCONF] – Chapter 5.4 – Table 2 – Atomic

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a 200 status code on the Atomic.


6.10. Device Management Server Conformance Test Group #10

6.10.1. Add a text Large Object (./SCTSLrgObjText)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1001

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can Add a text Large Object.(./SCTSLrgObjText).

	Specification Reference
	[DMREPU] Chapter 6.5.1

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

[DMCONF] – Chapter 7– Table 1 – MaxMsgSize
[DMCONF] – Chapter 7– Table 1 – MaxObjSize

[DMCONF] – Chapter 7– Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	Successfully Add the text based large object that is larger than MaxMsgSize.Final status to Add should be 200.


6.10.2. Get a text Large Object (./SCTSLrgObjText)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1002

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can Get a text Large Object.(./SCTSLrgObjText).

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get
[DMCONF] – Chapter 7– Table 1 – MaxMsgSize

[DMCONF] – Chapter 7– Table 1 – MaxObjSize

[DMCONF] – Chapter 7– Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	Successfully Get the text based large object.


6.11. Device Management Server Conformance Test Group #11

6.11.1. Add a binary Large Object (./SCTSLrgObjBin)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1101

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can Add a binary Large Object.(./SCTSLrgObjBin).

	Specification Reference
	[DMREPU] Chapter 6.5.1

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add

[DMCONF] – Chapter 7– Table 1 – MaxMsgSize
 [DMCONF] – Chapter 7– Table 1 – MaxObjSize

[DMCONF] – Chapter 7– Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	Successfully Add the binary large object that is larger than MaxMsgSize. Final status to Add should be 200.


6.11.2. Get a binary Large Object (./SCTSLrgObjBin)

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1102

	Test Object
	Server device

	Test Case Description
	To check if the server can Get a binary Large Object from the client.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 3 – Get
[DMCONF] – Chapter 7– Table 1 – MaxMsgSize

[DMCONF] – Chapter 7– Table 1 – MaxObjSize

[DMCONF] – Chapter 7– Table 1 – Size

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	Passed test case 1101

	Pass-Criteria
	Final status to Get on <Leaf> MUST be 200 and the Results must contain the large object.


6.12. Device Management Server Conformance Test Group #12

6.12.1. Session Abort Alert

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1201

	Test Object
	Server device

	Test Case Description
	To check if the Test Object responds with a status after SCTS has sent a Session Abort Alert 1223.

	Specification Reference
	[DMPRO] Chapter 8.1

	SCR Reference
	[DMCONF] – Chapter 6– Table 1 – Session Abort Alert

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	Response to Session Abort Alert MUST be 200.


6.13. Device Management Server Conformance Test Group #13 [OPTIONAL]
6.13.1. Get with '.?list=Struct' [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1301

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can send a Get with '.?list=Struct' and handle the results correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should receive a valid Get and the Test Object should send status of 200 to all the results sent by SCTS.


6.14. Device Management Server Conformance Test Group #14 [OPTIONAL]
6.14.1. Get with '.?list=StructData' [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1401

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can send a Get with '.?list=StructData' and handle the results correctly.

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should receive a valid Get and the Test Object should send status of 200 to all the results sent by SCTS.


6.15. Device Management Server Conformance Test Group #15 [OPTIONAL]
6.15.1. UI Display Alert [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1501

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can send a UI Display Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.1

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Display Alert

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a status code of 200 to the Alert.


6.16. Device Management Server Conformance Test Group #16 [OPTIONAL]
6.16.1. UI Confirmation Alert [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1601

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can send a UI Confirmation Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.2

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Continue or Abort Alert

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a status code of 200/304 to the Alert.


6.17. Device Management Server Conformance Test Group #17 [OPTIONAL]
6.17.1. UI User Input Alert [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1701

	Test Object
	Server device

	Test Case Description
	To check if the Test Object can send a UI User Input Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.3

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Text Input Alert

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	SCTS should respond with a status code of 200 to the Alert.


6.18. Device Management Server Conformance Test Group #18 [OPTIONAL]
6.18.1. Notification Initiated Session [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-server-con-1801

	Test Object
	Server device

	Test Case Description
	To check if the Test Object supports Notification Initiated Session using HTTP.

	Specification Reference
	[DMNOTI] Chapter 6

	SCR Reference
	[DMCONF] – Chapter 9– Table 1 – Notification message

	Test Tool
	SCTS DM 1.1.2 as a client

	Preconditions
	None.

	Pass-Criteria
	The Test Object must verify the Notification HTTP headers and data format and connect to SCTS with a Alert of 1200.


7. Device Management Interoperability Test Cases

For Enabler Device Management ther exists 26 interoperability tests.10 of those are mandatory.

7.1. Basic client authentication

	Test Case Id
	DeviceManagement-v1.1.2-int-001

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with Basic client authentication.

	Specification Reference
	[DMSEC] Chapter 5 

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – Basic (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2 – Basic (Cred)

	Preconditions
	None. 

	Test Procedure
	1. Configure the SyncML DM Server to require Basic authentication from the client.  The client credentials shall be sent in Package 1, thereby avoiding the need for the server to challenge for them.

2. Establish the connection from the client.

3. Complete the DM session. 

4. Check both the server and the client to verify the DM session has completed without any failures.

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.2. MD-5 client authentication

	Test Case Id
	DeviceManagement-v1.1.2-int-002

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with MD-5 client authentication.

	Specification Reference
	[DMSEC] Chapter 5.3

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – MD-5 (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2– MD-5 (Cred)

	Preconditions
	None.  

	Test Procedure
	1. Configure the SyncML DM Server to require MD5 authentication from the client.  The client credentials shall be sent in Package 1, thereby avoiding the need for the server to challenge for them.
2. Establish the connection from the client.

3. Complete the DM session. 
4. Check both the server and the client to verify the DM session has completed without any failures

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.3. MD-5 server authentication

	Test Case Id
	DeviceManagement-v1.1.2-int-003

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with MD-5 server authentication.

	Specification Reference
	[DMSEC] Chapter 5.3

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – MD-5 (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2– MD-5 (Cred)

	Preconditions
	None. 

	Test Procedure
	1. Configure the SyncML DM client to require MD5 authentication from the server.  The server credentials may be sent in Package 2 or not.  If not, the client will issue a challenge and the server will subsequently provide the credentials
2. Establish the connection from the client.

3. Complete the DM session. 
4. Check both the server and the client to verify the DM session has completed without any failures.

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.4. Get on Leaf Node

	Test Case Id
	DeviceManagement-v1.1.2-int-004

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the GET command on a leaf node.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 6

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use the client default authentication and connection settings.

2. In the server, configure it to perform a Get command on a leaf node.

· Example: In the server choose to receive the data value of a leaf node of Device Detail by sending a Get command: Get ./DevDetail/LrgObj

3. Establish the connection from the client

4. Client returns data value for .the given leaf node. 

· Example: In the server sent a Get command on  ./DevDetail/LrgObj, the client returns true or false (must be lowercase)  The Meta Format is also returned and MUST be bool.

5. Complete the DM session.

6. Verify the DM session completes without any errors.

7. Check the server received the data value from the client.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Server received the proper device detail from client. (Check from XML log if necessary.)


7.5. Get on Non-Existant Node

	Test Case Id
	DeviceManagement-v1.1.2-int-005

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the GET command on a node that doesn’t exist.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 6

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use the client default authentication and connection settings.

2. In the server, configure it to perform a Get on a non-existant node.

· Example: In the server choose to receive the data value of a non-existant URI node by sending a Get command: Get ./XYZ

3. Establish the connection from the client

4. The client returns a status code of 404 (Not found).

5. Complete the DM session.

6. Verify the DM session completes without any errors.

7. Check the server received the data value from the client.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Server received the proper device detail from client. (Check from XML log if necessary.)


7.6. Get on Interior Node

	Test Case Id
	DeviceManagement-v1.1.2-int-006

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the GET command on an interior node.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 6.2.2

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use the client default authentication and connection settings.

2. In the server, configure it to perform a Get on an interior node.

· Example: In the server choose to receive the data value of the URI node of Device Detail by sending a Get command: Get ./DevDetail/URI

3. Establish the connection from the client

4. Client returns data value that includes leaf node names.

· Example: Client returns a data value that includes the leaf node names MaxDepth, MaxTotLen, and MaxSegLen separated by the “/” character. Note: The names can appear in any order.

5. Complete the DM session.

6. Verify the DM session completes without any errors.

7. Check the server received the data value from the client.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Server received the proper device detail from client. (Check from XML log if necessary.)


7.7. Get on Inaccessible Leaf Node

	Test Case Id
	DeviceManagement-v1.1.2-int-007

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the GET on an inaccessible leaf node.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 6.2.5

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to perform a Get command on an inaccessible leaf node. (An inaccessible leaf node for a Get is determined by looking at the DDF for the object and making sure the <DFProperties><AccessType> does not allow Get.)

· Example: In the server choose to receive the server password for reading DM Account settings. By assumption, the DM Server provisioned the DM Account parameters at an earlier time.  Thus, to read the DM Account settings, the server sends the following commands, in which instance_name is replaced by the DM Account name of the server: Get ./SyncML/DMAcc/instance_name/ServerPW 

3. Establish the connection from the client.

4. The client returns a status code of 405 (Command not allowed).

5. Complete the DM session.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client and Server show proper error messages.


7.8. Replace on Permanent Leaf Node

	Test Case Id
	DeviceManagement-v1.1.2-int-008

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with REPLACE on permanent leaf node.

	Specification Reference
	[DMREPU] Chapter 6.5.11

[DMTND] Chapter 6.2.3

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 1 – Replace

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it to perform a Replace command on a permanent leaf node. 

· Example: In the server choose to replace the manufacturer identifier by sending a Replace command: Replace ./DevInfo/Man

3. Establish the connection from the client

4. Client returns a status of 405 (Command not allowed).

5. Complete the DM session.

6. Check the DM session goes without any errors.

	Pass-Criteria
	1. The server successfully sent the requested value to the client.

2. Client and Server show proper error messages.

3. The session runs through without any communication problem till the end.


7.9. ACL Property

	Test Case Id
	DeviceManagement-v1.1.2-int-009

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with management node ACL behaviour.

	Specification Reference
	[DMTND] Chapter 7.7.1

	SCR Reference
	[DMCONF] – Chapter 12 – Table 1 – ACL

[DMCONF] – Chapter 5.4 – Table 2 – Get

[DMCONF] – Chapter 5.4 – Table 1 – Replace

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it to perform a Sequence containing the following commands:

· Example (the URI is negotiated between client and server vendor):

a. Get ./SyncML/DMAcc/instance_name?prop=ACL. 

b. Replace ./SyncML/DMAcc/instance_name?prop=ACL  <Data>Add=*&Delete=*&Replace=*</Data>

c. Get ./SyncML/DMAcc/instance_name?prop=ACL

3. Establish the connection from the client

4. Complete the DM session.

5. Check the DM session goes without any errors.

	Pass-Criteria
	1. The server successfully sent the requested value to the client.

2. Client and Server show proper error messages.  In a successful test, the status will be 200 for the sequence, 200 for the first Get, 200 for the Replace, and 425 (Permission Denied) for the 2nd Get.

3. The session runs through without any communication problem till the end.


7.10. Connection Failure during DM session

	Test Case Id
	DeviceManagement-v1.1.2-int-010

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the error handling when connection failure occurs during the SyncML DM session.

	Specification Reference
	[DMPRO] Chapter 8

	SCR Reference
	

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. Establish the connection from the client, but Stop the client-side data connection after the actual DM object exchange starts.  For example, the client may be powered off during the session.
3. Check from the server that the server shows the proper error message.

4. Establish the connection from the client.

5. Complete the DM session.

6. Check the DM session goes without any errors.

7. Check both from the server and the client that DM session has completed without any failures.

	Pass-Criteria
	1. Second DM session runs through without any communication problem till the end.

2. Client and Server show proper error messages.


7.11. Server Authentication – Basic [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-011

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with Basic server authentication.

	Specification Reference
	[DMSEC] Chapter 5

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – Basic (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2 – Basic (Cred)

	Preconditions
	None.  

	Test Procedure
	1. Configure the SyncML DM client to require Basic authentication from the server. The server credentials may be sent in Package 2 or not.  If not, the client will issue a challenge and the server will subsequently provide the credentials
2. Establish the connection from the client.

3. Complete the DM session. 
4. Check both the server and the client to verify the DM session has completed without any failures.

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.12.  Client Authentication - HMAC [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-012

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with HMAC client authentication.

	Specification Reference
	[DMSEC] Chapter 5.4

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – HMAC (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2 – HMAC (Cred)

	Preconditions
	None.  

	Test Procedure
	1. Configure DM settings on the SyncML DM Server and Client. 

2. Configure the SyncML DM Server to require HMAC authentication from the client. 

3. Establish the connection from the client.

4. Complete the DM session. 
5. Check both the server and the client to verify the DM session has completed without any failures.

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.13. Server Authentication - HMAC [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-013

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with HMAC server authentication.

	Specification Reference
	[DMSEC] Chapter 5.4

	SCR Reference
	[DMCONF] – Chapter 8 – Table 1 & 2 – HMAC (Chal)

[DMCONF] – Chapter 8 – Table 1 & 2 – HMAC (Cred)

	Preconditions
	None.  

	Test Procedure
	1. If applicable, set in the SyncML DM client to require HMAC authentication from the server.  The server credentials may be sent in Package 2 or not.  If not, the client will issue a challenge and the server will subsequently provide the credentials. (In the case it is not possible in the client, go on to the procedure 3.)

2. Establish the connection from the client.

3. Complete the DM session. 
4. Check both the server and the client to verify the DM session has completed without any failures.

	Pass-Criteria
	1. DM session runs through without any communication problem.


7.14.  Large Object/Multiple Commands [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-014

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the large object/multiple commands.

	Specification Reference
	[DMPRO] Chapter 6, 7

	SCR Reference
	[DMCONF] – Chapter 5.4 – Table 2 – Add
[DMCONF] – Chapter 5.4 – Table 4 - Result
[DMCONF] – Chapter 6 – Table 1 – Large Object Handling
[DMCONF] – Chapter 7 – Table 1 – MaxObjSize

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to perform an Add of a Large Object. Note: This test also exercises multiple commands per package.

a. Example: Add  <Node>/LargeObj (this URI is negotiated between client and server vendor).

3. Establish the connection from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

6. Check the DM server sent the proper response to the client.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Synchronisation runs through with a basic DM authentication.


7.15.  Notification Initiated Session [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-015

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with notification initiated session.

	Specification Reference
	[DMNOTI] Chapter 5, 6

[DMSEC] Chapter 5.6
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6 – Table 3 – Server Initiated mgmt Alert

	Preconditions
	None.  

	Test Procedure
	1. Make the server initiate the client connecting into the server using the Notification Initiated Session mechanism.

2. Client should use data in the notification to start a SyncML DM session with the server.

3. The server should receive an Alert 1200 (Server Initiated Management) in package 1 from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

	Pass-Criteria
	1. Client received the proper data in the notification to start a SyncML session with the server.

2. DM session runs through without any communication problem.


7.16.  Bootstrap [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-016

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with bootstrap.

	Specification Reference
	[DMBOOT] Chapter 5

[DMSEC] Chapter 5.7

	SCR Reference
	[DMCONF] Chapter 11 – Table 1

	Preconditions
	None.  

	Test Procedure
	1. Make the server provisioning the client by sending a bootstrap message to the client.

2. The client should receive the bootstrap message and construct the management tree according to the information in the bootstrap message.

3. The client should then initiate a session back to the server to verify that the bootstrap information was successfully stored and used by the client

4. Complete the DM session.

5. Check the DM session goes without any errors.

	Pass-Criteria
	1. Client received the proper data in the bootstrap message to start a SyncML session with the server.

2. DM session runs through without any communication problem.


7.17. UI Alert – Display [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-017

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with UI Display Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.1
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Display Alert

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to send the UI Display Alert to the client with a message.

· With this UI Alert, the user interaction options (MAXDT, MINDT, DR, MAXLEN, IT, ET) MAY be specified by the server.

3. Establish the connection from the client.

4. The message is displayed on the client device.

· The client MUST ignore all interaction options it does not understand.

5. Complete the DM session.

6. Check the DM session goes without any errors.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client received the proper UI Display Alert from the server.


7.18. UI Alert – Confirmation [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-018

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with UI Confirmation Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.2
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Continue or Abort Alert

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to send the UI Confirmation Alert to the client with a message

· With this UI Alert, the user interaction options (MAXDT, MINDT, DR, MAXLEN, IT, ET) MAY be specified by the server.

3. Establish the connection from the client.

4. The message is displayed on the client device.

· The client MUST ignore all interaction options it does not understand.

5. Depending on the client action, the status in the response will be 200 (Yes), 304 (No), or  214 (Cancel).

6. Note: Optionally, the server could send the Alert within a Sequence or Atomic to verify the status returned for commands when the user action is No.  

7. Complete the DM session.

8. Check the DM session goes without any errors.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client received the proper UI Confirmation Alert from the server.


7.19. UI Alert – Text Input [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-019

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with UI Text Input Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.3
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Text Input Alert

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to send the UI Text Input Alert to the client with a message

· With this UI Alert, the user interaction options (MAXDT, MINDT, DR, MAXLEN, IT, ET) MAY be specified by the server.

3. Establish the connection from the client.

4. The message is displayed on the client device and the user is allowed to enter some text.

· The client MUST ignore all interaction options it does not understand.

5. The text is returned to the server.

6. Complete the DM session.

7. Check the DM session goes without any errors.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client received the proper UI Text Input Alert from the server.


7.20.  UI Alert – Single Choice [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-020

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with UI Single Choice Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.4
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Single Choice Alert

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to send the UI Single Choice Alert to the client with a message and several choices.

· With this UI Alert, the user interaction options (MAXDT, MINDT, DR, MAXLEN, IT, ET) MAY be specified by the server.

3. Establish the connection from the client.

4. The message is displayed on the client device and the user is allowed to select one item from the supplied choices.

· The client MUST ignore all interaction options it does not understand.

5. The index of the selected item (1 based) is returned to the server.

6. Complete the DM session.

7. Check the DM session goes without any errors.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client received the proper UI Single Choice Alert from the server.


7.21.  UI Alert – Multiple Choice [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-021

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with UI Multiple Choice Alert.

	Specification Reference
	[DMPRO] Chapter 10.2.4
[DMREPU] Chapter 7

	SCR Reference
	[DMCONF] – Chapter 6– Table 2 – Multiple Choice Alert

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings 

2. In the server, configure it to send the UI Multiple Choice Alert to the client with a message and several choices.

· With this UI Alert, the user interaction options (MAXDT, MINDT, DR, MAXLEN, IT, ET) MAY be specified by the server.

3. Establish the connection from the client.

4. The message is displayed on the client device and the user is allowed to select one or more items from the supplied choices.

· The client MUST ignore all interaction options it does not understand.

5. The indexes of the selected items (1 based) are returned to the server.

6. Complete the DM session.

7. Check the DM session goes without any errors.

	Pass-Criteria
	1. DM session runs through without any communication problem.

2. Client received the proper UI Multiple Choice Alert from the server.


7.22. Get Subtree Structure Without Data [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-022

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the server reading subtree structure without data from part of the management tree.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 8

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it  to perform a Get command on an interior node to read a part of the subtree structure. Note: If this feature is not supported, the client should return status 406 (Optional feature not supported).

· Example: In the server choose to receive the subtree structure of Device Detail: Get ./SyncML/DMAcc?list=Struct

3. Establish the connection from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

6. Check the DM server sent the proper response to the client.

	Pass-Criteria
	1. Client didn’t receive any DM data from the server.

2. Server received part of the subtree structure.

3. DM session runs through without any communication problem.

4. Synchronisation runs through with a basic DM authentication.


7.23.  Get Subtree Structure With Data [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-023

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the server reading subtree structure and data from part of the management tree.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 8

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it to perform a Get command on an interior node to read a part of the subtree structure and data. Note: If this feature is not supported, the client should return status 406 (Optional feature not supported).

· Example: In the server choose to receive the subtree structure and data of Device Detail: Get ./SyncML/DMAcc?list=StructData

3. Establish the connection from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

6. Check the DM server sent the proper response to the client.

	Pass-Criteria
	1. Client didn’t receive any DM data from the server.

2. Server received part of the subtree structure and data.

3. DM session runs through without any communication problem.

4. Synchronisation runs through with a basic DM authentication.


7.24.  Create new Application Settings [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-024

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to verify creation of new Application Setting in client using DM server

	Specification Reference
	[DMREPU] Chapter 6.5.7

	SCR Reference
	

	Preconditions
	· One Access Point exists in client 

	Test Procedure
	1. Establish the connection from the client.

2. Request the supported fields of the Application from the client.

3. Depending on the server functionality, fill the supported fields with new Application server data and send the Application Settings to the client. The Application server data can also be filled in server database or file before the connection to the client is established.

4. Complete the DM session.

5. Test the results by making a session using existing Access Point and new Application Settings set by DM session.

	Pass-Criteria
	1. Server accepts incoming call.

2. Client sends supported fields.

3. Server sends new settings.

4. Connection closed.

5. Connection to the Application server established.


7.25.  Modify the Application Settings [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-025

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to verify modification of Application Settings in client using DM server.

	Specification Reference
	[DMREPU] Chapter 6.5.11

	SCR Reference
	

	Preconditions
	· Application Settings exist in client.

· Have another Application Settings available.

	Test Procedure
	1. Establish the connection from the client.

2. Request the supported fields of the Application from the client.

3. Depending on the server functionality, modify the supported fields with new Application server data and send the settings to the client. The Application server data can also be filled in server database or file before the connection to the client is established.

4. Complete the DM session.

5. Test the results by making a session using existing Access Point and new Application Settings set by DM session.

	Pass-Criteria
	1. Server accepts incoming call.

2. Client sends supported fields.

3. Server sends the new settings.

4. Connection closed.

5. Connection to the Application server established.


7.26.  Delete the Application Settings [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-026

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to verify deletion of Application Settings in client using DM server.

	Specification Reference
	[DMREPU] Chapter 6.5.5

	SCR Reference
	

	Preconditions
	· Application Settings exist in client.

· Have another Application Settings available.

	Test Procedure
	1. Establish the connection from the client.

2. Request the supported fields of the Application from the client.

3. Depending on the server functionality, delete the Application Settings from the client. The Application server data can also be filled in server database or file before the connection to the client is established.

4. Complete the DM session.

5. Check that no SyncML settings exist in the client.

	Pass-Criteria
	1. Server accepts incoming call.

2. Client sends supported fields.

3. Server deletes the Access Point.

4. Connection closed.

5. No Access Point in client.
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