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Appendix D. Default Message Content

D.1 SIP message content

The default message content from 3GPP TS 34.229-1 Appendix A is used per default. This section just modifies or clarifies the default messages specified there.

D.1.1 INVITE 
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Accept-Contact
	
	
	
	RFC 3841 [64]

	
ac-value
	B1
	+g.3gpp.cs-voice 
	
	

	
	B2
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.oma.sip-im
	
	

	
	B4, B5
	+g.oma.sip-im
	
	

	Contact
	
	
	
	

	feature-param
	B1
	+g.3gpp.cs-voice+
	
	

	
	B2
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.oma.sip-im
	
	

	
	B4, B5
	+g.oma.sip-im
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	B1, B2, B3
	application/sdp 
	
	

	
	B4, B5
	multipart/mixed;boundary="boundary1"
	
	

	Supported
	
	
	
	RFC 3261 [15]

	

	
	Precondition is not included 
	
	

	Require
	
	
	
	RFC 3261 [15]

	

	
	Precondition is not included 
	
	

	Message-body
	B1
	m=video port RTP/AVP (rtp payload types) 

a=sendonly 

a=rtpmap: payload type H264/90000 

a=fmtp: payload type profile-level-id=42C00D; 

packetization-mode=0 

a=rtpmap: payload type  H263-2000/90000 

a=framesize: payload type 176-144 

a=framerate:8 

a=fmtp: payload type profile=0; level=45
	
	RFC 4119 [99]

	
	B2
	m=message port TCP/MSRP *

a=sendonly

a=accept-types:message/cpim

a=accept-wrapped-types:*

a=path:msrp://( IP address):port/jshA7we;tcp

a=file-selector: type:image/jpeg size:(size of file) 

a=file-transfer-id:Q6LMoGymJdh0IKIgD6wD0jkcfgva4xvE
	
	

	
	B3
	m=message port TCP/MSRP *

a=sendonly

a=accept-types:message/cpim

a=accept-wrapped-types:*

a=path:msrp://( IP address):port/jshA7we;tcp

a=file-selector: type:image/jpeg size:(size of file) 

a=file-transfer-id:Q6LMoGymJdh0IKIgD6wD0jkcfgva4xvE
	
	

	
	B4
	--boundary1

Content-Type: application/sdp

m=message port TCP/MSRP *

a=accept-types: message/cpim text/plain

a=max-size: 7665

a=path:msrp://( IP address):port/jshA7we;tcp
--boundary1

Content-Type: message/cpim 

From: <sip:anonymous@anonymous.invalid> 

To: <sip:anonymous@anonymous.invalid> 

DateTime: 2014-01-15T10:17:49.727+01:00 

NS: imdn <urn:ietf:params:imdn> 

imdn.Message-ID: 7QsgkAl8QZvr9XPFtiiCtLj3sls0oNok 

imdn.Disposition-Notification: positive-delivery, display 

Content-type: text/plain;charset=UTF-8 


Initial message
--boundary1--
	
	

	
	B5
	--boundary1

Content-Type: application/sdp

<B4 content>

--boundary1

Content-Type: application/resource-lists+xml

Content-Disposition: recipient-list

<?xml version="1.0" encoding="UTF-8"?>

<resource-lists xmlns="urn:ietf:params:xml:ns:resource-lists"

          xmlns:cp="urn:ietf:params:xml:ns:copycontrol">

  <list>

    <entry uri="<SIP or TEL URI of User 1>" cp:copyControl="to"/>

… (NOTE: Add further users as necessary)
  </list>

</resource-lists>

--boundary1--
	
	


	Condition
	Explanation

	B1
	Video Sharing (ics_videoShare)

	B2
	Image Sharing (ics_imageShare)

	B3
	File Sharing (ics_fileTransfer)

	B4
	IM Chat (1 to 1 session)

	B5
	IM Group chat


D.1.2 200 OK for INVITE

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Contact
	
	
	
	

	feature-param
	B1
	+g.3gpp.cs-voice 
	
	

	
	B2
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.oma.sip-im
	
	

	
	B4
	+g.oma.sip-im
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/sdp
	
	

	Message-body
	B1
	m=video port RTP/AVP (rtp payload types) 

a= recvonly

a=rtpmap: payload type H264/90000 

a=fmtp: payload type profile-level-id=42C00D; 

packetization-mode=0 

a=rtpmap: payload type  H263-2000/90000 

a=framesize: payload type 176-144 

a=framerate:8 

a=fmtp: payload type profile=0; level=45
	
	RFC 4119 [99]

	
	B2
	m=message port TCP/MSRP *

a=recvonly

a=accept-types:message/cpim

a=accept-wrapped-types:*

a=path:msrp://( IP address):port/jshA7we;tcp

a=file-selector: (copied from INVITE) 

a=file-transfer-id: (copied from INVITE)
	
	

	
	B3
	m=message port TCP/MSRP *

a=recvonly

a=accept-types:message/cpim

a=accept-wrapped-types:*

a=path:msrp://( IP address):port/jshA7we;tcp

a=file-selector: (copied from INVITE) 

a=file-transfer-id: (copied from INVITE) 
	
	

	
	
	
	
	


	Condition
	Explanation

	B1
	Video Sharing (ics_videoShare)

	B2
	Image Sharing (ics_imageShare)

	B3
	File Sharing (ics_fileTransfer)

	B4
	IM Chat


D.1.3 OPTIONS 

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request URI
	B5

B6
	User-B’s IMS identity (SIP-URI or TEL-URI/MSISDN)

User-A’s IMS contact-URI
	
	

	Accept-Contact
	
	
	
	RFC 3841 [64]

	
ac-value
	B1
	+g.3gpp.cs-voice 
	
	

	
	B2
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.ft";+g.oma.sip-im (optional)
	
	

	
	B4
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.im";+g.oma.sip-im (optional)
	
	

	Contact
	
	
	
	

	feature-param
	B1
	+g.3gpp.cs-voice+
	
	

	
	B2
	g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.ft";+g.oma.sip-im (optional)
	
	

	
	B4
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.im";+g.oma.sip-im (optional)
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	B1
	application/sdp 

	
	

	Message-body
	B1
	supported video codecs.

m=video 0 RTP/AVP (rtp payload types) 

a=rtpmap: payload type H264/90000 

a=rtpmap: payload type  H263-2000/90000 


	
	RFC 4119 [99]

[RCS] 2.7.3

	
	Other cases
	Not present
	
	


	Condition
	Explanation

	B1
	Video Sharing (ics_videoShare) AND in CS Call

	B2
	Image Sharing (ics_imageShare) AND in CS Call

	B3
	File Sharing (ics_fileTransfer)

	B4
	IM Chat 

	B5
	Mobile originated

	B6
	Mobile terminated

	Note: If more than one of the above conditions evaluate to true and therefore multiple IARI tags are included, these must be combined in a comma separated list, as defined in [RCS] 1.2.2. section 2.3.1.1. For example:

+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.im,urn%3Aurn-7%3A3gppapplication.ims.iari.rcse.ft"


D.1.4 200 OK for OPTIONS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Contact
	
	
	
	

	feature-param
	B1
	+g.3gpp.cs-voice 
	
	

	
	B2
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.gsma-is"
	
	

	
	B3
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.ft";+g.oma.sip-im (optional)
	
	

	
	B4
	+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.im";+g.oma.sip-im (optional)
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	B1
	application/sdp  

	
	

	Message-body
	B1
	supported video codecs.

m=video 0 RTP/AVP (rtp payload types) 

a=rtpmap: payload type H264/90000 

a=rtpmap: payload type  H263-2000/90000 
	
	RFC 4119 [99]

	
	Other cases
	Not present
	
	

	
	
	
	
	

	
	
	
	
	


	Condition
	Explanation

	B1
	Video Sharing (ics_videoShare) AND in CS Call

	B2
	Image Sharing (ics_imageShare) AND in CS Call

	B3
	File Sharing (ics_fileTransfer)

	B4
	IM Chat 

	Note: If more than one of the above conditions evaluate to true and therefore multiple IARI tags are included, these must be combined in a comma separated list, as defined in [RCS] 1.2.2. section 2.3.1.1. For example:

+g.3gpp.iari-ref="urn%3Aurn-7%3A3gpp-application.ims.iari.rcse.im,urn%3Aurn-7%3A3gppapplication.ims.iari.rcse.ft"


D.1.5 404 Not found

FFS

D.1.6 408 Request Timeout
FFS

D.1.7 480 Temporarily Unavailable
FFS

D.1.8 403 Forbidden
FFS

D.1.9 486 BUSY HERE
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Contact
	
	
	
	


D.1.10 SUBSCRIBE (conference)
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request URI
	
	Conference URI
	
	

	Event
	
	conference
	
	


D.1.11 NOTIFY (conference)
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request URI
	
	
	
	

	Contact
	
	
	
	

	Content-Type
	
	application/conference-info+xml
	
	

	Subscription-State
	
	active ;expires=7200
	
	

	
	
	<?xml version="1.0" encoding="UTF-8"?>

   <conference-info   xmlns="urn:ietf:params:xml:ns:conference-info"

    entity="conference1@mrfc2.home1.net" 

    state="full" 

    version="0" >

     <user entity="<User SIP URI>">

      <display- text>User 1</display-text>

      <endpoint entity=" sip:[5555::eee:fff:aaa:bbb]">

       <status>connected</status>

       <!—- Note: not needed media id="1">

        <type>audio</type>

        <label>34567</label>

        <src-id>534232</src-id>

        <status>sendrecv</status>

       </media-->

      </endpoint>

     </user>

(NOTE: Add further users as necessary)

   </conference-info>
	
	


D.1.12 BYE
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request URI
	
	
	
	

	Contact
	
	
	
	


D.1.13 MESSAGE
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request URI
	
	
	
	

	Accept-Contact
	
	+g.oma.sip-im
	
	

	Content-type
	
	message/cpim
	
	

	
	
	From: Bob <im:bob@example.com>

  To: Alice <im:alice@example.com>

  NS: imdn <urn:ietf:params:imdn>

  imdn.Message-ID: d834jied93rf

  Content-type: message/imdn+xml

  Content-Disposition: notification

  Content-length: ...

  <?xml version="1.0" encoding="UTF-8"?>

  <imdn xmlns="urn:ietf:params:xml:ns:imdn">

        <message-id>34jk324j</message-id>

        <datetime>2008-04-04T12:16:49-05:00</datetime>

       <recipient-uri>im:bob@example.com</recipient-uri>

        <original-recipient-uri

          >im:bob@example.com</original-recipient-uri>

        <delivery-notification>

           <status>

              <delivered/>

           </status>

        </delivery-notification>

      </imdn>
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