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1 Reason for Change

Following the change made in OMA-IOP-2014-0170-CR_SUPL_2.0.2_ETS_Correction_Applicability_con_007_Test_1, the issue of the provisioning of the H-SLP address was discussed in the OMA LOC meeting in Shanghai. 

It was clarified by OMA LOC that (at least) one of the two optional methods of the provisioning of the H-SLP address (in the UICC or in the SET) described in section 6.2 of the SUPL TS, SHALL be supported (as well as the default method).

Therefore the applicabilities of the tests within con-007 should be as follows:

Test 1: H-SLP address stored on UICC: optional unless test 2 is not supported in which case mandatory
Test 2: H-SLP address stored on SET optional unless test 1 is not supported in which case mandatory
Test 3: Auto configuration of H-SLP address: mandatory (no change)
Test 4: Auto configuration of H-SLP address following authentication failure: mandatory (no change)
Test 5: Clearing of old H-SLP address following change of IMSI: mandatory (no change)
Therefore the applicabilities of test 1 and test 2 need modifying.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to changes below.
6 Detailed Change Proposal

Change 1:
SUPL-2.0-con-007 - Alternative H-SLP Addresses [Includes optional features]

	Test Case Id
	SUPL-2.0-con-007

	Test Object
	Client

	Test Case Description
	To test SET correctly generates and uses the correct H-SLP address

	Specification Reference
	ULP TS 6.2

	SCR Reference
	

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:
Applicability: 


Test 1: ics_HSLP_stored_in_UICC OR NOT (ics_HSLP_stored_in_SET AND ics_PSK_TLS)
 
Test 2: (ics_HSLP_stored_in_SET AND ics_PSK_TLS) OR NOT ics_HSLP_stored_in_UICC

	Test Procedure
	Test 1: H-SLP address stored on UICC [Includes optional features]

Test 2: H-SLP address stored on SET [Includes optional features]

Test 3: Auto configuration of H-SLP address

Test 4: Auto configuration of H-SLP address following authentication failure:

Test 5: Clearing of old H-SLP address following change of IMSI:

Test 1: H-SLP address stored on UICC [Includes optional features]:

1. Ensure there is an H-SLP address stored on the UICC 

Test 2: H-SLP address stored on SET [Includes optional features]:

2. Ensure there is no H-SLP address stored on the UICC, and ensure there is an H-SLP address stored on the SET

Test 3: Auto configuration of H-SLP address:

3. Ensure there is no H-SLP address stored on either the UICC or on the SET

Test 4: Auto configuration of H-SLP address following authentication failure:

4. Ensure there is an H-SLP address stored on either the UICC or on the SET

Test 5: Clearing of old H-SLP address following change of IMSI:

5. Ensure there is no H-SLP address stored on the SET

Tests 1, 2 and 3:

6. Start a NI Location Session or a SI Location Session if NI Location Session is not supported in the SET. 

7. The SET establishes a secure IP connection using:

· Test 1: The H-SLP address provisioned in the UICC

· Test 2: PSK-TLS and using the H-SLP address provisioned on the SET

· Test 3: The H-SLP address generated from the IMSI stored on the UICC

8. The Location Session completes successfully. 

Test 4:

9. Start a NI Location Session or a SI Location Session if NI Location Session is not supported in the SET. 

10. The SET attempts to establish a secure IP connection
11. Send an invalid server certificate to the SET resulting in an authentication failure.

12. The SET establishes a secure IP connection using:

· The H-SLP address generated from the IMSI stored in the UICC

13. The Location Session completes successfully. 

Test 5: 

14. Start a NI Location Session or a SI Location Session if NI Location Session is not supported in the SET. 

15. The SET establishes a secure IP connection
16. Record the H-SLP address used.

17. The Location Session completes successfully. 
18. Power down the SET

19. Insert a new UICC into the SET with a different MNC and, or MCC. If the H-SLP address is stored in the UICC, then the new UICC must have a different H-SLP address from the original one.

20. Start a NI Location Session or a SI Location Session if a SI Location Session was used in step 14. 

21. The SET establishes a secure IP connection using:

· The H-SLP address stored on the new UICC or generated from the new IMSI stored in the UICC

22. The Location Session completes successfully.


Change 2:
Client ICS to test case mapping

This section provides a mapping from the optional client applicabilities (Client ICS) in section B.3.1 to the applicable test cases from section 5, so that by using the Client ICS described above the applicable optional test cases can be derived from the following table.

	Applicability
	Test Cases

	ics_PSK_TLS AND  ics_NetworkInitiated
	SUPL-2.0-con-009 - Basic SUPL INIT protection



	ics_MT_SMS
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 2 : MT SMS

SUPL-2.0-con-002 - Incorrect MT SMS message content

	ics_SIP_Push
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 3: SIP Push
SUPL-2.0-con-003 - Incorrect SIP Push message content

	ics_UDP
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 4 : UDP
SUPL-2.0-con-012 - Incorrect UDP message content

	ics_HSLP_stored_in_UICC OR NOT (ics_HSLP_stored_in_SET AND ics_PSK_TLS)
	SUPL-2.0-con-007-1- Alternative H-SLP Addresses. Test 1: H-SLP address stored on UICC

	(ics_HSLP_stored_in_SET AND ics_PSK_TLS) OR NOT ics_HSLP_stored_in_UICC
	SUPL-2.0-con-007-2 - Alternative H-SLP Addresses. Test 2: H-SLP address stored on SET

	ics_TLS_add_cipher
	SUPL-2.0-con-008-1 - Optional Ciphering Suites. Test 1: TLS_RSA_WITH_3DES_EDE_CBC_SHA

	ics_PSKTLS_add_cipher
	SUPL-2.0-con-008-2 - Optional Ciphering Suites. Test 2: TLS_PSK_WITH_3DES_EDE_CBC_SHA
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