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Change Request

	Title:
	Interoperability test cases for Service Guide in BCAST 1.0
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	IOP BRO

	Doc to Change:
	Add new test cases to implement the SG delivery IOT test.

	Submission Date:
	13-04-2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Yanping Zhu, Orange, yanping.zhu@orange-ftgroup.com

	Replaces:
	n/a


1 Reason for Change

Orange wants to add more test cases for Service Guide so that more SCRs can be finished in ETS.
2 Impact on Backward Compatibility

There is no effect on the existing test cases.
3 Impact on Other Specifications

This document is based on TS_ServiceGuide and ETR of BCAST 1.0, supplemented to current ETS.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

IOP BRO team review and approve this CR.
6 Detailed Change Proposal

Change 1:  A sub-set of SG can be delivered to terminal through interaction channel
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check a sub-set of a Service Guide can be retrieved.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.3

	SCR Reference
	BCAST-SGGAD-S-020

	ETR Reference
	SG-019

	Tool
	None

	Test code
	None

	Preconditions
	On the server set-up a 24h Service Guide.

Set up the terminal to request a 12h Service Guide using a specific sgdd+sgdu request with tgc-start/tgc-end key criteria.



	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal

	Pass-Criteria
	· The current  12-hour service guide is available on the terminal and not the complete 24h Service Guide

· The programmes can be viewed by the terminal


Change 2:  Service Guide delivery of fragment linked to specific service
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check a terminal can retrieve only the Content fragments linked to a specific Service (in addition to the Service fragment itself).

	Specification Reference
	[BCAST10 –ESG] Section 5.4.3.3

	SCR Reference
	BCAST-SGGAD-S-020

	ETR Reference
	SG-019

	Tool
	None

	Test code
	None

	Preconditions
	On the server, set-up a Service Guide with several Services and, for each Service, several Content fragments attached.

The terminal requests the SG server for sgdu using :

· the key 'globalServiceID' set up with the ID of one of the Service fragment of the SG and
· the key 'fragmentType' = "2" (Content fragment) and
· the key 'fragmentType' = "1" (Service fragment)



	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal

	Pass-Criteria
	· Only the required Service and its related programmes are displayed on the terminal SG interface.


Change 3:  GZIP compression of HTTP response body
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check the case when the HTTP response body is GZIP compressed.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.1.4

	SCR Reference
	BCAST-SGGAD-S-017

	ETR Reference
	SG-019

	Tool
	None

	Test code
	None

	Preconditions
	On the server:

· set-up a Service Guide

· activate the GZIP compression function.

The terminal requests the SG server for sgdd+sgdu using the key=complete.

The server systematically GZIP compress the response body.

	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal
· View the programmes

	Pass-Criteria
	· The SG and the programmes can be viewed by the terminal.


Change 4:  Service Guide Delivery in multi-BSM environment for Broadcast Channel
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check in a multi-BSM environment the terminal retrieves only the fragments belonging to its own BSM.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.3

	SCR Reference
	BCAST-SGGAD-S-018

	ETR Reference
	SG-017

	Tool
	None

	Test code
	None

	Preconditions
	On the server set-up a Service Guide for 2 different BSMs.

The Service Guide is made up of programmes common to both BSMs and programmes dedicated to each BSM and is broadcasted.



	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal

	Pass-Criteria
	· Only the common programmes and programmes dedicated to the BSM the terminal belongs to are available.


Change 5:  GZIP compression of Service Guide Deliver Descriptor
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check the case when the SGDD is GZIP compressed.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.1.4

	SCR Reference
	BCAST-SGGAD-S-017

	ETR Reference
	SG-017

	Tool
	None

	Test code
	None

	Preconditions
	On the server set-up a Service Guide.

Activate the SGDD GZIP compression function.

FLUTE is used for the transmission of the SGDDs.

SGDD are systematically GZIP compressed.



	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal
· View the programmes

	Pass-Criteria
	· The SG and the programmes can be viewed by the terminal.


Change 6:  Service Guide Delivery of different BSMs
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Case of a multi-MNO platform declaring one announcement session per MNO. MNOs share SGDUs.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.1.5.1

	SCR Reference
	BCAST-SGGAD-S-018

	ETR Reference
	SG-017

	Tool
	None

	Test code
	None

	Preconditions
	On the server two BSMs are declared : BSM1 and BSM2

BSM1 and BSM2 share a common service guide part but also refer to specific fragments.

BSMs share the announcement session (common and dedicated SGDD declaring proper bsm in BSMList E1 element and BSMSelector E3 element).

BSMs share the delivery sessions related to the common SG part.

BSMs do not share the delivery sessions related to their dedicated fragments.

Terminal 1 is set up for BSM 1.

Terminal 2 is set up for BSM 2.



	Test Procedure
	In each terminal:

· Update the SG 
· Browse the SG 
· View the programmes

	Pass-Criteria
	· Only SG1 and the programmes can be viewed by terminal 1.

· Only SG2 and the programmes can be viewed by terminal 2.


Change 7:  Delivery of sub-set of Gervice Guide
	Test Case Id
	BCAST-1.0-DIST-int-xxx 

	Test Object
	BCAST Terminal and Server

	Test Case Description
	Check a sub-set of a Service Guide can be retrieved.

	Specification Reference
	[BCAST10 –ESG] Section 5.4.2

	SCR Reference
	BCAST-SGGAD-S-019

	ETR Reference
	SG-017

	Tool
	None

	Test code
	None

	Preconditions
	On the server two consecutive 12h Service Guides are set up (different SGDDs using the TimeGroupingCriteria E3 element are defined) :

1- from 0.00 to 12.00

2- from 12.00 to 24.00

The SG is broadcasted

	Test Procedure
	· Update the SG in the terminal

· Browse the SG in the terminal

	Pass-Criteria
	· The current 12-hour service guide is available on the terminal and not the complete 24h Service Guide

· The programmes can be viewed by the terminal
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