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1.1 SUPL-1.0-con-XXXX. Version: Compatible Versions. NI
	Test Case Id
	SUPL-1.0-con-XXXX

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-C-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool
State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher min and serv ind than that supported by the SET
2. Start a NI Location Session
3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT with the correct Version number supported by the SET


Table 1: Test Information for NI Conformance Test

1.2 SUPL-1.0-con-XXXX+1. Version: Compatible Versions. SI

	Test Case Id
	SUPL-1.0-con-XXXX+1

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-C-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher min and rev than that supported by the SET

2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL RESPONSE to the SET ensure the SET responds with SUPL POS INIT and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT with the correct Version number supported by the SET


Table 2: Test Information for SI Conformance Test

1.3 SUPL-1.0-con-XXXX+2. Version: Unsupported Version. NI

	Test Case Id
	SUPL-1.0-con-XXXX+2

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-C-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher maj than that supported by the SET.
2. Start a NI Location Session.
3. After the Conformance Test Tool sends SUPL INIT to the SET, ensure the SET responds with SUPL END with Status Code set to versionNotSupported and the Location Session ends.
4. Perform a Sucessful NI Location Session to ensure the SET has released all resources in step 3.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with Status Code set to versionNotSupported.
2. At step 4 the Location Session shall complete sucessfully


Table 3: Test Information for NI Conformance Test

1.4 SERVER CONFORMANCE :

1.5 SUPL-1.0-con-XXXX. Version: Compatible Versions. NI

	Test Case Id
	SUPL-1.0-con-XXXX

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-S-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 
NOTE: This is written for Proxy mode. Need to write test in Non-Proxy mode as well

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher min and serv ind than that supported by the SLP
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL POS INIT to the SLP ensure the SLP responds with SUPL POS and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL POS with the correct Version number supported by the SLP


Table 1: Test Information for NI Conformance Test

1.6 SUPL-1.0-con-XXXX+1. Version: Compatible Versions. SI

	Test Case Id
	SUPL-1.0-con-XXXX+1

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-S-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

NOTE: This is written for Proxy mode. Need to write test in Non-Proxy mode as well

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher min and rev than that supported by the SLP
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL START to the SLP ensure the SLP responds with SUPL RESPONSE and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL RESPONSE with the correct Version number supported by the SLP


Table 2: Test Information for SI Conformance Test

1.7 SUPL-1.0-con-XXXX+2. Version: Unsupported Version. SI

	Test Case Id
	SUPL-1.0-con-XXXX+2

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP TS 8.5

	SCR Reference
	SUPL-PD-C-005

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

NOTE: This is written for Proxy mode. Need to write test in Non-Proxy mode as well

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher maj than that supported by the SLP.

2. Start a SI Location Session.

3. After the Conformance Test Tool sends SUPL START to the SLP, ensure the SLP responds with SUPL END with Status Code set to versionNotSupported and the Location Session ends.

4. Perform a Sucessful SI Location Session to ensure the SLP has released all resources in step 3.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to versionNotSupported.

2. At step 4 the Location Session shall complete sucessfully


Table 3: Test Information for SI Conformance Test

1.8 OPTIONAL TESTS

1.9 SUPL-1.0-con-XXXX [Optional]. Notification: No notification & no verification. NI
	Test Case Id
	SUPL-1.0-con-XXXX

	Test Object
	Client

	Test Case Description
	To test SET correctly actions No notification & no verification

	Specification Reference
	ULP TS 8.12

	SCR Reference
	SUPL-PD-C-012

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	Equipment:

Conformance Test Tool

State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. In the Conformance Test Tool set Notification to No notification & no verification.
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT and there shall be no indication or notification of the Location Session to the User on the SET


Table 4: Conformance Test Information

2. SUPL Interoperability Test Cases

<There should be a chapter for interoperability tests, under this chapter the test cases may be grouped in best possible way according to e.g. feature or groups of features to make the document easy to read and use>

<If there are no conformance test cases available, please indicate with Not available>

For Enabler SUPL there exists <?> number of interoperability tests. <?> numbers of those are mandatory.

< Chapter 6.1 and 6.2 shows examples on headings for one mandatory (all included spec references are mandatory) and for optional (any of included spec references call for an optional feature). >

2.1 <SUPL-1.0-int-number>

<This section lists the steps needed for a mandatory test case>

	Test Case Id
	<SUPL-1.0-int-number>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. SUPL-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

7. Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

8. State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
9. Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
10. Prerequisite for this test:

IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

1. User sends MMS message with terminal A to terminal B. 

2. The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

1. MMS is received in terminal B

2. MMS is readable>


Table 5: Interoperability Test Information

2.2 <SUPL-1.0-int-number [Optional]>

<This section lists the steps needed for an optional test case>

	Test Case Id
	<SUPL-1.0-int-number>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. SUPL-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

11. Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

12. State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
13. Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
14. Prerequisite for this test:

IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

1. User sends MMS message with terminal A to terminal B. 

2. The message should be received in terminal B

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

1. MMS is received in terminal B

2. MMS is readable>


Table 6: Interoperability Test Information
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Appendix B. <Additional Information>

If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.

Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.
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Figure 1: Example Figure
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