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1 Reason for Change

The testcases PoC-1.0-con-C-0155, PoC-1.0-con-C-0156 and PoC-1.0-con-C-0157 currently have a Pass criterion

The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

According to OMA-TS-PoC-ControlPlane-V1_0-20060609-A, §6.2.1.1, when generating a SIP response other than SIP 100 “Trying”, the PoC client SHALL generate SIP responses according to rules and procedures of [RFC3261].

According to RFC 3261, § 13.2.2.3, the Contact header is optional for 4xx responses to an INVITE request.

Hence the Contact header need not be present in the 4xx response from the PoC client being invited.

Therefore the check for the presence of +g.poc.talkburst in the Contact header shall be made conditional; to be done only if the Contact header is included in the 4xx response.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To agree and incorporate the CR.

6 Detailed Change Proposal

Change 1:  The Pass Criterion 5d in testcases PoC-1.0-con-C-0155 and PoC-1.0-con-C-0156 and the Pass Criterion 3d in testcase PoC-1.0-con-C-0157 are made conditional.

5.2.1.1.5 PoC-1.0-con-C-0155 – Manual Answer Mode / PoC User rejects invitation (Includes Optional Features)
	Test Case ID
	PoC-1.0-con-C-0155

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client, when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require” and if the receiving PoC User declines the PoC Session invitation, will correctly send a SIP 480 “Temporarily Unavailable” response towards the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0155

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client is registered for PoC service at the SIP/Core.

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Manual;Require” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 'Ringing' response to the Test tool.

4. The “PoC User1” declines the PoC session invitation.

5. The PoC Client sends a SIP 480 ‘Temporarily Unavailable’ response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 180 ‘Ringing’ response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 480 ‘Temporarily Unavailable’ response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. If Contact header is included in the SIP 480 ‘Temporarily Unavailable’ response, then the PoC feature-tag “+g.poc.talkburst” is included in the Contact header.


5.2.1.1.6 PoC-1.0-con-C-0156 – Manual Answer Mode / Unanswered (Includes Optional Features)
	Test Case ID
	PoC-1.0-con-C-0156

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client, when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require” and if the receiving PoC User does not respond and the PoC Session invitation times out, will correctly send a SIP 408 “Request timeout” response towards the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0156

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Manual;Require” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 'Ringing' response to the Test tool.
4. The PoC Client sends a SIP 408 ‘Request Timeout’ response to the Test tool when the invitation times out.

	Pass Criteria
	3a. The Test tool receives a SIP 180 ‘Ringing’ response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 408 ‘Request Timeout’ response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. If Contact header is included in the SIP 408 ‘Request Timeout’response, then the PoC feature-tag “+g.poc.talkburst” is included in the Contact header.


5.2.1.1.7 PoC-1.0-con-C-0157 – Manual Answer Mode / Unacceptable media parameter(s) (Includes Optional Features)
	Test Case ID
	PoC-1.0-con-C-0157

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require”, but with media parameters unacceptable to the receiving PoC Client, will correctly reject the request with a SIP 488 “Not Acceptable Here” response.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.2

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0157

	Preconditions
	Support for 3GPP/3GPP2 IMS.

PoC Client does not have any active session.

There is at least one media parameter which is unacceptable to the PoC Client.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to “PoC User1”. 

2. The Test tool sends an INVITE message to the PoC Client containing the Answer-Mode header set to “Manual;Require” and all media parameters not acceptable by the PoC Client.

3. PoC Client sends a SIP 488 ‘Not Acceptable Here’ response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 488 ‘Not Acceptable Here’ response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. If Contact header is included in the SIP 488 ‘Not Acceptable Here’ response, then the PoC feature-tag “+g.poc.talkburst” is included in the Contact header.
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